
 
 
 
 

Invitation for Bids 
 

for 
 

Public Works Building-General Contract 
 
 
 
 
 

Bid From: _______________________________ 
 
 
 
 
 
 

 

 



General Information and Bid Submission Requirements: 

• Submit bids to:   
Town of Benson  

  C/O Kimberly Pickett, Assistant Town Manager 
303 E. Church St,  
Benson, NC  27504  

• Submit all bids by 2:00pm on Friday, May 1, 2020.  At that time bids will be publicly opened 
within the Benson Room of Town Hall Conference Center. 

• The contract will be awarded at the next Town of Benson Board of Commissioners meeting on 
May 12, 2020.  The time for award may be extended for up to 30 additional days by mutual 
agreement between the Town and the apparent lowest responsive and responsible bidder. 

• Questions concerning this invitation for bids must be submitted in writing to:  Kimberly Pickett, 

Assistant Town Manager, 303 E. Church St, Benson, NC  27504 before 5:00pm on 

Wednesday, April 22, 2020.  Questions may be delivered, mailed, or faxed.  Written responses 
will be mailed or faxed to all bidders on record as having picked up the Invitation for BID. 

• If, at the time of the scheduled bid opening, the Town Hall is closed due to uncontrolled events 
such as fire, snow, ice, wind, or building evacuation, the bid opening will be postponed until 
2:00pm on the next normal business day.  Bids will be accepted until that date and time. 

• Bid submission should be presented in a sealed envelope clearly marked “Town of Benson Public 

Works Building-General Contract” 

Description of Work 

•   Renovation to existing building and construction of 1988sf office addition. 

Mandatory Pre-Bid 

• Attendance to Pre-Bid meeting is required in order for bid to be accepted.  Meeting will be held on 
Tuesday April 21, 2020 on site at 575 N Market St, Benson, NC 27504 at 2:00pm.   

Date of Availability 

• Date of availability for this contract is May 13, 2020 

• The completion date for this contract is October 30, 2020 

• Liquidated Damages will be $50 dollars per day. 

Work Times 

• Unless otherwise approved by the Public Utilities Director, no work shall be performed on 
Saturdays, Sundays, and Legal State Holidays.  Work shall be performed only during daylight 
hours. 

 
Submittals 
 

• All submittals must be approved in writing by the Public Utilities Director.   
• Contractor must make submittal for all materials, fixtures, appurtenances, etc. as noted on plan 

sheets. 
• Submittal must always include 2 alternates that are same or like in quality.  If additional charge is 

associated with alternates, it must be noted in submittal.  Alternates do not have to be submitted for 
structural items. 



Value Engineering 
 

• Value engineering will be considered.  Recommendations must be submitted in writing for change 
order. 

 
Utilities 
 

• Utility connections will be provided by owner. 
 
Final Grade 
 

• Final grading, sidewalks, parking lot, and landscaping will be provided by owner.  Contractor will 
need to coordinate with Public Utilities Director as to ensure that work is performed on schedule. 
  

Bonding and Retainage 
 

• Performance bond and payment bond is required.  
 
Locations 
 

• The site is located at 575 N Market St, Benson, NC 27504 
 

Certificate of Non-Collusion 

 
The undersigned certifies under penalties of perjury that this bid o proposal has been made and submitted 
in good faith and without collusion or fraud with any other person.  As used in this certification, the work 
“person” shall mean any natural person, business, partnership, corporation, union, committee, club, or 
other organization, entity, or group of individuals. 
 
 
 
Signature of individual submitting bid or proposal 
 
 
 
Name of business 
 
 

List of References 

 
Reference 1: Name & Contact Information 
 
 
 
Reference 2: Name & Contact Information 
 
 
 



Submittal Guidelines 

To be considered for the project, please submit the entire proposal with the information requested below 
no later than 2:00pm on Friday, May 1, 2020. 

 

     Total Lump Sum Bid – Annual Amount: ______________________ 

 

Company Name:     _____________________________________________ 

Company Address: _____________________________________________ 

           _____________________________________________ 

           _____________________________________________ 

Contact Person:     ______________________________________________ 

Telephone:             ______________________________________________ 

 

 

 

 

 

 

 

 

 

 

 

 

 



INSTRUCTIONS TO BIDDERS 

AND 

GENERAL CONDITIONS OF THE CONTRACT 

 
 
 
 
 
 

 
STANDARD FORM FOR CONSTRUCTION PROJECTS 

   TOWN OF BENSON, NORTH CAROLINA 

 
 
 
 

This document is intended for use on Town of Benson capital construction projects and shall not 
be used on any project that is not reviewed and approved by the Town of Benson Public Works 
Department and Town Attorney. Extensive modification to the General Conditions by means of 
“Supplementary General Conditions” is discouraged.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



  

I. INSTRUCTIONS TO BIDDERS 

 
For a proposal to be considered it must be in accordance with the following instructions: 

1. PROPOSALS 

Proposals must be made in strict accordance with the Form of Proposal provided therefore, and 
all blank spaces for bids, alternates, and unit prices applicable to bidder’s work shall be properly 
filled in. When requested alternates are not bid, the proposer shall so indicate by the words “No 
Bid”. Any blanks shall also be interpreted as “No Bid”. The bidder agrees that bid on Form of 
Proposal detached from specifications will be considered and will have the same force and effect 
as if attached thereto. Photocopied or faxed proposals will not be considered. Numbers shall be 
stated both in writing and in figures for the base bids and alternates. If  figures and writing differ, 
the written number will supersede the figures. 

 
Any modifications to the Form of Proposal (including alternates and/or unit prices) will 
disqualify the bid and may cause the bid to be rejected. 

The bidder shall fill in the Form of Proposal as follows: 

a. If the documents are executed by a sole owner, that fact shall be evidenced by the word 
"Owner" appearing after the name of the person executing them. 

 
b. If the documents are executed by a partnership, that fact shall be evidenced by the word 

"Co-Partner" appearing after the name of the partner executing them. 
 

c. If the documents are executed on the part of a corporation, they shall be executed by either 
the president or the vice president and attested by the secretary or assistant secretary in 
either case, and the title of the office of such persons shall appear after their signatures. 
The seal of the corporation shall be impressed on each signature page of the documents. 

 
d. If the proposal is made by a joint venture, it shall be executed by each member of the joint 

venture in the above form for sole owner, partnership or corporation, whichever form is 
applicable. 

e. All signatures shall be properly witnessed and notarized. 
 

f. If the contractor's license of a bidder is held by a person other than an owner, partner or 
officer of a firm, then the licensee shall also sign and be a party to the proposal. The title 
"Licensee" shall appear under his/her signature. 

 
Proposals should be addressed as indicated in the Advertisement for Bids and be delivered, 
enclosed in an opaque sealed envelope, marked "Proposal" and bearing the title of the work, 
name of the bidder, and the contractor’s license number of the bidder. Bidders should clearly 
mark on the outside of the bid envelope which contract(s) they are bidding. 

 
Bidder shall identify on the bid, the minority businesses that will be utilized on the project with 
corresponding total dollar value of the bid and affidavit listing good faith efforts or an affidavit 
indicating work under contract will be self-performed, as required by G.S. 143-128.2(c) and 
G.S. 143-128.2(f). Failure to comply with these requirements is grounds for rejection of the 
bid. 



  

For projects bid in the single-prime alternative, the names and license numbers of major 
subcontractors shall be listed on the proposal form. 

 
It shall be the specific responsibility of the bidder to deliver his bid to the proper official at the 
selected place and prior to the announced time for the opening of bids. Later delivery of a bid 
for any reason, including delivery by any delivery service, shall disqualify the bid. 

 
Unit prices quoted in the proposal shall include overhead and profit and shall be the full 
compensation for the contractor's cost involved in the work. See General Conditions, Article 
19c-1. 

2. EXAMINATION OF CONDITIONS 

It is understood and mutually agreed that by submitting a bid the bidder acknowledges that he 
has carefully examined all documents pertaining to the work, the location, accessibility and 
general character of the site of the work and all existing buildings and structures within and 
adjacent to the site, and has satisfied himself as to the nature of the work, the condition of 
existing buildings and structures, the conformation of the ground, the character, quality and 
quantity of the material to be encountered, the character of the equipment, machinery, plant and 
any other facilities needed preliminary to and during prosecution of the work, the general and 
local conditions, the construction hazards, and all other matters, including, but not limited to, 
the labor situation which can in any way affect the work under the contract, and including all 
safety measures required by the Occupational Safety and Health Act of 1970 and all rules and 
regulations issued pursuant thereto. It is further mutually agreed that by submitting a proposal 
the bidder acknowledges that he has satisfied himself as to the feasibility and meaning of the 
plans, drawings, specifications and other contract documents for the construction of the work 
and that he accepts all the terms, conditions and stipulations contained therein; and that he is 
prepared to work in cooperation with other contractors performing work on the site. 

 
Reference is made to contract documents for the identification of those surveys and investigation 
reports of subsurface or latent physical conditions at the site or otherwise affecting performance 
of the work, which have been relied upon by the designer in preparing the documents. The 
owner will make copies of all such surveys and reports available to the bidder upon request. 

 
Each bidder may, at his own expense, make such additional surveys and investigations, as he 
may deem necessary to determine his bid price for the performance of the work. Any on-site 
investigation shall be done at the convenience of the owner. Any reasonable request  for access 
to the site will be honored by the owner. 

3. BULLETINS AND ADDENDA 

Any addenda to specifications issued during the time of bidding are to be considered covered in 
the proposal and in closing a contract they will become a part thereof. It shall be the bidder’s 
responsibility to ascertain prior to bid time the addenda issued and to see that his bid includes 
any changes thereby required. 

 
Should the bidder find discrepancies in, or omission from, the drawings or documents or should 
he be in doubt as to their meaning, he shall at once notify the designer who will send written 
instructions in the form of addenda to all bidders. Notification should be no later than seven (7) 
days prior to the date set for receipt of bids. Neither the owner nor the designer will be 
responsible for any oral instructions. 



  

All addenda should be acknowledged by the bidder(s) on the Form of Proposal. However, even 
if not acknowledged, by submitting a bid, the bidder has certified that he has reviewed all issued 
addenda and has included all costs associated within his bid. 

4. BID SECURITY 

Each proposal shall be accompanied by a cash deposit or a certified check drawn on some bank 
or trust company insured by the Federal Deposit Insurance Corporation, or a bid bond in an 
amount equal to not less than five percent (5%) of the proposal, said deposit to be retained by 
the owner as liquidated damages in event of failure of the successful bidder to execute the 
contract within ten (10) days after the award or to give satisfactory surety as required by law 
(G.S. 143-129). 

 
Bid bond shall be conditioned that the surety will, upon demand, forthwith make payment to the 
obligee upon said bond if the bidder fails to execute the contract. The owner may retain bid 
securities of any bidder(s) who may have a reasonable chance of award of contract for the full 
duration of time stated in the Notice to Bidders. Other bid securities may be released sooner, at 
the discretion of the owner. All bid securities (cash or certified checks) shall be returned to the 
bidders promptly after award of contracts and no later than seven (7) days after expiration of 
the holding period stated in the Notice to Bidders. Standard Form of Bid Bond is included in 
these specifications and shall be used. 
 
Cash security and/or bid bonds may be waived by the Owner on a case-by-case basis.  Such 
waiver shall be in writing and fully executed by Owner to be effective.  

5. RECEIPT OF BIDS 

Bids shall be received in strict accordance with requirements of the General Statutes of North 
Carolina. Bid security shall be required as prescribed by statute.  Prior to the closing of the bid, 
the bidder will be permitted to change or withdraw his bid. Guidelines for opening of public 
construction bids are available from the State Construction Office. 

6. OPENING OF BIDS 

Upon opening, all bids shall be read aloud. Once bidding is closed, there shall not be any 
withdrawal of bids by any bidder and no bids may be returned by the designer to any bidder. 
After the opening of bids, no bid may be withdrawn, except under the provisions of General 
Statute 143-129.1, for a period of thirty days unless otherwise specified. Should the successful 
bidder default and fail to execute a contract, the contract may be awarded to the next lowest and 
responsible bidder. The owner reserves the unqualified right to reject any and all bids. Reasons 
for rejection may include, but shall not be limited to, the following: 

a. If the Form of Proposal furnished to the bidder is not used or is altered. 

b. If the bidder fails to insert a price for all bid items, alternate and unit prices requested. 

c. If the bidder adds any provisions reserving the right to accept or reject any award. 

d. If there are unauthorized additions or conditional bids, or irregularities of any kind which 
tend to make the proposal incomplete, indefinite or ambiguous as to its meaning. 

 
e. If the bidder fails to complete the proposal form where information is requested so the bid 

may be properly evaluated by the owner. 
 

f. If the unit prices contained in the bid schedule are unacceptable to the Owner.. 



  

g. If the bidder fails to comply with other instructions stated herein. 

7. BID EVALUATION 

The award of the contract will be made to the lowest responsible bidder as soon as practical. 
The owner may award on the basis of the base bid and any alternates the owner chooses. 

 
Before awarding a contract, the owner may require the apparent low bidder to qualify himself 
to be a responsible bidder by furnishing any or all of the following data: 

 
a. The latest financial statement showing assets and liabilities of the company or other 

information satisfactory to the owner. 

b. A listing of completed projects of similar size. 

c. Permanent name and address of place of business. 

d. The number of regular employees of the organization and length of time the organization 
has been in business under present name. 

 
e. The name and home office address of the surety proposed and the name and address of the 

responsible local claim agent. 
 

f. The names of members of the firms who hold appropriate trade licenses, together with 
license numbers. 

 
g. If prequalified, contractor info will be reviewed and evaluated comparatively to submitted 

prequalification package. 
 

Failure or refusal to furnish any of the above information, if requested, shall constitute a basis 
for disqualification of any bidder. 

 
In determining the lowest responsible, responsive bidder, the owner shall take into consideration 
the bidder’s compliance with the requirements of G.S. 143-128.2(c), the past performance of 
the bidder on construction contracts for the Town of Benson or and/or any other institution or 
unit of local government, with particular concern given to completion times, quality of work, 
cooperation with other contractors, and cooperation with the designer and owner. Failure of the 
low bidder to furnish affidavit and/or documentation as required by G.S. 143-128.2(c) shall 
constitute a basis for disqualification of the bid. 

 
Should the owner adjudge that the apparent low bidder is not the lowest responsible, responsive 
bidder by virtue of the above information, said apparent low bidder will be so notified and his 
bid security shall be returned to him. 

8. PERFORMANCE BOND 

Unless waived by a written and fully executed waiver, the successful bidder, upon award of 
contract, shall furnish a performance bond in an amount equal to 100 percent of the contract 
price. See Article 35, General Conditions.   

9. PAYMENT BOND 

Unless waived by a written and fully executed waiver, the successful bidder, upon award of 
contract, shall furnish a payment bond in an amount equal to 100 percent of the contract price. 
See Article 35, General Conditions. 



  

10. PAYMENTS 

Payments to the successful bidders (contractors) will be made on the basis of monthly 
estimates, or as otherwise specified in the bid, notice of award, or other writing. See Article 
31, General Conditions. 

11. PRE-BID CONFERENCE 

Prior to the date set for receiving bids, the Designer or the Town of Benson may arrange and 
conduct a Pre-Bid Conference for all prospective bidders. The purpose of this conference is to 
review project requirements and to respond to questions from prospective bidders and their  
subcontractors or material suppliers related to the intent of bid documents. Attendance by  
prospective bidders shall be as required by the “Notice to Bidders”. 

12. SUBSTITUTIONS 

In accordance with the provisions of G.S. 133-3, material, product, or equipment substitutions 
proposed by the bidders to those specified herein can only be considered during the bidding 
phase until ten (10) days prior to the receipt of bids when submitted to the Designer with 
sufficient data to confirm material, product, or equipment equality. Proposed substitutions 
submitted after this time will be considered only as potential change order. 

Submittals for proposed substitutions shall include the following information: 

a. Name, address, and telephone number of manufacturer and supplier as appropriate. 

b. Trade name, model or catalog designation. 

c. Product data including performance and test data, reference standards, and technical 
descriptions of material, product, or equipment. Include color samples and samples of 
available finishes as appropriate. 

 
d. Detailed comparison with specified products including performance capabilities, 

warranties, and test results. 
 

e. Other pertinent data including data requested by the Designer to confirm product 
equality. 

 
If a proposed material, product, or equipment substitution is deemed equal by the Designer to 
those specified, all bidders of record will be notified by Addendum. 



  

 

 

 

GENERAL CONDITIONS OF THE CONTRACT 
 
 

[THE REMAINDER OF THIS PAGE IS LEFT BLANK INTENTIONALLY]



  

ARTICLE 1 - DEFINITIONS 

a. The contract documents consist of the Notice to Bidders; Instructions to Bidders; General 
Conditions of the Contract; special conditions if applicable; Supplementary General 
Conditions; the drawing and specifications, including all bulletins, addenda or other 
modifications of the drawings and specifications incorporated into the documents prior to 
their execution; the proposal; the contract; the performance bond; the payment bond; 
insurance certificates; the approval of the Town Attorney; and the certificate of approval 
of the Public Works Department. All of these items together form the contract. 

b. The owner is the Town of Benson, a North Carolina Municipal Corporation. 

c. The designer(s) are those referred to within this contract, or their authorized 
representatives. The Designer(s), as referred to herein, shall mean architect and/or engineer. 
They will be referred to hereinafter as if each were of the singular number, masculine 
gender.  In the event a particular project owner does not utilize the services of an engineer, 
architect, or other design/project manager, then designer shall be construed as owner 

 
d. The contractor, as referred to hereinafter, shall be deemed to be either of the several 

contracting parties called the "Party of the First Part" in either of the several contracts in 
connection with the total project. Where, in special instances hereinafter, a particular 
contractor is intended, an adjective precedes the word "contractor," as "general," "heating," 
etc. For the purposes of a single prime contract, the term Contractor shall be deemed to be 
the single contracting entity identified as the “Party of the First Part” in the single 
Construction Contract. Any references or adjectives that name or infer multiple prime 
contractors shall be interpreted to mean the single prime Contractor.  Contractor is further 
defined, generally, as the party performing work for and at the direction of owner of and 
in the nature of construction of certain buildings, structures, facilities, similar items.  

 
e. A subcontractor, as the term is used herein, shall be understood to be one who has entered 

into a direct contract with a contractor, and includes one who furnishes materials worked 
to a special design in accordance with plans and specifications covered by the contract, but 
does not include one who only sells or furnishes materials  not  requiring work so described 
or detailed. 

 
f. Written notice shall be defined as notice in writing delivered in person to the contractor, 

or to a partner of the firm in the case of a partnership, or to a member of the contracting 
organization, or to an officer of the organization in the case of a corporation, or sent to the 
last known business address of the contracting organization by registered mail. 

 
g. Work, as used herein as a noun, is intended to include materials, labor, and workmanship 

of the appropriate contractor. 
 

h. The project is the total construction work to be performed under the contract documents 
by the several contractors. 

 
i. Project Expediter, as used herein, is an entity stated in the contract documents, designated 

to effectively facilitate scheduling and coordination of work activities. See Article 14(f) for 
responsibilities of a Project Expediter. For the purposes of a single prime contract, the 
single prime contractor shall be designated as the Project Expediter. 

 
j. Change order, as used herein, shall mean a written order to the contractor subsequent to 

the signing of the contract authorizing a change in the contract.  The change order shall be 
approved and signed  by (as applicable) the contractor, designer, the owner, and the Town 
of Benson Director of Public Works (hereinafter occasionally referred to simply as “Public 
Works Director”), in that order (Article 19). 



  

k. Field Order, as used herein, shall mean a written approval for the contractor to proceed 
with the work requested by owner prior to issuance of a formal Change Order. The field 
order shall be approved and signed by the contractor, designer, owner, and Public Works 
Director. 

 
l. Time of completion, as stated in the contract documents, is to be interpreted as 

consecutive calendar days measured from the date established in the written Notice to 
Proceed, or such other date as may be established herein (Article 23). 

 
m. Liquidated damages, as stated in the contract documents, is an amount reasonably 

estimated in advance to cover the consequential damages associated with the Owner’s 
economic loss in not being able to use the Project for its intended purposes at the end of the 
contract’s completion date as amended by change order, if any, by reason of failure of the 
contractor(s) to complete the work within the time specified. Liquidated damages does not 
include the Owner’s extended contract administration costs (including but not limited to 
additional fees for architectural and engineering services, testing services, inspection 
services, commissioning services, etc.), such other damages directly resulting from delays 
caused solely by the contractor, or consequential damages that the Owner identified in the 
bid documents that may be impacted by any delay caused solely by the Contractor (e.g., if 
a multi-phased project-subsequent phases, delays in start other  projects that are dependent 
on the completion of this Project, extension of leases and/or maintenance agreements for 
other facilities). 

 
n. Surety, as used herein, shall mean the bonding company or corporate body which is bound 

with and for the contractor, and which engages to be responsible for the contractor and his 
acceptable performance of the work. 

 
o. Routine written communications between the Designer and the Contractor are any 

communication other than a “request for information” provided in letter, memo, or 
transmittal format, sent by mail, courier, electronic mail, or facsimile. Such communications 
cannot be identified as “request for information”. 

 
p. Clarification or Request for information (RFI) is a request from the Contractor seeking 

an interpretation or clarification by the Designer relative to the contract documents. The 
RFI, which shall be labeled (RFI), shall clearly and concisely set forth  the issue or item 
requiring clarification or interpretation and why the response is needed. The RFI must set 
forth the Contractor’s interpretation or understanding of the contract documents 
requirements in question, along with reasons for such an understanding. 

 
q. Approval means written or imprinted acknowledgement that materials, equipment or 

methods of construction are acceptable for use in the work. 
 

r. Inspection shall mean examination or observation of work completed or in progress to 
determine its compliance with contract documents. 

 
s. “Equal to” or “approved equal” shall mean materials, products, equipment, assemblies, 

or installation methods considered equal by the bidder in all characteristics (physical, 
functional, and aesthetic) to those specified in the contract documents. Acceptance of equal 
is subject to approval of Designer and owner. 

 
t. “Substitution” or “substitute” shall mean materials, products, equipment, assemblies, or 

installation methods deviating in at least one characteristic (physical, functional, or 
aesthetic) from those specified, but which in the opinion of the bidder would improve 
competition and/or enhance the finished installation. Acceptance of substitution is subject 
to the approval of the Designer and owner. 

u. Provide shall mean furnish and install complete in place, new, clean, operational, and ready 



  

for use. 
 

v. Indicated and shown shall mean provide as detailed, or called for, and reasonably implied 
in the contract documents. 

 
w. Special inspector is one who inspects materials, installation, fabrication, erection or 

placement of components and connections requiring special expertise to ensure compliance 
with the approved construction documents and referenced standards. 

 
x. Commissioning is a quality assurance process that verifies and documents that building 

components and systems operate in accordance to the owner’s project requirements and  the project 
design documents. 

 
y. Designer Final Inspection is the inspection performed by the design team to determine 

the completeness of the project in accordance with approved plans and specifications. This 
inspection occurs prior to SCO final inspection. 

 
z. Public Works Department Final Inspection is the inspection performed by the Public 

Works Director or his designate to determine the completeness of the project in accordance 
with NC Building Codes, Town of Benson Unified Development Ordinance (“UDO”) and 
Code of Ordinances (“COO”), and approved plans and specifications. 

 
aa. Beneficial Occupancy is requested by the owner and is occupancy or partial occupancy of 

the building after all life safety items have been completed as determined by the Public 
Works Director.  Life safety items include but not limited to fire alarm, sprinkler, egress and 
exit lighting, fire rated walls, egress paths and security. 

 
bb. Final Acceptance is the date in which the Town of Benson accepts the construction as 

totally complete. This includes the Public Works Department Final Inspection and 
certification by the designer that all punch lists are completed. 

 

ARTICLE 2 - INTENT AND EXECUTION OF DOCUMENTS 

a. The drawings and specifications are complementary, one to the other, and that which is 
shown on the drawings or called for in the specifications shall be as binding as if it were 
both called for and shown. The intent of the drawings and specifications is to establish the 
scope of all labor, materials, transportation, equipment, and any and all other things 
necessary to provide a bid for a complete job. In case of discrepancy or disagreement in the 
contract documents, the order of precedence shall be: Contract, invitation for bids or other 
bid documents, specifications, large-scale detail drawings, small-scale drawings. 

 
b. The wording of the specifications shall be interpreted in accordance with common usage of 

the language except that words having a commonly used technical or trade meaning shall be 
so interpreted in preference to other meanings. 

 
c. The contractor shall execute each copy of the proposal, contract, performance bond and 

payment bond as follows: 
 

1. If the documents are executed by a sole owner, that fact shall be evidenced by the 
word "Owner" appearing after the name of the person executing them. 

 
2. If the documents are executed by a partnership, that fact shall be evidenced by the 

word "Co-Partner" appearing after the name of the partner executing them. 



  

3. If the documents are executed on the part of a corporation, they shall be executed by 
either the president or the vice president and attested by the secretary or assistant 
secretary in either case, and the title of the office of such persons shall appear after 
their signatures. The seal of the corporation shall be impressed on each signature page 
of the documents. 

 
4. If the documents are made by a joint venture, they shall be executed by each member 

of the joint venture in the above form for sole owner, partnership or corporation, 
whichever form is applicable to each particular member. 

5. All signatures shall be properly witnessed and notarized if required by Owner or by law. 

6. If the contractor's license is held by a person other than an owner, partner or officer of 
a firm, then the licensee shall also sign and be a party to the contract. The title 
"Licensee" shall appear under his/her signature. 

 
7. The bonds shall be executed by an attorney-in-fact. There shall be attached to each 

copy of the bond a certified copy of power of attorney properly executed and dated. 
 

8. Each copy of the bonds shall be countersigned by an authorized individual agent of the 
bonding company licensed to do business in North Carolina. The title "Licensed 
Resident Agent" shall appear after the signature. 

 
9. The seal of the bonding company shall be impressed on each signature page of the 

bonds. 
 

10. The contractor's signature on the performance bond and the payment bond shall 
correspond with that on the contract. The date of performance and payment bond shall 
not be prior to the date of the contract. 

ARTICLE 3 - CLARIFICATIONS AND DETAIL DRAWINGS 

a. In such cases where the nature of the work requires clarification by the designer, such 
clarification shall be furnished by the designer with reasonable promptness by means of 
written instructions or detail drawings, or both. Clarifications and drawings shall be 
consistent with the intent of contract documents, and shall become a part thereof. 

 
b. The contractor(s) and the designer shall prepare, if deemed necessary, a schedule fixing dates 

upon which foreseeable clarifications will be required.  The schedule will be subject to 
addition or change in accordance with progress of the work. The designer shall furnish 
drawings or clarifications in accordance with that schedule. The contractor shall not proceed 
with the work without such detail drawings and/or written clarifications. 

ARTICLE 4 - COPIES OF DRAWINGS AND SPECIFICATIONS 
 

The designer or Owner shall furnish free of charge to the contractors electronic copies of 
plans and specifications. If requested by the contractor, paper copies of plans and 
specifications shall be furnished free of charge as follows: 

 
a. General contractor - Up to twelve (12) sets of general contractor drawings and 

specifications, up to six (6) sets of which shall include drawings and specifications of all 
other contracts, plus a clean set of black line prints on white paper of all appropriate 
drawings, upon which the contractor shall clearly and legibly record all work-in-place that 
is at variance with the contract documents. 



  

b. Each other contractor - Up to six (6) sets of the appropriate drawings and specifications, 
up to three (3) sets of which shall include drawings and specifications of all other contracts, 
plus a clean set of black line prints on white paper of all appropriate drawings, upon which 
the contractor shall clearly and legibly record all work-in-place that is at variance with the 
contract documents. 

 
c. Additional sets shall be furnished at cost, including mailing, to the  contractor  upon request 

by the contractor. This cost shall be stated in the bidding documents. 
 

d. For the purposes of a single-prime contract, the contractor shall receive up to 30 sets of 
drawings and specifications, plus a clean set of black line prints on white paper of all 
appropriate drawings, upon which the contractor shall clearly and legibly record all work- 
in-place that is at variance with the contract documents. 

 

ARTICLE 5 - SHOP DRAWINGS, SUBMITTALS, SAMPLES, DATA 
 

a. Within 15 consecutive calendar days after the notice to proceed, each prime contractor shall 
submit a schedule for submission of all shop drawings, product data, samples, and similar 
submittals through the Project Expediter to the Designer. This schedule shall indicate the 
items, relevant specification sections, other related submittal, data, and the date when these 
items will be furnished to the designer. 

 
b. The Contractor(s) shall review, approve and submit to the Designer all Shop Drawings, 

Coordination Drawings, Product Data, Samples, Color Charts, and similar submittal data 
required or reasonably implied by the Contract Documents. Required Submittals shall bear 
the Contractor’s stamp of approval, any exceptions to the Contract Documents shall be 
noted on the submittals, and copies of all submittals shall be of sufficient quantity for the 
Designer to retain up to three (3) copies of each submittal for his own use plus additional 
copies as may be required by the Contractor. Submittals shall be presented to the Designer 
in accordance with the schedule submitted in paragraph (a), so as to cause no delay in the 
activities of the Owner or of separate Contractors. 

 
c. The Designer shall review required submittals promptly, noting desired corrections if any, 

and retaining three (3) copies for his use. The remaining copies of each submittal shall be 
returned to the Contractor not later than twenty (20) days from the date of receipt by the 
Designer, for the Contractor’s use or for corrections and resubmittal as noted by the 
Designer. When resubmittals are required, the submittal procedure shall be the same as for 
the original submittals. 

 
d. Approval of shop drawings/submittals by the Designer shall not be construed as relieving 

the Contractor from responsibility for compliance with the design or terms of the contract 
documents nor from responsibility of errors of any sort in the shop drawings, unless such 
lack of compliance or errors first have been called in writing to the attention of the Designer 
by the Contractor. 

ARTICLE 6 - WORKING DRAWINGS AND SPECIFICATIONS AT THE JOB SITE 

a. The contractor shall maintain, in readable condition at his job office, one complete set of 
working drawings and specifications for his work including all shop drawings. Such 
drawings and specifications shall be available for use by the designer, his authorized 
representative, owner or Public Works Department. 



  

b. The contractor shall maintain at the job office, a day-to-day record of work-in-place that is 
at variance with the contract documents. Such variations shall be fully noted on project 
drawings by the contractor and submitted to the designer upon project completion and no 
later than 30 days after final acceptance of the project. 

 
c. The contractor shall maintain at the job office a record of all required tests that have been 

performed, clearly indicating the scope of work inspected and the date of approval or 
rejection. 

 

ARTICLE 7 - OWNERSHIP OF DRAWINGS AND SPECIFICATIONS 

All drawings and specifications are instruments of service and remain the property of the owner. 
The use of these instruments on work other than this contract without permission of  the owner 
is prohibited. All copies of drawings and specifications other than contract copies shall be 
returned to the owner upon request after completion of the work. 

ARTICLE 8 - MATERIALS, EQUIPMENT, EMPLOYEES 
 

a. The contractor shall, unless otherwise specified, supply and pay for all labor, 
transportation, materials, tools, apparatus, lights, power, heat, sanitary facilities, water, 
scaffolding and incidentals necessary for the completion of his work, and shall install, 
maintain and remove all equipment of the construction, other utensils or things, and be 
responsible for the safe, proper and lawful construction, maintenance and use of same,  and 
shall construct in the best and most workmanlike manner, a complete job and everything 
incidental thereto, as shown on the plans, stated in the specifications, or reasonably implied 
therefrom, all in accordance with the contract documents. 

 
b. All materials shall be new and of quality specified, except where reclaimed material is 

authorized herein and approved for use. Workmanship shall at all times be of a grade 
accepted as the best practice of the particular trade involved, and as stipulated in written 
standards of recognized organizations or institutes of the respective trades except as 
exceeded or qualified by the specifications. 

c. Upon notice, the contractor shall furnish evidence as to quality of materials. 

d. Products are generally specified by ASTM or other reference standard and/or by 
manufacturer's name and model number or trade name. When specified only by reference 
standard, the Contractor may select any product meeting this standard, by any 
manufacturer. When several products or manufacturers are specified as being equally 
acceptable, the Contractor has the option of using any product and manufacturer 
combination listed. However, the contractor shall be aware that the cited examples are used 
only to denote the quality standard of product desired and that they do not restrict bidders 
to a specific brand, make, manufacturer or specific name; that they are used only to set forth 
and convey to bidders the general style, type, character and quality of product desired; and 
that equivalent products will be acceptable. Request for substitution of materials, items,  or 
equipment shall be submitted to the designer for approval or disapproval; such approval or 
disapproval shall be made by the designer prior to the opening of bids. Alternate materials 
may be requested after the award if it can clearly be demonstrated that it is an added benefit 
to the owner and the designer and owner approves. 

 
e. The designer is the judge of equality for proposed substitution of products, materials or 

equipment. 



  

g.   If at any time during the construction and completion of the work covered  by these contract 
documents, the language, conduct, or attire of any workman of the various crafts be 
adjudged a nuisance to the owner or designer, or if any workman be considered detrimental 
to the work, the contractor shall order such parties removed immediately from grounds. 

ARTICLE 9 - ROYALTIES, LICENSES AND PATENTS 

It is the intention of the contract documents that the work covered herein will not constitute 
in any way infringement of any patent whatsoever unless the fact of such  patent is clearly 
evidenced herein. The contractor shall protect and save harmless the owner against suit on 
account of alleged or actual infringement. The contractor shall pay all royalties and/or 
license fees required on account of patented articles or processes, whether the patent rights 
are evidenced hereinafter. 

ARTICLE 10 - PERMITS, INSPECTIONS, FEES, REGULATIONS 

a. The contractor shall give all notices and comply with all laws, ordinances, codes, rules and 
regulations bearing on the conduct of the work under this contract. If the contractor 
observes that the drawings and specifications are at variance therewith, he shall promptly 
notify the designer in writing. See Instructions to Bidders, Paragraph 3, Bulletins and 
Addenda. Any necessary changes required after contract award shall be made by change 
order in accordance with Article 19. If the contractor performs any work knowing it  to  be 
contrary to such laws, ordinances, codes, rules and regulations, and without such notice to 
the designer, he shall bear all cost arising therefrom. Additional requirements implemented 
after bidding will be subject to equitable negotiations. 

 
b. All work under this contract shall conform to the North Carolina State Building Code and 

other State, local and national codes as are applicable. The cost of all required inspections 
and permits shall be the responsibility of the contractor and included  within the bid proposal. 
All water taps, meter barrels, vaults and impact fees shall be paid by the contractor unless 
otherwise noted. 

ARTICLE 11 - PROTECTION OF WORK, PROPERTY AND THE PUBLIC 

a. The contractor(s), if more than one, shall be jointly and severally responsible for the entire 
site and the building or construction of the same and provide all the necessary protections, 
as required by the owner or designer, and by laws or ordinances governing such conditions. 
They shall be responsible for any damage to the owner's property, or of that of others on 
the job, by them, their personnel, or their subcontractors, and shall rectify, correct, and make 
good such damages. They shall be responsible for and pay for any damages caused to the 
owner or any third party. All contractors shall have access to the project at all times.   

 
b. The contractor shall provide cover and protect all portions of the structure when the  work 

is not in progress, provide and set all temporary roofs, covers for doorways, sash and 
windows, and all other materials necessary to protect all the work on the building, whether 
set by him, or any of the subcontractors. Any work damaged through the lack of proper 
protection or from any other cause, shall be repaired or replaced without extra cost to the 
owner. 

 
c. No fires of any kind will be allowed inside or around the operations during the course of 

construction without special permission from the designer and owner. 
 

d. The contractor shall protect all trees and shrubs designated to remain in the vicinity of the 
operations by building substantial boxes around same. He shall barricade all walks, roads, 
etc., as directed by the designer to keep the public away from the construction. All trenches, 
excavations or other hazards in the vicinity of the work shall be well barricaded and 
properly lighted at night. 



  

 
e. The contractor shall provide all necessary safety measures for the protection of all persons 

on the job, including the requirements of the A.G.C. Accident  Prevention Manual in 
Construction, as amended, and shall fully comply with all state laws or regulations and 
North Carolina State Building Code requirements to prevent accident or injury to persons 
on or about the location of the work. He shall clearly mark or post  signs warning of hazards 
existing, and shall barricade excavations, elevator shafts, stairwells and similar hazards. He 
shall protect against damage or injury resulting from falling materials and he shall maintain 
all protective devices and signs throughout the progress of the work. 

 
f. The contractor shall adhere to the rules, regulations and interpretations of the North 

Carolina Department of Labor relating to Occupational Safety and Health Standards for 
the Construction Industry (Title 29, Code of Federal Regulations, Part 1926, published in 
Volume 39, Number 122, Part II, June 24, 1974, Federal Register), and revisions thereto 
as adopted by General Statutes of North Carolina 95-126 through 155. 

 
g. The contractor shall designate a responsible person of his organization as safety 

officer/inspector to inspect the project site for unsafe health and safety hazards, to report 
these hazards to the contractor for correction, and whose duties also include accident 
prevention on the project, and to provide other safety and health measures on the project 
site as required by the terms and conditions of the contract. The name of the safety 
inspector shall be made known to the designer and owner at the time  of the preconstruction 
conference and in all cases prior to any work starting on the project. 

 
h. In the event of emergency affecting the safety of life, the protection of work, or the safety 

of adjoining properties, the contractor is hereby authorized to act at his own discretion, 
without further authorization from anyone, to prevent such threatened injury or damage. 

Any compensation claimed by the contractor on account of such action shall be 
determined as provided for under Article 19(b). 

 
i. Any and all costs associated with correcting damage caused to adjacent properties of the 

construction site or staging area shall be borne by the contractor. These costs shall include 
but not be limited to flooding, mud, sand, stone, debris, and discharging of waste products. 

 

ARTICLE 12 - SEDIMENTATION POLLUTION CONTROL ACT OF 1973 

a. Any land-disturbing activity performed by the contractor(s) in connection with the project 
shall comply with all erosion control measures set forth in the contract documents and any 
additional measures which may be required in order to ensure that the project is in full 
compliance with the Sedimentation Pollution Control Act of 1973, as implemented by Title 
15, North Carolina Administrative  Code, Chapter 4, Sedimentation Control, Subchapters 
4A, 4B and 4C, as amended (15 N.C.A.C. 4A, 4B and 4C). 

 
b. Upon receipt of notice that a land-disturbing activity is in violation of said act, the 

contractor(s) shall be responsible for ensuring that all steps or actions necessary to bring 
the project in compliance with said act are promptly taken. 

 
c. The contractor(s) shall be responsible for defending any legal actions instituted pursuant to 

N.C.G.S. 113A-64 against any party or persons described in this article. 
 

d. To the fullest extent permitted by law, the contractor(s) shall indemnify and hold harmless 
the owner, the designer and the agents, consultants and employees of the owner and 
designer, from and against all claims, damages, civil penalties, losses and expenses, 
including, but not limited to, attorneys' fees, arising out of or resulting from the performance 
of work or failure of performance of work, provided that any such claim, damage, civil 
penalty, loss or expense is attributable to a violation of the Sedimentation Pollution Control 



  

Act. Such obligation shall not be construed to negate, abridge or otherwise reduced any 
other right or obligation of indemnity which would otherwise exist as to any party or 
persons described in this article. 

ARTICLE 13 - INSPECTION OF THE WORK 

a. It is a condition of this contract that the work shall be subject to inspection during normal 
working hours and during any time work is in preparation and progress by the designer, 
designated official representatives of the owner, State Construction Office and those 
persons required by state law to test special work for official approval. The contractor shall 
therefore provide safe access to the work at all times for such inspections. 

 
b. All instructions to the contractor will be typically made by or through the designer or his 

designated project representative. Observations made by official representatives of the 
owner shall be conveyed to the designer for review and coordination prior to issuance to 
the contractor.  In the event a project is does not involve a designer, owner shall make any 
and all inspections by and through the Public Works Department. 

 
c. All work shall be inspected by designer, special inspector and/or Public Works Department 

prior to being covered by the contractor. Contractor shall give a minimum two weeks notice 
unless otherwise agreed to by all parties. If inspection fails, after the first reinspection all 
costs associated with additional re-inspections shall be borne by the contractor. 

 
d.  Where special inspection or testing is required by virtue of any state laws, instructions of 

the designer, specifications or codes, the contractor shall give adequate notice to the 
designer of the time set for such inspection or test, if the inspection or test will be conducted 
by a party other than the designer. Such special tests or inspections will be made in the 
presence of the designer, or his authorized representative, and it shall be the contractor's 
responsibility to serve ample notice of such tests. 

 
e. All laboratory tests shall be paid by the owner unless provided otherwise in the contract 

documents except the general contractor shall pay for laboratory tests to establish design 
mix for concrete, and for additional tests to prove compliance with contract documents 
where materials have tested deficient except when the testing laboratory did not follow the 
appropriate ASTM testing procedures. 

 
f. Should any work be covered up or concealed prior to inspection and approval by the 

designer, special inspector, and/or State Construction Office such work shall be uncovered 
or exposed for inspection, if so requested by the designer in writing.  Inspection of the work 
will be made upon notice from the contractor.  All cost involved in uncovering, repairing, 
replacing, recovering and restoring to design condition, the  work that has been covered or 
concealed will be paid by the contractor involved. 

 
ARTICLE 14 - CONSTRUCTION SUPERVISION AND SCHEDULE 

a. Throughout the progress of the work, each contractor shall keep at the job site, a competent 
superintendent and supervisory staff satisfactory to the designer and the owner, unless such 
requirement is waived, in writing, by owner. The superintendent and supervisory staff shall 
not be changed without the consent of the designer and owner unless said superintendent 
ceases to be employed by the contractor or ceases to be competent as determined by the 
contractor, designer or owner. The superintendent and other staff designated by the 
contractor in writing shall have authority to act on behalf of the contractor, and instructions, 
directions or notices given to him shall be as binding as if given to the contractor. However, 
directions, instructions, and notices shall be confirmed in writing. 

 
b. The contractor shall examine and study the drawings and specifications and fully understand 



  

the project design, and shall provide constant and efficient supervision to the work. Should 
he discover any discrepancies of any sort in the drawings or specifications, he shall report 
them to the designer without delay.  

 
c. All contractors, if more than one, shall be required to cooperate and consult with each other 

during the construction of this project. Prior to installation of work, all contractors shall 
jointly prepare coordination drawings, showing locations of various ductworks, piping, 
motors, pumps, and other mechanical or electrical equipment, in relation to the structure, 
walls and ceilings. These drawings shall be submitted to the designer through the Project 
Expediter for information only. Each contractor shall lay out and execute his work to cause 
the least delay to other contractors. Each contractor shall be financially responsible for any 
damage to other contractor's work and for undue delay caused to other contractors on the 
project. 

 
d. The contractor is required to attend job site progress conferences as called by the designer. 

The contractor shall be represented at these job progress conferences by both home office 
and project personnel. These representatives shall have authority to act on behalf of the 
contractor. These meetings shall be open to subcontractors, material suppliers and any others 
who can contribute toward maintaining required job progress. It shall be the principal purpose of 
these meetings, or conferences, to effect coordination, cooperation and assistance in every practical 
way toward the end of maintaining progress of the project on schedule and to complete the project 
within the specified contract time. Each contractor shall be prepared to assess progress of the work 
as required in his particular contract and to recommend remedial measures for correction of 
progress as may be appropriate. The designer or his authorized representative shall be the 
coordinator of the conferences and shall preside as chairman. The contractor shall turn over a copy 
of his daily reports to the Designer and Owner at the job site progress conference. Owner will 
determine daily report format. 

 
e. The contractor(s) shall, employ an engineer or a land surveyor licensed in the State of  North Carolina 

to lay out the work and to establish a bench mark in a location where  same will not be disturbed 
and where direct instruments sights may be taken. 

 
f. The designer shall designate a Project Expediter on projects involving two or more prime 

contracts. The Project Expediter shall be designated in the Supplementary General 
Conditions. The Project Expediter shall have at a minimum the following responsibilities: 

 

1. Prepare the project construction schedule and shall allow all prime contractors 
(multi-prime contract) and subcontractors (single-prime contract) performing 
general, plumbing, HVAC, and electrical work equal input into the preparation of the 
initial construction schedule. 

 
2. Maintain a project progress schedule for all contractors. 

 
3. Give adequate notice to all contractors to ensure efficient continuity of all phases of 

the work. 
 

4. Notify the designer of any changes in the project schedule. 
 

5. Recommend to the owner whether payment to a contractor shall be approved. 

 
g. It shall be the responsibility of the Project Expediter to cooperate with and obtain from several 

prime contractors and subcontractors on the job, their respective work activities and integrate 
these activities into a project construction schedule in form of a detailed bar chart or Critical 
Path Method (CPM), schedule. Each prime contractor shall provide work activities within 
fourteen (14) days of request by the Project Expediter. A “work activity”, for scheduling 



  

purposes, shall be any component or contractual requirement of the project requiring at least 
one (1) day, but not more than fourteen (14) days, to complete or fulfill. The project 
construction schedule shall graphically show all salient features of the work required to 
construct the project from start to finish and within the allotted time established in the contract. 
The time (in days)  between the contractor’s early completion and contractual completion dates 
is part of the project total float time; and shall be used as such, unless amended by a change 
order. On a multi-prime project, each prime contractor shall review the proposed construction 
schedule and approve same in writing. The Project Expediter shall submit the proposed 
construction schedule to the designer for comments. The complete Project construction 
schedule shall be of the type set forth in the Supplementary General Condition or subparagraph 
(1) or (2) below, as appropriate: 

1. For a project with total contracts of $500,000 or less, a bar chart schedule will satisfy 
the above requirement. The schedule shall indicate the estimated starting and 
completion dates for each major element of the work. 

 
2. For a project with total contracts over $500,000, a Critical Path Method (CPM) 

schedule shall be utilized to control the planning and scheduling of the Work. The CPM 
schedule shall be the responsibility of the Project Expediter and shall be paid for by the 
Project Expediter. 

 
Bar Chart Schedule: Where a bar chart schedule is required, it shall be time-scaled in 
weekly increments, shall indicate the estimated starting and completion dates for each 
major element of the work by trade and by area, level, or zone, and shall schedule dates for 
all salient features, including but not limited to the placing of orders for materials, submission 
of shop drawings and other Submittals for approval, approval of shop drawings by 
designers, the manufacture and delivery of material, the testing and the installation of 
materials, supplies and equipment, and all Work activities to be performed by the 
Contractor. The Contractor shall allow sufficient time in his schedule for all commissioning, 
required inspections and completion of final punch list(s). Each Work activity will be 
assigned a time estimate by the Contractor. One day shall be the smallest time unit used. 

 
CPM Schedule: Where a CPM schedule is required, it shall be in  time-scaled precedence 
format using the Project Expediter’s logic and time estimates. The CPM schedule shall be 
drawn or plotted with activities grouped or zoned by Work area or subcontract as opposed 
to a random (or scattered) format. The CPM schedule shall be time-scaled on a weekly basis 
and shall be drawn or plotted at a level of detail and logic, which will schedule all salient 
features of the work to be performed by the Contractor. The Contractor shall allow 
sufficient time in his schedule for all commissioning, required inspections and completion 
of final punch list(s). Each Work activity will be assigned a time estimate by the Contractor. 
One day shall be the smallest time unit used. 

 
The CPM schedule will identify and describe each activity, state the duration of each 
activity, the calendar dates for the early and late start and the early and late finish of each 
activity, and clearly highlight all activities on the critical path. "Total float" and "free float" 
shall be indicated for all activities. Float time shall not be considered for the exclusive use 
or benefit of either the Owner or the Contractor, but must be allocated in the best interest 
of completing the Work within the Contract time. Extensions to the Contract time, when 
granted by Change Order, will be granted only when equitable time adjustment exceeds the 
Total Float in the activity or path of activities affected by the change. On contracts with a 



  

price over $2,500,000, the CPM schedule shall also show what part of the Contract Price 
is attributable to each activity on the schedule, the sum of which for all activities shall equal 
the total Contract Price. 

 
Early Completion of Project: The Contractor may attempt to complete the project prior 
to the Contract Completion Date. However, such planned early completion shall be for the 
Contractor's convenience only and shall not create any additional rights of the Contractor 
or obligations of the Owner under this Contract, nor shall it change the Time for Completion 
or the Contract Completion Date.  The Contractor shall not be required to pay liquidated 
damages to the Owner because of its failure to complete by its planned earlier date. 
Likewise, the Owner shall not pay the Contractor any additional compensation for early 
completion nor will the Owner owe the Contractor any compensation should the Owner, 
its officers, employees, or agents cause the Contractor not to complete earlier than the date 
required by the Contract Documents. 

 
h. The proposed project construction schedule shall be presented to the designer no later than 

fifteen (15) days after written notice to proceed. No application for payment will be processed 
until this schedule is accepted by the designer and owner. 

 
i. The approved project construction schedule shall be distributed to all contractors and displayed 

at the job site by the Project Expediter. 
 

j. The several contractors shall be responsible for their work activities and shall notify the Project 
Expediter of any necessary changes or adjustments to their work. The Project Expediter shall 
maintain the project construction schedule, making biweekly adjustments, updates, corrections, 
etc., that are necessary to finish the project within the Contract time, keeping all contractors 
and the designer fully informed. Copy of a bar chart schedule annotated to show the current 
progress shall be submitted by the Contractor(s) to the designer, along with monthly request 
for payment. For project requiring CPM schedule, the Contractor shall submit a biweekly report 
of the status of all activities. The bar chart schedule or status report shall show the actual Work 
completed to date in comparison with the original Work scheduled for all activities. If any 
activities of the work of several contractors are behind schedule, the contractor must indicate in 
writing, what measures will be taken to bring each such activity back on schedule and to ensure 
that the Contract Completion Date is not exceeded. A plan of action and recovery schedule 
shall be developed and submitted to the designer by the Project Expediter, when: 

 
(1) the contractor’s report indicates delays, that are in the opinion of the designer or the 
owner, of sufficient magnitude that the contractor’s ability to complete the work by the 
scheduled completion is brought into question; (2) the updated construction schedule is 
thirty (30) days behind the planned  or baseline schedule and no legitimate  time extensions, 
as determined by the Designer, are in process; and (3) the contractor desires  to make 
changes in the logic (sequencing of work) or the planned duration of future activities of the 
CPM schedule which, in the opinion of the designer  or the owner, are of  a major nature. 
The plan of action, when required shall be submitted to the Owner for review within two 
(2) business days of the Contractor receiving the Owner's written demand. The recovery 
schedule, when required, shall be submitted to the Owner within five (5) calendar days of 
the Contractor's receiving the Owner's written demand.  Failure to provide an updated 
construction schedule or a recovery schedule may be grounds for rejection of payment 
applications or withholding of funds as set forth in Article 33. 

 
k. The Project Expediter shall notify each contractor of such events or periods that are critical to 



  

the progress of the job. Such notice shall be timely and reasonable. Should the progress be 
delayed due to the work of any of the several contractors, it shall be the duty of the Project 
Expediter to immediately notify the contractor(s) responsible for such delay, the designer, the 
State Construction Office and other prime contractors. The designer shall determine the 
contractor(s) who caused the delays and notify the bonding company of the responsible 
contractor(s) of the delays; and shall make a recommendation to the owner regarding further 
action. 

 
l. Designation as Project Expediter entails an additional project control responsibility and does 

not alter in any way the responsibility of the contractor so designated, nor the responsibility of 
the other contractors involved in the project. The project expeditor’s Superintendent(s) shall be in 
attendance at the Project site at all times when work is in progress unless conditions are beyond the 
control of the Contractor or until termination of the Contract in accordance with the Contract 
Documents. It is understood that such Superintendent shall be acceptable to the Owner and Designer 
and shall be the one who will be continued in that capacity for the duration of the project unless he 
ceases to be on the Contractor’s payroll or the Owner otherwise agrees. The Superintendent shall not 
be employed on any other project for or by the Contractor or by any other entity during the course of 
the Work. If the Superintendent is employed by the Contractor on another project without the Owner’s 
approval, then the Owner may deduct from the Contractor’s monthly general condition costs and 
amount representing the Superintendent’s cost and shall deduct that amount for each month thereafter 
until the Contractor has the Superintendent back on the Owner’s Project full-time. 

 

ARTICLE 15 - SEPARATE CONTRACTS AND CONTRACTOR RELATIONSHIPS 

a. Effective from January 1, 2002, Chapter 143, Article 8, was amended, to allow public 
contracts to be delivered by the following delivery methods: single-prime, dual (single- 
prime and separate-prime), construction manager at risk, and alternative contracting 
method as approved by the State Building Commission. The owner reserves the right to 
prepare separate specifications, receive separate bids, and award separate contracts for such 
other major items of work as may be in the best interest of the Town. For the purposes of a 
single prime contract, refer to Article 1 – Definitions. 

 
b. All contractors shall cooperate with each other in the execution of their work, and shall plan 

their work in such manner as to avoid conflicting schedules or delay of the work.  See Article 
14, Construction Supervision. 

 
c. If any part of contractor's work depends upon the work of another contractor, defects which 

may affect that work shall be reported to the designer in order that prompt inspection may 
be made and the defects corrected. Commencement of work by a contractor where such 
condition exists will constitute acceptance of the other contractor's work as being 
satisfactory in all respects to receive the work commenced, except as to defects which may 
later develop. The designer shall be the judge as to the quality of  work and shall settle all 
disputes on the matter between contractors. 

 
d. Any mechanical or electrical work such as sleeves, inserts, chases, openings, penetrations, 

etc., which is located in the work of the general contractor shall be built in by the general 
contractor. The respective mechanical and electrical contractors shall set all sleeves, inserts 
and other devices that are to be incorporated into the structure in cooperation and under the 
supervision of the general contractor. The responsibility for the exact location of such items 
shall be that of the mechanical and/or electrical contractor. 

 
e. The designer and the owner shall have access to the work whenever it is in preparation and 

progress and during normal working hours. The contractor shall provide facilities for such 
access so the designer may perform his functions under the contract documents. 

 
f. Should a contractor cause damage to the work or property of another contractor, he shall 

be directly responsible, and upon notice, shall promptly settle the claim or otherwise resolve 



  

the dispute. 

ARTICLE 16 - SUBCONTRACTS AND SUBCONTRACTORS 

Within thirty (30) days after award of the contract, the contractor shall submit to the designer, 
owner, and to the Public Works Department a list giving the names and addresses of subcontractors 
and equipment and material suppliers he proposes to use, together with the scope of their respective 
parts of the work.  Should any subcontractor be disapproved by the designer or owner, the 
contractor shall submit a substitute for approval. The designer and owner shall act promptly in the 
approval of subcontractors, and when approval of the list is given, no changes of subcontractors will 
be permitted except for cause or reason considered justifiable by the designer or owner. 

 
a. The designer will furnish to any subcontractor, upon request, evidence regarding amounts 

of money paid to the contractor on account of the subcontractor's work. 
 

b. The contractor is and remains fully responsible for his own acts or omissions as well as those 
of any subcontractor or of any employee of either. The contractor agrees that no contractual 
relationship exists between the subcontractor and the owner in regard to the contract, and 
that the subcontractor acts on this work as an agent or employee of the contractor. 

 
c. The owner reserves the right to limit the amount of portions of work to be subcontracted 

as hereinafter specified. 
 
d. Notwithstanding any contrary provision herein contained, owner reserves the right to 

disqualify any subcontractor at any time.   

 
ARTICLE 17 - CONTRACTOR AND SUBCONTRACTOR RELATIONSHIPS 

The contractor agrees that the terms of these contract documents shall apply equally to each 
subcontractor as to the contractor, and the contractor agrees to take such action as may be 
necessary to bind each subcontractor to these terms. The contractor further agrees to conform 
to the Code of Ethical Conduct as adopted by the Associated General Contractors of America, 
Inc., with respect to contractor-subcontractor relationships, and that payments to subcontractors 
shall be made in accordance with the provisions of G.S. 143-134.1 titled Interest on final 
payments due to prime contractors: payments to subcontractors. 

 
a. On all public construction contracts which are let by a board or governing body of the state 

government or any political subdivision  thereof, except contracts let by the Department of 
Transportation pursuant to G.S. 136-28.1, the balance due prime contractors shall be paid 
in full within 45 days after respective prime contracts of the project have been accepted by 
the owner, certified by the architect, engineer or designer to be completed in accordance 
with terms of the plans and specifications, or occupied by the owner and used for the 
purpose for which the project was constructed, whichever occurs first. Provided, however, 
that whenever the architect or consulting engineer in charge of the project determines that 
delay in completion of the project in accordance with terms of the plans and specifications 
is the fault of the contractor, the project may be occupied and used for the purposes for 
which it was constructed without payment of any interest on amounts withheld past the 45 
day limit. No payment shall be delayed because of the failure of another prime contractor 
on such project to complete his contract.  Should final payment to any prime contractor 
beyond the date such contracts have been certified to be completed by the designer or 
architect, accepted by the owner, or occupied by the owner and used for the purposes for 
which the project was constructed, be delayed by more than 45 days, said prime contractor 
shall be paid interest, beginning on the 46th day, at the rate of one percent (1%) per month 
or fraction thereof unless a lower rate is agreed upon on such unpaid balance as may be due. In 
addition to the above final  payment provisions, periodic payments due a prime  contractor during 
construction shall be paid in accordance with the payment provisions of the contract documents or 



  

said prime contractor shall be paid interest on any such unpaid amount at the rate stipulated above 
for delayed final payments. Such interest shall begin on the date the payment is  due and continue 
until the date on which payment is made. Such due date may be established by the terms of the 
contract. Funds for payment of such interest on state-owned projects shall be obtained from the 
current budget of the owning department, institution or agency. Where a conditional acceptance of 
a contract exists, and where the owner is retaining a reasonable sum pending correction of such 
conditions, interest on such reasonable sum shall not apply. 

 
b. Within seven days of receipt by the prime contractor of each periodic or final payment, the 

prime contractor shall pay the subcontractor based on work completed or service provided 
under the subcontract. Should any periodic or final payment to the subcontractor be 
delayed by more than seven days after receipt of periodic or final payment by the prime 
contractor, the prime contractor shall pay the subcontractor interest, beginning on the eighth 
day, at the rate of one percent (1%) per month or fraction thereof on such unpaid balance 
as may be due. 

 
c. The percentage of retainage on payments made by the prime contractor to the subcontractor 

shall not exceed the percentage of retainage on payments made by the owner to the prime 
contractor. Any percentage of retainage on payments made by the prime contractor to the 
subcontractor that exceeds the percentage of retainage on payments made by the owner to 
the prime contractor shall be subject to interest to be  paid by the prime contractor to the 
subcontractor at the rate of one percent (1%) per month or fraction thereof. 

 
d. Nothing in this section shall prevent the prime contractor at the time of application and 

certification to the owner from withholding application and certification to the owner for 
payment to the subcontractor for unsatisfactory job progress; defective construction not 
remedied; disputed work; third-party claims filed or reasonable evidence that claim will be 
filed; failure of subcontractor to make timely payments for labor, equipment and materials; 
damage to prime contractor or another subcontractor; reasonable evidence that subcontract 
cannot be completed for the unpaid balance of the subcontract sum; or a reasonable amount 
for retainage not to exceed the initial percentage retained by owner. 

ARTICLE 18 - DESIGNER'S STATUS 
 

a. The designer shall provide general administration of the performance of construction 
contracts, including liaison and necessary inspection of the work to ensure compliance with 
plans and specifications. He is the agent of the owner only for the purpose of constructing 
this work and to the extent stipulated in the contract documents. He has authority to direct 
work to be performed, to stop work, to order work removed, or to order corrections of 
faulty work, where any such action by the designer may be necessary to assure successful 
completion of the work. 

 
b. The designer is the impartial interpreter of the contract documents, and, as such, he shall 

exercise his powers under the contract to enforce faithful performance by both the owner 
and the contractor, taking sides with neither. 

 
c. Should the designer cease to be employed on the work for any reason whatsoever, then the 

owner shall employ a competent replacement who shall assume the status of the former 
designer. 

 
d. The designer and his consultants will make inspections of the project. He will inspect the 

progress, the quality and the quantity of the work. 
 

e. The designer and the owner shall have access to the work whenever it is in preparation and 
progress during normal working hours. The contractor shall provide facilities for such 
access so the designer and owner may perform their functions under the contract 
documents. 



  

 
f. Based on the designer's inspections and evaluations of the project, the designer shall issue 

interpretations, directives and decisions as may be necessary to administer the project.  His 
decisions relating to artistic effect and technical matters shall be final, provided such 
decisions are within the limitations of the contract. 

ARTICLE 19 - CHANGES IN THE WORK 

a. The owner may have changes made in the work covered by the contract. These changes 
will not invalidate and will not relieve or release the contractor from any guarantee given 
by him pertinent to the contract provisions. These changes will not affect the validity of the 
guarantee bond and will not relieve the surety or sureties of said bond. All extra work shall 
be executed under conditions of the original contract. 

 
b. Except in an emergency endangering life or property, no change shall be made by the 

contractor except upon receipt of approved change order or written field order from the 
designer, countersigned by the owner and the state construction office authorizing such 
change. No claim for adjustments of the contract price shall be valid unless this  procedure 
is followed. 

 
A field order, transmitted by fax, electronically, or hand delivered, may be used where the 
change involved impacts the critical path of the work. A formal change order shall be issued 
as expeditiously as possible. 

 
In the event of emergency endangering life or property, the contractor may be directed to 
proceed on a time and material basis whereupon the contractor shall proceed and keep 
accurately on such form as specified by the designer or owner, a correct account of costs 
together with all proper invoices, payrolls and supporting data. Upon completion of the 
work the change order will be prepared as outlined under either Method "c(1)"  or Method 
"c(2)" or both. 

 
c. In determining the values of changes, either additive or deductive, contractors are restricted 

to the use of the following methods: 
 

1. Where the extra work involved is covered by unit prices quoted in the proposal, or 
subsequently agreed to by the Contractor, Designer, Owner and State Construction 
Office the value of the change shall be computed by application of unit prices based on 
quantities, estimated or actual as agreed of the items involved, except is such cases 
where a quantity exceeds the estimated quantity allowance in the contract by one 
hundred percent (100%) or more. In such cases, either party may elect to proceed 
under subparagraph c2 herein. If neither party elects to proceed under c2, then unit 
prices shall apply. 

 
2. The contracting parties shall negotiate and agree upon the equitable value of the 

change prior to issuance of the change order, and the change order shall stipulate the 
corresponding lump sum adjustment to the contract price. 



  

d. Under Paragraph “b” and Methods "c(2)" above, the allowances for overhead and profit 
combined shall be as follows: all contractors (the single contracting entity (prime), his 
subcontractors(1st tier subs), or their sub-subcontractors (2nd tier subs, 3rd tier subs, etc.) 
shall be allowed a maximum of 10% on work they each self-perform; the  prime  contractor 
shall be allowed a maximum of 5% on contracted work of his 1st tier sub; 1st tier, 2nd tier, 
3rd tier, etc. contractors shall be allowed a maximum of 2.5% on the contracted work of 
their subs. ; Under Method "c(1)", no additional allowances shall be made for overhead and 
profit. In the case of deductible change orders, under Method "c(2)" and Paragraph (b) 
above, the contractor shall include no less than five percent  (5%) profit, but no allowances 
for overhead. 

 
e. The term "net cost" as used herein shall mean the difference between all proper cost 

additions and deductions. The "cost" as used herein shall be limited to the following: 
 

1. The actual costs of materials and supplies incorporated or consumed as part of the 
work; 

 
2. The actual costs of labor expended on the project site; labor expended in coordination, 

change order negotiation, record document maintenance, shop drawing revision or 
other tasks necessary to the administration of the project are considered overhead 
whether they take place in an office or on the project site. 

 
3. The actual costs of labor burden, limited to the costs of social security (FICA) and 

Medicare/Medicaid taxes; unemployment insurance costs; health/dental/vision insurance 
premiums; paid employee leave for holidays, vacation, sick leave, and/or petty leave, not 
to exceed a total of 30 days per year; retirement contributions; worker’s compensation 
insurance premiums; and the costs of general liability insurance when premiums are 
computed based on payroll amounts; the total of which shall not exceed thirty percent 
(30%) of the actual costs of labor; 

 
4. The actual costs of rental for tools, excluding hand tools; equipment; machinery; and 

temporary facilities required for the work; 
 

5. The actual costs of premiums for bonds, insurance, permit fees, and sales or use taxes 
related to the work. 

 
Overtime and extra pay for holidays and weekends may be a cost item only to the extent 
approved by the owner. 

 
f. Should concealed conditions be encountered in the performance of the work below grade, 

or should concealed or unknown conditions in an existing structure be at variance with  the 
conditions indicated by the contract documents, the contract sum and time for completion 
may be equitably adjusted by change order upon claim by either party made within thirty 
(30) days after the condition has been identified. The cost of such change shall be arrived 
at by one of the foregoing methods. All change orders shall be supported by a unit cost 
breakdown showing method of arriving at net cost as defined above. 

 
g. In all change orders, the procedure will be for the designer to request proposals for the 

change order work in writing. The contractor will provide such proposal and supporting 
data in suitable format. The designer shall verify correctness. Delay in the processing of the 
change order due to lack of proper submittal by the contractor of all required supporting 
data shall not constitute grounds for a time extension or basis of a claim. Within fourteen 
(14) days after receipt of the contractor’s accepted proposal including all supporting 
documentation required by the designer, the designer shall prepare the change order and 
forward to the contractor for his signature or otherwise respond, in writing, to 



  

the contractor’s proposal. Within seven (7) days after receipt of the change order executed 
by the contractor, the designer shall, certify the change order by his signature, and forward 
the change order and all supporting data to the owner for the owner's signature. The owner 
shall execute the change order and forward to the State Construction Office for final 
approval, within seven (7) days of receipt. The State Construction Office shall act on the 
change order within seven (7) days. In case of emergency or extenuating circumstances, 
approval of changes may be obtained verbally by telephone or field orders approved by all 
parties, then shall be substantiated in writing as outlined under normal procedure. 

 
h. At the time of signing a change order, the contractor shall be required to certify as follows: 

 
"I certify that my bonding company will be notified forthwith that my contract has been 
changed by the amount of this change order, and that a copy of the approved change order 
will be mailed upon receipt by me to my surety." 

 
i. A change order, when issued, shall be full compensation, or credit, for the work included, 

omitted or substituted. It shall show on its face the adjustment in time for completion of the 
project as a result of the change in the work. 

 
j. If, during the progress of the work, the owner requests a change order and the contractor's 

terms are unacceptable, the owner may require the contractor to perform such work on a 
time and material basis whereupon the contractor shall proceed and keep accurately on such 
form as specified by the Designer or owner, a correct account of cost together with all 
proper invoices, payrolls and supporting data. Upon completion of the work a change order 
will be prepared with allowances for overhead and profit per paragraph d. above and “net 
cost” and “cost” per paragraph e. above. Without prejudice, nothing in this paragraph shall 
preclude the owner from performing or to have performed that portion of the work 
requested in the change order. 

 

ARTICLE 20 - CLAIMS FOR EXTRA COST 

a. Should the contractor consider that as a result of instructions given by the designer, he is 
entitled to extra cost above that stated in the contract, he shall give written notice thereof 
to the designer within seven (7) days without delay. The written notice shall clearly state 
that a claim for extra cost is being made and shall provide a detailed justification for the 
extra cost. The contractor shall not proceed with the work affected until further advised, 
except in emergency involving the safety of life or property, which condition is covered in 
Article 19(b) and Article 11(h). No claims for extra compensation shall be considered unless 
the claim is so made. The designer shall render a written decision within seven (7) days of 
receipt of claim. 

 
b. The contractor shall not act on instructions received by him from persons other than the 

designer, and any claims for extra compensation or extension of time on account of such 
instruction will not be honored. The designer shall not be responsible for misunderstandings 
claimed by the contractor of verbal instructions which have not been confirmed in writing, 
and in no case shall instructions be interpreted as permitting a departure from the contract 
documents unless such instruction is confirmed in writing and supported by a properly 
authorized change order. 

 
c. Should a claim for extra compensation that complies with the requirements of (a) above by 

the contractor and is denied by the designer or owner the contractor may request a mediation 
as provided in GS 143-128(f1) in the dispute resolution rules adopted by the State Building 
Commission (1 N.C.A.C. 30H .0101 through .1001). If the contractor is unable to resolve its claim 
as a result of mediation, the contractor may pursue the claim in accordance with the provisions of 
G.S. 143-135.3 and the following: 

 



  

1. A contractor who has not completed a contract with a board for construction or repair 
work and who has not received the amount he claims is due under the contract may 
submit a verified written claim to the Benson Town Attorney for the amount the 
contractor claims is  due. The Town Attorney may deny, allow or compromise the claim, 
in whole or in part. A claim under this subsection is not a contested case under Chapter 
150B of the General Statutes. 

 
2. (a) A contractor who has completed a contract with a board for construction or repair 

work and who has not received the amount he claims is due under the contract 
may submit a verified written claim to the Office of the Town Attorney for the 
amount the contractor claims is due. The claim shall be submitted within  sixty (60) 
days after the contractor receives a final statement of the Owner’s disposition of 
his claim and shall state the factual basis for the claim. 

 
(b) The Town Attorney shall investigate a submitted claim within ninety (90) days of 

receiving the claim, or within any longer time  period  upon which the director and 
the contractor agree. The contractor may meet with the Attorney, either in person 
or through counsel, to present facts and arguments in support of his claim. The 
Town Attorney may allow, deny or compromise the claim, in whole or in part. The 
Town Attorney shall give the contractor a written statement of the Town 
Attorney’s decision on the contractor's claim. 

 
(c) A contractor who is dissatisfied with the Town Attorney’s decision on a claim 

submitted under this subsection may commence a contested case on the claim 
under Chapter 150B of the General Statutes. The contested case shall be 
commenced within sixty (60) days of receiving the Town Attorney’s written 
statement of the decision. 

 
(d) As to any portion of a claim that is denied by the Town Attorney, the contractor 

may, in lieu of the procedures set forth in the preceding subsection of this section, 
within six (6) months of receipt of the Town Attorney’s final decision, institute a 
civil action for the sum he claims to be entitled to under the contract by filing a 
verified complaint and the issuance of a summons in the Superior Court of 
Johnston County. The procedure shall be the same as in all civil actions except 
that all issues shall be tried by the judge, without a jury. 

 

ARTICLE 21 - MINOR CHANGES IN THE WORK 

The designer will have the authority to order minor changes in the work not involving an 
adjustment in the contract sum or time for completion, and not inconsistent with the intent of 
the contract documents. Such changes shall be effected by written order, copied to the Public 
Works Department, and shall be binding on the owner and the contractor. 

ARTICLE 22 - UNCORRECTED FAULTY WORK 

Should the correction of faulty or damaged work be considered inadvisable or inexpedient by 
the owner and the designer, the owner shall be reimbursed by the contractor. A change order 
will be issued to reflect a reduction in the contract sum. 

ARTICLE 23 - TIME OF COMPLETION, DELAYS, EXTENSION OF TIME 

a. The time of completion is stated in the Supplementary General Conditions, in the Form of 
Construction Contract, and/or in other project contract documents. The Project Expediter, 
upon notice of award  of contract, shall prepare a construction schedule to complete the 
project within the time of completion as required by Article 14. 

 



  

b. The contractors shall commence work to be performed under this agreement on a date to 
be specified in a written Notice to Proceed from the designer and shall fully complete all 
work hereunder within the time of completion stated. Time is of the essence and the 
contractor acknowledges the Owner will likely suffer financial damage for failure to 
complete the work within the time of completion. For each day in excess of the above 
number of days, the contractor(s) shall pay the owner the sum stated as liquidated damages 
reasonably estimated in advance to cover the losses to be incurred by the owner by reason 
of failure of said contractor(s) to complete the work within the time specified, such time 
being in the essence of this contract and a material consideration thereof. 

 
c. In the event of multiple prime contractors, the designer shall be the judge as to the  division 

of responsibility between the contractor(s), based on the construction schedule, weekly 
reports and job records, and shall apportion the amount of liquidated damages to be paid 
by each of them, according to delay caused by any or all of them; or, if there be no designer 
for a particular project, the owner shall judge such matters in its sole discretion. 

 
d. If the contractor is delayed at any time in the progress of his work solely by any act or 

negligence of the owner, the designer, or by any employee of either; by any separate 
contractor employed by the owner; by changes ordered in the work; by labor disputes at 
the project site; by abnormal weather conditions not reasonably anticipated for the locality 
where the work is performed; by unavoidable casualties; by any causes beyond  the 
contractor's control; or by any other causes which the designer and owner determine may 
justify the delay, then the contract time may be extended by change order only for  the time 
which the designer and owner may determine is reasonable. 

 
e. Time extensions will not be granted for rain, wind, snow or other natural phenomena of normal 

intensity for the locality where work is performed. For purpose of determining extent of delay 
attributable to unusual weather phenomena, a determination shall be made by comparing the 
weather for the contract period involved with the average of the preceding five (5) year climatic 
range during the same time interval based on the National Oceanic and Atmospheric Administration 
National Weather Service statistics for the locality where work is performed and on daily weather 
logs kept on the job site by the contractor reflecting the effect of the weather on progress of the 
work and initialed by the designer's representative. No weather delays shall be considered after the 
building is dried in unless work claimed to be delayed is on the critical path of the baseline schedule 
or approved updated schedule. Time extensions for weather delays, acts of God, labor disputes, fire, 
delays in transportation, unavoidable casualties or other delays which are beyond the control of the 
Owner do not entitle the Contractor to compensable damages for delays. Any contractor claim for 
compensable damages for delays is limited to delays caused solely by the owner or its agents. 
Contractor caused delays shall be accounted for before owner or designer caused delays in the case 
of concurrent delays. 

 
f. Request for extension of time shall be made in writing to the designer, copies to the owner 

and Public Works Director, within twenty (20) days following cause of delay. In case of 
continuing cause for delay, the Contractor shall notify the Designer to the designer, copies 
to the owner and Public Works Director, of the delay within 20 days of the beginning of 
the delay and only one claim is necessary. 

 
g. The contractor shall notify his surety in writing of extension of time granted. 
 
h. No claim for time extension shall be allowed on account of failure of the designer to furnish 

drawings or instructions until twenty (20) days after demand for such drawings and/or 
instructions. See Article 5c. Demand must be in written form clearly stating the potential 
for delay unless the drawings or instructions are provided. Any delay granted will begin 
after the twenty (20) day demand period is concluded. 

 
 

ARTICLE 24 - PARTIAL UTILIZATION/BENEFICIAL OCCUPANCY 



  

a. The owner may desire to occupy or utilize all or a portion of the project prior to the 
completion of the project. 

 
b. Should the owner request a utilization of a building or portion thereof, the designer shall 

perform a designer final inspection of area after being notified by the contractor that the 
area is ready for such. After the contractor has completed designer final inspection punch 
list and the designer has verified, then the designer shall schedule a beneficial occupancy 
inspection at a time and date acceptable to the owner, contractor(s) and State Construction 
Office. If beneficial occupancy is granted by the State Construction Office, in such areas 
the following will be established: 

 
1. The beginning of guarantees and warranties period for the equipment necessary to 

support. in the area. 

2. The owner assumes all responsibilities for utility costs for entire building. 

2. Contractor will obtain consent of surety. 

3. Contractor will obtain endorsement from insurance company permitting beneficial 
occupancy. 

 
c. The owner shall have the right to exclude the contractor from any part of the project which 

the designer has so certified to be substantially complete, but the owner will allow the 
contractor reasonable access to complete or correct work to bring it into compliance with 
the contract. 

 
d. Occupancy by the owner under this article will in no way relieve the contractor from his 

contractual requirement to complete the project within the specified time. The contractor 
will not be relieved of liquidated damages because of beneficial occupancy. The designer 
may prorate liquidated damages based on the percentage of project occupied. 

 

ARTICLE 25 - FINAL INSPECTION, ACCEPTANCE, AND PROJECT CLOSEOUT 

a. Upon notification from the contractor(s) that the project is complete and ready for 
inspection, the designer shall make a Designer final inspection to verify that the project is 
complete and ready for Public Works Department final inspection. Prior to Public Works 
Department final inspection, the contractor(s) shall complete all items requiring corrective 
measures noted at the Designer final inspection. The designer shall schedule a Public Works 
Department final inspection at a time and date acceptable to the owner, contractor(s) and Public 
Works Director.  If there be no designer for a particular project, the Public Works Director shall 
undertake to arrange all inspections required or permitted hereunder.  

 

b. At the Public Works Department final inspection, the designer and his consultants shall, if 
job conditions warrant, record a list of items that are found to be incomplete or not in 
accordance with the contract documents. At the conclusion of the Public Works 
Department final inspection, the designer and the Public Works Director or his designated 
representative shall make one of the following determinations: 

1. That the project is completed and accepted. 

2. That the project will be accepted subject to the correction of the list of discrepancies 
(punch list). All punch list items must be completed within thirty (30) days of Public 
Works Department final inspection or the owner may invoke Article 28, Owner's Right 
to Do Work. 

 



  

4. That the project is not complete and another date for a Public Works Department 
final inspection will be established. 

 
c. Within fourteen (14) days of final acceptance per Paragraph b1 or within fourteen (14) days 

after completion of punch list per Paragraph b2 above, the designer shall certify the work 
and issue applicable certificate(s) of compliance. 

 
d. Any discrepancies listed or discovered after the date of Public Works Department final 

inspection and acceptance under Paragraphs b1 or b2 above shall be handled in accordance 
with Article 42, Guarantee. 

f. The final acceptance date will establish the following: 

1. The beginning of guarantees and warranties period. 

2. The date on which the contractor's insurance coverage for public liability, property 
damage and builder's risk may be terminated. 

3. That no liquidated damages (if applicable) shall be assessed after this date. 

4. The termination date of utility cost to the contractor. 

g. Prior to issuance of final acceptance date, the contractor shall have his authorized 
representatives visit the project and give full instructions to the designated personnel 
regarding operating, maintenance, care, and adjustment of all equipment and special 
construction elements. In addition, the contractor shall provide to the owner a 
complete instructional video (media format acceptable to the owner) on  the 
operation, maintenance, care and adjustment of all equipment and special 
construction elements. 

ARTICLE 26 - CORRECTION OF WORK BEFORE FINAL PAYMENT 

a. Any work, materials, fabricated items or other parts of the work which have been 
condemned or declared not in accordance with the contract by the designer or owner shall 
be promptly removed from the work site by the contractor, and shall be immediately 
replaced by new work in accordance with the contract at no additional cost to the owner. 
Work or property of other contractors, the owner, or any third party property owner 
damaged, harmed, trespassed, or destroyed by virtue of such faulty work, shall be repaired, 
corrected, or otherwise made good at the expense of the contractor whose work is faulty. 

b. Correction of condemned work described above shall commence within twenty-four (24) 
hours after receipt of notice from the designer or owner, and shall make satisfactory 
progress, as determined by the designer or owner, until completed. 

c. Should the contractor fail to proceed with the required corrections, then the owner may 
complete the work in accordance with the provisions of Article 28. 

ARTICLE 27 - CORRECTION OF WORK AFTER FINAL PAYMENT 

See Article 35, Performance Bond and Payment Bond, and Article 42, Guarantee. Neither the 
final certificate, final payment, occupancy of the premises by the owner, nor any provision of 
the contract, nor any other act or instrument of the owner, nor the designer, shall relieve the 
contractor from responsibility for negligence, faulty material or workmanship, or failure to 
comply with the drawings and specifications. Contractor shall correct or make good any defects 
due thereto and repair any damage resulting therefrom, which may appear during the guarantee 
period following final acceptance of the work except as stated otherwise under Article 42, 
Guarantee. The owner will report any defects as they may appear to the contractor and establish 



  

a time limit for completion of corrections by the contractor. The owner will be the judge as to 
the responsibility for correction of defects. 

ARTICLE 28 - OWNER'S RIGHT TO DO WORK 

If, during the progress of the work or during the period of guarantee, the contractor fails to 
prosecute the work properly or to perform any provision of the contract, the owner, after seven 
(7) days' written notice sent by certified mail, return receipt requested, to the contractor from 
the designer or owner, may perform or have performed that portion of the work. The cost of the 
work may be deducted from any amounts due or to become due to the contractor, such action 
and cost of same having been first approved by the designer.  Should the cost  of such action of 
the owner exceed the amount due or to become due the contractor, then the contractor or his 
surety, or both, shall be liable for and shall pay to the owner the amount of said excess. 

ARTICLE 29 - ANNULMENT OF CONTRACT 

If the contractor fails to begin the work under the contract within the time specified, or the 
progress of the work is not maintained on schedule, or the work is not completed within the time 
above specified, or fails to perform the work with sufficient workmen and equipment or with 
sufficient materials to ensure the prompt completion of said work, or shall perform the work 
unsuitably or shall discontinue the prosecution of the work, or if the contractor shall become 
insolvent or be declared bankrupt or commit any act of bankruptcy or insolvency, or allow any 
final judgment to stand against him unsatisfied for a period of forty-eight  (48) hours, or shall 
make an assignment for the benefit of creditors, or for any other cause whatsoever shall not carry 
on the work in an acceptable manner, the owner may give notice in writing, sent by certified 
mail, return receipt requested, to the contractor and his  surety of  such delay, neglect or default, 
specifying the same, and if the contractor within a period of seven (7) days after such notice 
shall not proceed in accordance therewith, then the owner shall, declare this contract in default, 
and, thereupon, the surety shall promptly take over the work and complete the performance of 
this contract in the manner and within the time frame specified. In the event the surety shall fail 
to take over the work to be done under this contract within seven (7) days after being so notified 
and notify the owner in writing, sent by certified mail, return receipt requested, that he is taking 
the same over and stating that he will diligently pursue and complete the same, the owner shall 
have full power and authority, without violating the contract, to take the prosecution of the work 
out of the hands of said contractor, to appropriate or use any or all contract materials and 
equipment  on the grounds as may be suitable and acceptable and may enter into an agreement, 
either by public letting or negotiation, for the completion of said contract according to the terms 
and provisions thereof or use such other methods as in his opinion shall be required for the 
completion of said contract in an acceptable manner. All costs and charges incurred by the 
owner, together with the costs of completing the work under contract, shall be deducted from 
any monies due or which may become due said contractor and surety. In case the expense so 
incurred by the owner shall be less than the sum which would have been payable under the 
contract, if it had been completed by said contractor, then the said contractor and surety shall be 
entitled to receive the difference, but in case such expense shall exceed the sum which would 
have been payable under the contract, then the contractor and the surety shall be liable and shall 
pay to the owner the amount of said excess. 

 
ARTICLE 30 - CONTRACTOR'S RIGHT TO STOP WORK OR TERMINATE THE 

CONTRACT 
 

a. Should the work be stopped by order of a court having jurisdiction, or by order of any other 
public authority for a period of three months, due to cause beyond the fault or control of 
the contractor, or if the owner should fail or refuse to make payment  on account of a 
certificate issued by the designer within forty-five (45) days after receipt of same, then the 
contractor, after fifteen (15) days' written notice sent by certified mail, return receipt 
requested, to the owner and the designer, may suspend operations on the work or terminate 
the contract. 



  

 
b. The owner shall be liable to the contractor for the cost of all materials delivered and work 

performed on this contract plus 10 percent overhead and profit and shall make such 
payment. The designer shall be the judge as to the correctness of such payment. 

ARTICLE 31 - REQUEST FOR PAYMENT 

a. Not later than the fifth day of the month, the contractor shall submit to the designer or 
owner, of there be no designer on a particular project, a request for payment for work done 
during the previous month.  The request shall be in  the form agreed upon between the 
contractor and the designer, but shall show substantially the value of work done and 
materials delivered to the site during the period since the last payment, and shall sum up the 
financial status of the contract with the following information: 

1. Total of contract including change orders. 

2. Value of work completed to date. 

3. Less ten percent (10%) retainage, provided however, that after fifty percent (50%) of 
the contractor’s work has been satisfactorily completed on schedule, with approval of 
the owner and the Public Works Director and written consent of the surety, further 
requirements for retainage will be waived only so long as work continues to be 
completed satisfactorily and on schedule. 

4. Less previous payments. 

5. Current amount due. 

b. The contractor, upon request of the designer, shall substantiate the request with invoices of 
vouchers or payrolls or other evidence. 

 
c. Prior to submitting the first request, the contractor shall prepare for the designer a schedule 

showing a breakdown of the contract price into values  of the various parts of the work, so 
arranged as to facilitate payments to subcontractors in accordance with Article 17, 
Contractor and Subcontractor Relationships. The contractor(s) shall list the value of each 
subcontractor and supplier, identifying each minority business subcontractor and supplier as listed in 
Affidavit C, if applicable. 

 
d. When payment is made on account of stored materials and equipment, such materials must 

be stored on the owner's property, and the requests for payments shall be accompanied by 
invoices or bills of sale or other evidence to establish the owner's title to such materials and 
equipment. Such payments will be made only for materials that have been customized or 
fabricated specifically for this project. Raw materials or commodity products including but 
not limited to piping, conduit, CMU, metal studs and gypsum board may not be submitted. 
Responsibility for such stored materials and equipment shall remain with the contractor 
regardless of ownership title. Such stored materials and equipment shall not be removed 
from the owner's property. Should the space for storage on-site be limited, the contractor, 
at his option, shall be permitted to store such materials and/or equipment in a suitable space 
off-site. Should the contractor desire to include any such materials or equipment in his 
application for payment, they must be stored in the name of the owner in an independent, 
licensed, bonded warehouse approved by the designer, owner and the Public Works 
Director and located as close to the site as possible. The warehouse selected must be 
approved by the contractor's bonding and insurance companies; the material to be paid for 
shall be assigned to the owner and shall be inspected by the designer. Upon approval by the 
designer, owner and Public Works Department inspection of the storage facilities and 
materials and equipment, payment therefore will be certified. Responsibility for such stored 
materials and equipment shall remain with the contractor. Such stored materials and 



  

equipment shall not be moved except for transportation to the project site. Under certain 
conditions, the designer or owner may approve storage of materials at the point of 
manufacture, which conditions shall be approved by the designer, the owner and the Public 
Works Director prior to approval for the storage and shall include an agreement by the 
storing party which unconditionally gives the Town of Benson absolute right to possession 
of the materials at anytime. Bond, security and insurance protection shall continue to be the 
responsibility of the contractor(s). 

 
e. In the event of beneficial occupancy, retainage of funds due the contractor(s) may be 

reduced with the approval of the Public Works Director to an equitable amount to cover 
the list of items to be completed or corrected.  Retainage may not be reduced to less than 
two and one-half (2 1/2) times the estimated value of the work to be completed or corrected. 
Reduction of retainage must be with the consent and approval of the contractor's bonding 
company. 

ARTICLE 32 - CERTIFICATES OF PAYMENT AND FINAL PAYMENT 
 

a. Within five (5) days from receipt of request for payment from the contractor, the designer 
shall issue and forward to the owner a certificate for payment. This certificate shall indicate 
the amount requested or as approved by the designer. If the certificate is not approved by 
the designer, he shall state in writing to the contractor and the owner his reasons for 
withholding payment. 

 
b. No certificate issued or payment made shall constitute an acceptance of the work or any 

part thereof. The making and acceptance of final payment shall constitute a waiver of all 
claims by the owner except: 

1. Claims arising from unsettled liens or claims against the contractor. 

2. Faulty work or materials appearing after final payment. 
 

3. Failure of the contractor to perform the work in accordance with drawings and 
specifications, such failure appearing after payment. 

 
4. As conditioned in the performance bond and payment bond. 

 
c. The making and acceptance of final payment shall constitute a waiver of all claims by the 

contractor except those claims previously made and remaining unsettled (Article 20(c)). 
 

d. Prior to submitting request for final payment to the designer for approval, the contractor 
shall fully comply with all requirements specified in the “project closeout” section of the 
specifications. These requirements include but not limited to the following: 

 
1. Submittal of Product and Operating Manuals, Warranties and Bonds, 

Guarantees, Maintenance Agreements, As-Built Drawings, Certificates of 
Inspection or Approval from agencies having jurisdiction. (The designer must 
approve the Manuals prior to delivery to the owner). 

2. Transfer of Required attic stock material and all keys in an organized manner. 

3. Record of Owner’s training. 

4. Resolution of any final inspection discrepancies. 

5. Granting access to Contractor’s records, if Owner’s internal auditors have made a 
request for such access pursuant to Article 52. 

 



  

e. The contractor shall forward to the designer or owner, the final application for payment along 
with the following documents: 

 
1. List of minority business subcontractors and material suppliers showing 

breakdown of contract amounts and total actual payments to subs and material 
suppliers. 

2. Affidavit of Release of Liens. 

3. Affidavit of contractors of payment to material suppliers and subcontractors. 
(See Article 36). 

4. Consent of Surety to Final Payment. 

5. Certificates of state agencies required by state law. 

f. The designer will not authorize final payment until the work under contract has been 
certified by designer, certificates of compliance issued, and the contractor has complied 
with the closeout requirements. The designer shall forward the contractor’s final application 
for payment to the owner along with respective certificate(s) of compliance required by 
law. 

 

ARTICLE 33 - PAYMENTS WITHHELD 

a. The designer or owner with the approval of the Public Utilities Director may withhold 
payment for the following reasons: 

1. Faulty work not corrected. 

2. The unpaid balance on the contract is insufficient to complete the work in the judgment 
of the designer or owner. 

3. To provide for sufficient contract balance to cover liquidated damages that will be 
assessed. 

 
b.  The Benson Town Attorney may authorize the withholding of payment for the 

following reasons: 

1. Claims filed against the contractor or evidence that a claim will be filed. 

2. Evidence that subcontractors have not been paid. 

c. The Owner may withhold all or a portion of Contractor’s general conditions costs set 
forth in the approved schedule of values, if Contractor has failed to comply with: (1) a 
request to access its records by Owner’s internal auditors pursuant to Article 52; (2) a 
request for a plan of action and/or recovery schedule under Article 14.j or provide 
The Owner: (3) a request to provide an electronic copies of Contractor’s baseline 
schedule, updates with all logic used to create the schedules in the original format of  
the  scheduling software; and (4) Contractor’s failure to have its Superintendent on 
the  Project full-time;  

 
d. When grounds for withholding payments have been removed, payment will be 

released. Delay of payment due the contractor without cause will make owner liable 
for payment of interest to the contractor in accordance with G.S. 143-134.1. As 
provided in G.S.143- 134.1(e) the owner shall not be liable for interest on payments 
withheld by the owner for unsatisfactory job progress, defective construction not 



  

remedied, disputed work, or third- party claims filed against the owner or reasonable 
evidence that a third-party claim will be filed. 

ARTICLE 34 - MINIMUM INSURANCE REQUIREMENTS 

The work under this contract shall not commence until the contractor has obtained all  required 
insurance and verifying certificates of insurance have been approved in writing by the owner. 
These certificates shall document that  coverages afforded under the policies will not be 
cancelled, reduced in amount or coverages eliminated until at least thirty (30) days after mailing 
written notice, by certified mail, return receipt requested, to the insured and the owner of such 
alteration or cancellation. If endorsements are needed to comply with the notification or other 
requirements of this article copies of the endorsements shall be submitted with the certificates. 

a. Worker’s Compensation and Employer's Liability 

The contractor shall provide and maintain, until final acceptance, workmen's 
compensation insurance, as required by law, as well as employer's liability coverage with 
minimum limits of $100,000. 

b. Public Liability and Property Damage 

The contractor shall provide and maintain, until final acceptance, comprehensive general 
liability insurance, including coverage for premises operations, independent contractors, 
completed operations, products and contractual exposures, as shall protect such 
contractors from claims arising out of any bodily injury, including accidental death,  as well 
as from claims for property damages which may arise from operations under this contract, 
whether such operations be by the contractor or by any subcontractor, or by anyone directly 
or indirectly employed by either of them and the minimum limits of such insurance shall 
be as follows: 

Bodily Injury: $500,000 per occurrence 
Property Damage: $100,000 per occurrence / $300,000 aggregate 

In lieu of limits listed above, a $500,000 combined  single limit shall satisfy both 
conditions. 

 
Such coverage for completed operations must be maintained for at least two (2) years 
following final acceptance of the work performed under the contract. 

c. Property Insurance (Builder’s Risk/Installation Floater) 

The contractor shall purchase and maintain property insurance until final acceptance, upon 
the entire work at the site to the full insurable value thereof. This insurance shall include 
the interests of the owner, the contractor, the subcontractors and sub- subcontractors in the 
work and shall insure against the perils of fire, wind, rain, flood, extended coverage, and 
vandalism and malicious mischief. If the owner is damaged by failure of the contractor to 
purchase or maintain such insurance, then the contractor shall bear all reasonable costs 
properly attributable thereto; the contractor shall effect and maintain similar property 
insurance on portions of the work stored off the site when request for payment per articles 
so includes such portions. 

d. Deductible 

Any deductible, if applicable to loss covered by insurance provided, is to be borne by the 
contractor. 

e. Other Insurance 



  

The contractor shall obtain such additional insurance as may be required by the owner or 
by the General Statutes of North Carolina including motor vehicle insurance, in amounts 
not less than the statutory limits. 

f. Proof of Carriage 

The contractor shall furnish the owner with satisfactory proof of carriage of the insurance 
required before written approval is granted by the owner. 

ARTICLE 35 - PERFORMANCE BOND AND PAYMENT BOND 

a. Each contractor shall furnish a performance bond and payment bond executed by a surety 
company authorized to do business in North Carolina. The bonds shall be in the full contract 
amount. Bonds shall be executed in the form bound with these specifications. 

 
b. All bonds shall be countersigned by an authorized agent of the bonding company who is 

licensed to do business in North Carolina. 
 
c. The performance and/or payment bonds may be waived by Owner if such waiver is in 

writing and signed by Owner.  

ARTICLE 36 - CONTRACTOR'S AFFIDAVIT 

The final payment of retained amount due the contractor on account of the contract shall not 
become due until the contractor has furnished to the owner through the designer an affidavit 
signed, sworn and notarized to the effect  that all payments for materials, services or 
subcontracted work in connection with his contract have been satisfied, and that no claims or 
liens exist against the contractor in connection with this contract. In the event that the contractor 
cannot obtain similar affidavits from subcontractors to protect the contractor and the owner 
from possible liens or claims against the subcontractor, the contractor shall state in his affidavit 
that no claims or liens exist against any subcontractor to the best of his (the contractor's) 
knowledge, and if any appear afterward, the contractor shall save the owner harmless. 

ARTICLE 37 - ASSIGNMENTS 

The contractor shall not assign any portion of this contract nor subcontract in its entirety. Except 
as may be required under terms of the performance bond or payment bond, no funds  or sums 
of money due or become due the contractor under the contract may be assigned. 

ARTICLE 38 - USE OF PREMISES 

a. The contractor(s) shall confine his apparatus, the storage of materials and the operations of 
his workmen to limits indicated by law, ordinances, permits or directions of the designer 
and owner and shall not exceed those established limits in his operations. 

 
b. The contractor(s) shall not load or permit any part of the structure to be loaded with a 

weight that will endanger its safety. 
 

c. The contractor(s) shall enforce the designer's and owner’s instructions regarding signs, 
advertisements, fires and smoking. 

 
d. No firearms, any type of alcoholic beverages, or drugs (other than those prescribed by a 

physician) will be permitted at the job site. 

ARTICLE 39 - CUTTING, PATCHING AND DIGGING 

a. The contractor shall do all cutting, fitting or patching of his work that may be required to 



  

make its several parts come together properly and fit it to receive or be received by work 
of other contractors shown upon or reasonably implied by the drawings and specifications 
for the completed structure, as the designer or owner may direct. 

 
b. Any cost brought about by defective or ill-timed work shall be borne by the party responsible 

therefor. 
 

c. No contractor shall endanger any work of another contractor by cutting, digging or other 
means. No contractor shall cut or alter the work of any other contractor without the consent 
of the designer and the affected contractor(s). 

ARTICLE 40 - UTILITIES, STRUCTURES, SIGNS 

a. The contractor shall provide necessary and adequate facilities for water, electricity, gas, oil, 
sewer and other utility services which may be necessary and required for completion of the 
project including all utilities required for testing, cleaning, balancing, and sterilization of 
designated plumbing, mechanical and electrical systems. Any permanent meters installed 
shall be listed in the contractor’s name until work has a final acceptance. The contractor 
will be solely responsible for all utility costs prior to final acceptance. Contractor shall 
contact all affected utility companies prior to bid to determine their requirements to provide 
temporary and permanent service and include all costs associated with providing those 
services in their bid. Coordination of the work of the utility companies during construction 
is the sole responsibility of the contractor. 

b. Meters shall be relisted in the owner's name on the day following final acceptance of the 
Project Expediter's work, and the owner shall pay for services used after that date. 

c. The owner shall be reimbursed for all metered utility charges after the meter is relisted in 
the owner's name and prior to completion and acceptance of the work of all contractors. 
Reimbursement shall be made by the contractor whose work has not been completed and 
accepted. If the work of two or more contractors has not been completed and accepted, 
reimbursement to the owner shall be paid by the contractors involved on the basis of 
assessments by the designer. 

d.  Prior to the operation of permanent systems, the  Project  Expediter  will  provide temporary power, 
lighting, water, and heat to maintain space temperature above freezing, as required for construction 
operations. 

e. All contractors shall have the permanent building systems in sufficient readiness for 
furnishing temporary climatic control at the time a building is enclosed and secured. The 
HVAC systems shall maintain climatic control throughout the enclosed portion of the 
building sufficient to allow completion of the interior finishes of the building. A building 
shall be considered enclosed and secured when windows, doorways (exterior, mechanical, 
and electrical equipment rooms), and hardware are installed; and other openings have 
protection which will provide reasonable climatic control. The appropriate time to start the 
mechanical systems and climatic condition shall be jointly determined by the contractor(s), 
the designer and owner. Use of the equipment in this manner shall be subject to the approval 
of the Designer and owner and shall in no way affect the warranty requirements of the 
contractor(s). 

f. The electrical contractor shall have the building's permanent power wiring distribution 
system in sufficient readiness to provide power as required by the HVAC contractor for 
temporary climatic control. 

g. The electrical contractor shall have the building's permanent lighting system ready at the 
time the general contractor begins interior painting and shall provide adequate lighting in 
those areas where interior painting and finishing is being performed. 



  

h. Each prime contractor shall be responsible for his permanently fixed service facilities and 
systems in use during progress of the work. The following procedures shall be strictly 
adhered to: 

 
1. Prior to final acceptance of work by the Owner, each contractor shall remove and 

replace any parts of the permanent building systems damaged through use during 
construction. 

 
2. Temporary filters as recommended by the equipment manufacturer in order to keep the 

equipment and ductwork clean and free of dust and debris shall be installed in each of 
the heating and air conditioning units and at each return grille during construction. 
New filters shall be installed in each unit prior to the owner's acceptance of the work. 

 
3. Extra effort shall be maintained to keep the building and the site adjacent to the building 

clean and under no circumstances shall air systems be operated if finishing and site work 
operations are creating dust in excess of what would be considered normal if the 
building were occupied. 

 
4. It shall be understood that any warranty on equipment presented to the owner shall 

extend from the day of final acceptance by the owner. The cost of warranting the 
equipment during operation in the finishing stages of construction shall be borne by the 
contractor whose system is utilized. 

 
5. The electrical contractor shall have all lamps in proper working condition at the time 

of final project acceptance. 
 

i. The Project Expediter or contractor shall provide, if required and where directed, a shed 
for toilet facilities and shall furnish and install in this shed all water closets required for a 
complete and adequate sanitary arrangement. These facilities will be available to other 
contractors on the job and shall be kept in a neat and sanitary condition at all times. 
Chemical toilets are acceptable. 

 
j. The Project Expediter shall, if required by the Supplementary General Conditions and 

where directed, erect a temporary field office, complete with lights, telephone, heat and air 
conditioning. A portion of this office shall be partitioned off, of sufficient size, for the use 
of a resident inspector, should the designer so direct. 

 
k. On multi-story construction projects, the Project Expediter shall provide temporary 

elevators, lifts, or other special equipment for the general use of all contractors. The cost 
for such elevators, lifts or other special equipment and the operation thereof shall be 
included in the Project Expediter’s bid. 

 
l. The Project Expediter will erect one sign on the project if required. The sign shall be of 

sound construction, and shall be neatly lettered with black letters on white background. 
The sign shall bear the name of the project, and the names of prime contractors on the 
project, and the name of the designer and consultants. Directional signs may be erected  on 
the owner's property subject to approval of the owner with respect to size, style and location 
of such directional signs. Such signs may bear the name of the contractor and a directional 
symbol. No other signs will be permitted except by permission of the owner. 

ARTICLE 41 - CLEANING UP 

a. The contractors shall keep the building and surrounding area reasonably free from rubbish 
at all times, and shall remove debris from the site on a timely basis or when directed to do 
so by the designer, owner, or Project Expediter. The Project Expediter or contractor shall 
provide an on-site refuse container(s) for the use of all contractors. Each contractor shall 
remove their rubbish and debris from the building on a daily basis. The Project Expediter 



  

shall broom clean the building as required to minimize dust and dirt accumulation. 
 

b. The Project Expediter or contractor shall provide and maintain suitable all-weather access 
to the building. 

 
c. Before final inspection and acceptance of the building, structure, or work (as the case may 

be), each contractor shall clean his portion of the work, including glass, hardware, fixtures, 
masonry, tile and marble (using no acid), clean and wax all floors as specified, and 
completely prepare the building for use by the owner, with no cleaning required by the 
owner. 

ARTICLE 42 - GUARANTEE 

a. The contractor shall unconditionally guarantee materials and workmanship against patent 
defects arising from faulty materials, faulty workmanship or negligence for a period of 
twelve (12) months following the date of final acceptance of the work or beneficial 
occupancy and shall replace such defective materials or workmanship without cost to the 
owner. 

b. Where items of equipment or material carry a manufacturer's warranty for any period in 
excess of twelve (12) months, then the manufacturer's warranty shall apply for that 
particular piece of equipment or material. The contractor shall replace such defective 
equipment or materials, without cost to the owner, within the manufacturer's warranty 
period. 

 
c. Additionally, the owner may bring an action for latent defects caused by the negligence of the 

contractor which is hidden or not readily apparent to the owner at the time of beneficial 
occupancy or final acceptance, whichever occurred first, in accordance with applicable law. 

 
d. Guarantees for roof, equipment, materials, and supplies shall be stipulated in the specifications 

sections governing such roof, equipment, materials, or supplies. 

ARTICLE 43 - CODES AND STANDARDS 

Wherever reference is given to codes, standard specifications or other data published by 
regulating agencies including, but not limited to, national electrical codes,  North  Carolina state 
building codes, federal specifications, ASTM specifications, various institute specifications, etc., 
it shall be understood that such reference is to the latest edition including addenda published 
prior to the date of the contract documents. 

ARTICLE 44 - INDEMNIFICATION 

To the fullest extent permitted by law, the contractor shall indemnify and hold harmless the 
owner, the designer and the agents, consultants and employees of the owner and designer, from 
and against all claims, damages, losses and expenses, including, but not limited to, attorneys' 
fees, arising out of or resulting from the performance or failure of performance of the work, 
provided that any such claim, damage, loss or expense (1) is attributable to bodily injury, 
sickness,  disease or death, or to injury to or destruction of tangible property (other  than the 
work itself) including the loss of use resulting there  from, and (2) is caused in whole or in part 
by any negligent act or omission of the contractor, the contractor's subcontractor, or the agents 
of either the contractor or the contractor's subcontractor. Such obligation shall not be construed 
to negate, abridge or otherwise reduce any other right or obligation of indemnity which would 
otherwise exist as to any party or person described in this article. 

ARTICLE 45 – TAXES 

 



  

a. Contactor shall be responsible for any taxes assessed, whether state, federal, or otherwise.  
 

b. North Carolina sales tax and use tax, as required by law, do apply to materials entering into 
state work and such costs shall be included in the bid proposal and contract sum. 

 
c. Local option sales and use taxes, as required by law, do apply to materials entering into 

state work as applicable and such costs shall be included in the bid proposal and contract 
sum. 

ARTICLE 46 - EQUAL OPPORTUNITY CLAUSE 

The non-discrimination clause contained in Section 202 (Federal) Executive Order 11246, as 
amended by Executive Order 11375, relative to equal employment opportunity for all persons 
without regard to race, color, religion, sex or national origin, and the implementing rules and 
regulations prescribed by the secretary of Labor, are incorporated herein. 

ARTICLE 47 - EMPLOYMENT OF INDIVIDUALS WITH DISABILITIES 

The contractor(s) agree not to discriminate against any employee or applicant for employment 
because of physical or mental disabilities in regard to any position for which the employee or 
applicant is qualified. The contractor agrees to take affirmative action to employ, advance in 
employment and otherwise treat qualified individuals with such disabilities without 
discrimination based upon their physical or mental disability in all employment practices. 

ARTICLE 48 - ASBESTOS-CONTAINING MATERIALS (ACM) 

The Town of Benson has attempted to address all asbestos-containing materials that  are to be 
disturbed in the project. However, there may be other asbestos-containing materials in the work 
areas that are not to be disturbed and do not create an exposure hazard.  Contractors are 
reminded of the requirements of instructions under Instructions to Bidders and General 
Conditions of the Contract, titled Examination of Conditions. Statute 130A, Article 19, 
amended August 3, 1989, established the Asbestos Hazard Management Program that controls 
asbestos abatement in North Carolina. The latest  edition of Guideline Criteria for Asbestos 
Abatement from the State Construction Office is to be incorporated in all  asbestos abatement 
projects for the Capital Improvement Program. 

ARTICLE 49 - MINORITY BUSINESS PARTICIPATION 

GS 143-128.2 establishes a ten percent (10%) goal for participation by minority businesses in 
total value of work for each State building project. The document, Guidelines for Recruitment 
and Selection of Minority Businesses for Participation in State Construction Contracts 
including Affidavits and Appendix E are hereby incorporated into and made a part of this 
contract. 

 

ARTICLE 50 – CONTRACTOR EVALUATION 
 

The contractor’s overall work performance on the project shall be fairly evaluated by the Town 
for determining qualifications to bid on future State capital improvement projects. In addition 
to final evaluation, interim evaluation may be prepared during the progress of project.  

 
ARTICLE 51 – GIFTS 

 
Pursuant to N.C. Gen. Stat. § 133-32, it is unlawful for any vendor or contractor ( i.e. architect, 
bidder, contractor, construction manager, design professional, engineer, subcontractor, supplier, 
vendor, etc.), to make gifts or to give favors to any local government employee. This prohibition 
covers those vendors and contractors who: (1) have a contract with a governmental agency; or 
(2) have performed under such a contract within the past year; or (3) anticipate bidding on such 



  

a contract in the future. For additional information regarding the specific requirements and 
exemptions, vendors and contractors are encouraged to review G.S. Sec. 133-32. 

 
During the construction of the Project, the Contractor is prohibited from making gifts to any  of 
the Owner’s employees, Owner’s project representatives (architect, engineers, construction 
manager and their employees), and/or any other Town of Benson employee that may have any 
involvement, influence, responsibilities, oversight, management and/or duties that pertain to 
and/or relate to the contract administration, financial administration and/or disposition of claims 
arising from and/or relating to the Contract and/or Project. 

 
ARTICLE 52 – AUDITING-ACCESS TO PERSONS AND RECORDS 

 
The Town of Benson Finance Director and/or any other duly empowered state agency shall 
have access to Contractor’s officers, employees, agents and/or other persons in control of 
and/or responsible for the Contractor’s records that relate to this Contracts for purposes of 
conducting audits. The Owner’s internal auditors shall also have the right to access and copy 
the Contractor’s records relating to the Contract and Project during the term of the Contract 
and within two years following the completion of the Project/close-out of the Contract to verify 
accounts, accuracy, information, calculations and/or data affecting and/or relating to 
Contractor’s requests for payment, requests for change orders, change orders, claims for extra 
work, requests for time extensions and related claims for delay/extended general conditions 
costs, claims for lost productivity, claims for loss efficiency, claims for idle equipment or labor, 
claims for price/cost escalation, pass-through claims of subcontractors and/or suppliers, and/or 
any other type of claim for payment or damages from Owner and/or its project representatives. 

ARTICLE 53 – TERMINATION FOR CONVENIENCE 
 

Owner may at any time and for any reason terminate Contractor’s services and work at Owner's 
convenience. Upon receipt of such notice, Contractor shall, unless the notice directs otherwise, 
immediately discontinue the work and placing of orders for materials, facilities and supplies in 
connection with the performance of this Agreement. 

 
Upon such termination, Contractor shall be entitled to payment only as follows: (1) the actual 
cost of the work completed in conformity with this Agreement; plus, (2) such other costs 
actually incurred by Contractor as are permitted by the prime contract and approved by Owner; 
(3) plus ten percent (10%) of the cost of the work referred to in subparagraph (1) above for 
overhead and profit. There shall be deducted from such sums as provided in this subparagraph 
the amount of any payments made to Contractor prior to the date of the termination of this 
Agreement. Contractor shall not be entitled to any claim or claim of lien against Owner for any 
additional compensation or damages in the event of such termination and payment. 
 
 

ARTICLE 54 – ADDENDA INCORPORATED BY REFERENCE 
 
The following addenda are hereby incorporated herein by reference: 
 

1.  E-verify Affidavit; 
2. IRS form W-9 – to be completed by contractor 
3. Other addenda as noted below: 
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GENERAL NOTES

1. Prior to beginning work, the General Contractor shall identify all critical deadlines regarding 
information or decisions to be coordinated by Architect which may affect scheduling. For items 
with long lead times that may affect the schedule, GC may suggest similar products that would 
be an acceptable ("or equal") substitute. 

2. The contract documents include the working drawings, modifications, the conditions of the 
construction contract, and specifications on drawings.

3. The contract documents are instruments of service and shall remain the property of the 
Architect, whether the project for which they are prepared is executed or not. The contract 
documents are not to be used by the Owner for other projects or extensions to the project, nor 
are they to be modified in any manner except by agreement in writing and appropriate 
compensation to the Architect.

4. The General Contractor is to ensure that all applicable ordinances and regulations are 
adhered to including, but not limited to, the required licensing of subcontractors.

5. Where the contract, notes or drawings call for any work of a more stringent nature than that 
required by the building code or Authority having jurisdiction, the work of the more stringent 
nature called for in the contract, construction notes or drawings shall be furnished, unless 
approved by the Owner or Architect.

6. The General Contractor shall be fully and solely responsible for the removal, replacement, and 
rectification of all damaged and defective material and workmanship in connection with the 
contract work. The Contractor shall replace or repair as directed all such damaged or 
defective materials which shall appear within a period of one year from the date of substantial 
completion.

7. The General Contractor is responsible for and shall provide protection of existing building(s). 
Any damaged caused by the General Contractor or sub-contractors shall be repaired by the 
General Contractor.

8. The General Contractor shall make all necessary provisions for items to be furnished by 
Owner, and provide protection for these items and coordinate their installation with appropriate 
trades.

9. The General Contractor shall carry all required liability, builder's risk, worker's compensation, 
or any other insurance as required by law and hold harmless the Architect from any loss,
liability claim, or demand for damages arising out of or relating to the performance of the work 
as described by these drawings and specifications.

10. The General Contractor shall obtain all permits and licenses and pay all fees necessary for the 
execution of the work.

11. All work performed by the contractor/sub-contractor shall conform to the requirements of 
municipal, local, or federal and state laws, as well as any other governing requirements, 
whether or not specified on the drawings. Requirements within the following publications 
apply:
A. International Building Code
B. NC Building Code - 2018
C. National Fire Protection Assoc.
D. American National Standards Institute
E. Americans With Disabilities Act
F. NFPA 101

12. CONTRACTOR COORDINATION OF PROJECT: The General Contractor's fundamental 
purpose is to manage, coordinate, plan, conduct, layout and supervise the entire work of the 
Contract. The Contractor shall:
A. Check, verify and coordinate all dimensions and construction details before starting 

construction and report any discrepancies to the Architect as required.
B. Plan and coordinate all work, the construction sequence, all subcontractors, and the 

actual installed location and interface of all work.
C. Plan and coordinate all systems and equipment with structure, architecture, ceiling 

heights, door swings, and other work. Any Mechanical, Electrical, Plumbing, Sprinkling, 
etc. equipment to be exposed shall be located and reviewed with the Architect in field 
prior to construction.

13. Do Not Scale Drawings. Dimensions on drawings govern. In the event of conflicts or 
discrepancies between the drawings and the specifications, the specifications shall govern. 
Detail drawings take precedence over smaller scale drawings. Any errors or discrepancies 
discovered between dimensions on drawings and field conditions, or specifications and 
drawings, or any other information, shall be brought to the attention of the Architect and 
clarified before work can proceed.

14. The General Contractor shall remove all rubbish and waste materials left by self and 
subcontractors' employees, and provide for its removal from the site.

15. The General Contractor shall provide all necessary protection for work until turned over to the 
Owner.

16. The construction drawings and notes are supplied to illustrate the design and the general type 
of construction desired and are intended to apply to the finest quality of construction, material, 
and workmanship throughout.

17. References to makes, brands, finishes etc. is to establish type and quality desired. 
Substitutions of acceptable alternatives will be permitted unless specifically noted otherwise, 
when made according to procedures for substitutions.

18. The finished work shall be well anchored, aligned, true, plumb, level, smooth, clean, uniform in 
appearance; without waves, distortions, holes, marks, cracks, stains or discolor. Joints shall 
be close fitting, neat and well scribed. The finish work shall have no exposed, unsightly 
anchors or fasteners (unless intended by design) and shall not present hazardous or unsafe 
corners. 

19. All work shall have the provisions for expansion, contraction and shrinkage as necessary to 
prevent cracks, buckling and warping due to temperature and humidity changes. Confirm all 
masonry expansion joint locations with the Architect prior to the start of construction. 

20. Defective work will not be deemed acceptable upon the Owner's or Architect's failure to 
discover or to point out such work during construction. No payment, partial or in full, shall be 
construed as an acceptance of defective work or improper materials. 

21. "Common Practice" or "common usage" as construction criteria shall be waived by contractor 
wherever details and contract documents or governing codes, ordinances, etc. require greater 
quality or quantity, or show different intent, than "common practice" or "common usage".

22. The General Contractor shall maintain a current and complete set of permitted construction 
drawings on site during all phases of construction for use by all trades.

23. Upon completion of the work the General Contractor shall:
A. Make inspections
B. Assemble operations and maintenance manuals
C. Prepare and coordinate completion of Punch List
D. Coordinate systems and equipment startup
E. Arrange systems and equipment demonstrations to Owner or staff
F. Assemble close-out documents
G. Complete final cleaning
H. Provide Architect of record with as-built drawings

24. All required exits, ways of approach, and ways of travel from the exit onto the street shall 
continuously be maintained during the entire period of construction, free from obstructions for 
egress in the case of fire or other emergencies. All exit ways shall comply with the ADA and 
NCHC codes.

25. The General Contractor shall provide and install fire extinguishers as required by Federal 
Occupational Safety and Health Act (OSHA) and by Fire Department regulations.

26. Insurance and bonding shall be as directed by and to the satisfaction of the Owner.
27. The General Contractor shall provide complete sets of working drawing to sub-contractors, or 

assume full responsibility for coordination of work when complete sets are not available to 
sub-contractors.

28. Supervision:
A. The General Contractor's representative shall be the last person at the construction site 

each day to confirm all lights are off and the common areas are clean.
B. All after-hours deliveries shall be supervised by the General Contractor.
C. A General Contractor representative shall be on site to supervise all work performed in 

occupied spaces unless otherwise directed by Owner.
D. The General Contractor shall have a representative on site each morning for deliveries, 

unlocking of doors, and directing sub-contractors.
E. The General Contractor shall have a representative on site to direct subcontractors during 

the punch-list completion process.

Hauch Design PLLC does not express or imply any warranty or guarantee in regards to the 
interpretation or changes to the ADA. Hauch Design has taken great care to provide general 
compliance with the intent of the ADA, however, the Architect and our retained consultants 
assume no legal responsibility for the outcome of decisions, contracts, or commitments made on 
the basis of these documents. 

ADMINISTRATIVE & GENERAL REQUIREMENTS

PROJECT INFORMATION

1. An addition to an existing 100' x 200' open metal framed warehouse structure. The addition off 
the back will include offices and support space for town employees associated with Public 
Works. The Warehouse will be updated to house vehicles and other equipment.

2. Site Plan is for General reference only. See record survey and Civil drawings for information on 
meets & bounds, utilities, landscaping, parking, and impervious calculations.

3. Building information is based on GIS data, Owner supplied information, and measurements by 
the Architect.

SAMPLES & SUBMITTALS

SAMPLES

1. FLOOR FINISHES AND BASE
2. CEILING TILE
3. PAINT SAMPLES - 12" X 12"
4. MILLWORK
5. ARCHITECTURAL METAL

SUBMITTALS

1. MILLWORK SHOP DRAWINGS
2. DOOR AND HARDWARE SCHEDULE
3. LIGHTING
4. MECHANICAL
5. PLUMBING
6. GLASS AND GLAZING
7. ELECTRICAL GEAR
8. STEEL SHOP DRAWINGS
9. TRUSS SHOP DRAWINGS

1" = 100'-0"
1 S I T E

ARCHITECTURAL DRAWINGS INDEX

L-001 COVER

G-101 CODE SUMMARY (APPENDIX B)

G-102 LIFE SAFETY/ ADA CLEARANCES

S0.0 STRUCTURE GENERAL NOTES

S0.1 STRUCTURE GENERAL NOTES

S1 STRUCTURE OVERALL FLOOR PLAN

S2 STRUCTURE FOUNDATION PLAN

S3 STRUCTURE FLOOR PLAN

S4 STRUCTURE ROOF PLAN

S5 STRUCTURE DETAILS

S6 STRUCTURE DETAILS

A-101 WAREHOUSE FLOOR PLAN

A-111 FLOOR PLAN OFFICES

A-112 MEZZANINE PLAN/ OFFICES ROOF

A-121 REFLECTED CEILING PLAN - OFFICES, MEZZANINE

A-201 BUILDING ELEVATIONS

A-202 BUILDING ELEVATIONS

A-211 ELEVATIONS -  OFFICES

A-301 BUILDING SECTIONS

A-311 ENLARGED SECTIONS

A-312 WALL SECTIONS

A-601 DOOR AND WINDOW SCHEDULE

A-603 ROOM FINISHES

D-101 MAIN LEVEL EXISTING/ DEMO PLAN

P001 PLUMBING SCHEDULE AND NOTES

P002 PLUMBING DETAILS

P101 PLUMBING FIRST FLOOR OFFICE AREA

P102 PLUMBING FIRST FLOOR WASH BAY

P201 PLUMBING RISERS

M001 MECHANICAL SCHEDULES & NOTES

M101 MECH. & GAS PIPING FIRST FLOOR PLAN

M102 MECH. FIRST FLOOR ENLARGED

M201 MECHANICAL DETAILS

E001 ELEC. SCHEDULES & NOTES

E101 ELEC. LIGHTING PLAN

E102 ELEC. POWER PLAN

E201 ELEC. PANEL SCHED. & RISER

OWNER
TOWN OF BENSON
303 E. CHURCH ST.
BENSON, NC 27504

919.894.3553

ARCHITECT
HAUCH DESIGN PLLC
1118 NORRIS STREET

RALEIGH, NC 27604
919.413.0136

STRUCTURE
TYNDALL ENGINEERING

250 SHIPWASH DR. STE. 104
GARNER, NC 27529

919.773.1200

PM&E
MAPLE ENGINEERING

708 ST. MARY'S ST.
P.O. BOX 10443

RALEIGH, NC 27605
919.341.4247
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ALL DRAWINGS, SPECIFICATIONS, DESIGNS AND 
IDEAS REPRESENTED OR INDICATED BY THESE 
DRAWINGS ARE THE PROPERTY OF HAUCH 
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CODE SUMMARY
(APPENDIX B)

G-101

Public Works
Facility -
Benson

12-16-19

Town of Benson
303 E. Church St. Benson
NC 27504

BID/ PERMIT/
CONSTRUCTION

18-303-01

Town of Benson, Public Works Facility
Market Street, Benson NC

S1 (B Accessory) Motor Vehicle Repair Garage with attached Offices
Tim Robbins 919 894-3553 trobbins@townofbenson.com

20,157 - 22,145

-- 23,010

Hauch Design PLLC Jeremy Hauch 13054 919 413 0136 jeremy@hauchdesign.com

T.B.D. - - - -

Maple Engineering PLLC Zack Tomlin 037509 919 341 4247 ztl@maple-eng.com

Tyndall Engineering PLLC Prentice Tyndall 024889 919 773 1200 ptyndall@tyndallengineering.com

27504

2018 APPENDIX B
BUILDING CODE SUMMARY FOR ALL COMMERCIAL PROJECTS

(EXCEPT 1 AND 2 FAMILY DWELLINGS AND TOWNHOUSES)

Name of Project:  ___________________________________________________________________

CONTACT:  

Address:   ___________________________________________________  Zip Code:  ____________
Proposed Use:  _____________________________________________________________________
Owner/Authorized Agent:  __________________ Phone #:  ____________ E-Mail:  _______________
Owned By:
Code Enforcement Jurisdiction: 

Designer
Architectural

2018 NC BUILDING CODE FOR:

2018 NC EXISTING BUILDING CODE:

CONSTRUCTED (date):1985    CURRENT OCCUPANCY(S) (Ch.3):     VACANT   
RENOVATED (date):                  PROPOSED USES(S) (Ch.3):   S1 (B Acessory)

BASIC BUILDING DATA

Civil

Electrical

Fire Alarm

Plumbing

Mechanical

Sprinkler-Standpipe

Structural

Pre-Cast Deck

Truss

Landscape

Kitchen Design

Hood Design/Fire Suppression

Construction Type:
(check all that apply) I-B

Sprinklers:

Standpipes:

Fire District:

Special Inspections Required:

Gross Building Area:

FLOOR EXISTING (SF)    NEW HEATED (SF) NEW UNHTD (SF)       SUBTOTAL

Floor 3

Floor 2

Floor 1

TOTAL

ALLOWABLE AREA
Occupancy:

Assembly:

Business:

Educational:

Factory:

Hazardous:

Institutional:

Mercantile:

Residential:

Storage:

Accessory Occupancies Classification(s):                                                                                     

New Building Addition Renovation

Prescriptive

Alteration:

Repair

II-B III-B V-B

I-A II-A III-A V-AIV

No Partial Yes NFPA 13 NFPA 13R NFPA 13D

No Yes Class I Class II Class III Wet Dry

No Yes (Primary) Flood Hazard Area: No Yes

I-1 I-2 I-3

A-1 A-2 A-3

F-1 Moderate F-2 Low

H-1 Detonate H-2 Deflagrate

I-4

H-3 Combust H-4 Health H-5 HPM

R-1 R-2 R-
3

R-4

S-1 Moderate S-2 Low High-Piled

Utility and Miscellaneous:

Parking Garage Open Repair Garage

City/County Private State

StateCity_______________ County ___________

Firm Name Lic. # EmailPhone #

I-3 Condition 1 2 3 4 5

A-4 A-5

Enclosed

-

- - - - -

- - - -

1,988 (B Offices)

--

-- --

-

- - - - -

- -

-- - -Basement --

Jeremy Hauch RA

55'-0"

2

--

--

-- -- -- -- -- -- --

-- -- -- -- -- -- --

-- -- -- -- -- -- --

-- - -- -- -- -- --

-- --

-- --

-- -- -- -- --

-- --

-- -- --

-- -- -- -- --

-- -- -- -- --

-- -- -- -- --

-- -- -- -- -- --

-- -- -- -- -- --

--

-- -- -- -- -- -- -- --
B - 19  

Occupants 3 0 3 3 0 0

1 0 1 0 0 0

--

--
--
--
--
--
--

--

--

--

--

--

N/A

-- -- -- -- -- -- --

-- -- -- -- -- -- --

FIRE PROTECTION REQUIREMENTS

ALLOWABLE HEIGHT

Building Height in Feet (Table 504.3)

Building Height in Stories (Table 504.4)

SHOWN ON 
PLANS

CODE 
REFERENCE

Structural Frame
Including Columns, 
Girders, Trusses

Bearing Walls

Exterior

Interior
Nonbearing Walls and 
Partitions

BUILDING ELEMENT

FIRE 
SEPARATION 

DISTANCE 
(FEET)

RATING

REQ'D

Exterior

Interior walls and partitions

North

East

West

South

Floor Construction Including 
supporting beams and joists

Roof Construction Including 
supporting beams and joists

Roof Ceiling Assembly

Corridor Separation

Occupancy/ Fire Barrier  
Separation

Party/Fire Wall Separation

Smoke Partition

Tenant/Dwelling Unit/ Sleeping 
Unit Separation

Incidental Use Separation

PROVIDED
(W/_____* 

REDUCTION)

DETAIL #
AND

SHEET #

DESIGN # 
FOR RATED 
ASSEMBLY

DESIGN # FOR 
RATED 

PENETRATION

DESIGN # 
FOR 

RATED 
JOINTS

* Indicate section number permitting reduction

LIFE SAFETY SYSTEM REQUIREMENTS

Emergency Lighting:

Exit Signs:

Fire Alarm:

Smoke Detection Systems:

Carbon Monoxide Detection:

ACCESSBILE DWELLING UNITS (Section 1107)  N/A

TOTAL 
UNITS

PLUMBING FIXTURE REQUIREMENTS (Table 2902.1)

EXIST'G

USE URINALS

NEW

REQ'D

WATER CLOSETS

MALE FEMALE

LAVATORIES

MALE FEMALE
SHOWERS 

/ TUBS

DRINKING FOUNTAINS

REGULAR ACCESSIBLE

SPECIAL APPROVALS
Special Approval: (Local Jurisdiction, Department of Insurance, OSC, DPI, DHHS, ICC, etc.)
Describe Below:

ELECTRICAL SUMMARY

ELECTRICAL SYSTEM AND EQUIPMENT

Method of Compliance:

Lighting Schedule                                    *SEE SCHEDULES

MECHANICAL SUMMARY

MECHANICAL SYSTEMS, SERVICE SYSTEMS, AND EQUIPMENT

Thermal Zone

winter dry bulb

summer dry bulb

Interior design conditions

relative humidity

TENANT heating load:

TENANT cooling load:

Mechanical Spacing Conditioning System

Unitary
description of unit

heating efficiency

cooling efficiency

size category of unit

Boiler
Size category, If oversized state reason.:

Chiller

List equipment efficiencies

No Yes

No Yes

No Yes

No Yes

No Yes

PrescriptivePerformance

Lamp type required in fixture
Number of lamps in fixture
Ballast type used in fixture
Number of ballasts in fixture
Total wattage per fixture
Total interior wattage specified vs. allowed

(whole building or space by space)
Total exterior wattage specified vs. allowed

__________________________________
__________________________________
__________________________________
__________________________________
__________________________________
__________________________________

__________________________________

______________________

winter dry bulb

summer dry bulb

______________________

________________________________________

________________________________________

________________________________________

________________________________________

____________________________
________________________

Partial                 

-- -- -- -- -- -- --

-- -- -- -- -- -- --

-- -- -- -- -- -- --

North

East

West

--

--

--

--

--

--

--

--

--

--

--

-- -- -- -- -- -- --South

-- -- -- -- -- -- --

--Columns Supporting Roof

10 10 1

ACCESSBILE PARKING (Section 1106)

LOT OR 
AREA OF 
PARKING REQUIRED REGULAR WITH 5' 

ACCESS AISLE

TOTAL # 
ACCESSIBLE 
PROVIDEDPROVIDED

# OF ACCESSIBLE SPACES PROVIDED

--

ACCESSIBLE 
UNITS 

REQUIRED

--

ACCESSIBLE 
UNITS 

PROVIDED

--

TYPE A 
UNITS 

REQUIRED

--

TYPE A 
UNITS 

PROVIDED

--

TYPE B 
UNITS 

REQUIRED

TYPE B 
UNITS 

REQUIRED

--

TOTAL 
ACCESSIBLE 

UNITS PROVIDED

--

TOTAL # OF PARKING SPACES

132" ACCESS 
AISLE

8' ACCESS 
AISLE

VAN SPACES WITH

-- -- 1--

-- -- -- -- -- ----

TOTAL

N/ASize category, If oversized state reason.: ____________________________
________________________

SEE SCHEDULES________________________________________

Energy Code:

PrescriptivePerformanceASHRAE 90.1:

Additional Efficiency Package Options (When using 2018 NCECC; not req'd for ASHRAE 90.1

C406.2 More Efficient HVAC Equipment Performance

C406.3 Reduced Lighting Power Density

C406.4 Enhanced Digital Lighting Controls

C406.5 On-Site Renewable Energy

C406.6 Dedicated Outdoor Air System

C406.7 Reduced Energy Use in Service Water Heating

* SEE MECHANICAL DRAWINGS SHEET M001

* SEE ELECTRICAL DRAWINGS SHEET E001

-- ----

LIFE SAFETY PLAN REQUIREMENTS
Life Safety Plan Sheet #: __________________

Fire and/or smoke rated wall locations (Chapter 7)

Assumed and real property line locations (if not on the site plan)

Exterior wall opening area with respect to distance to assumed property lines (705.8)

Occupancy Use for each area as it relates to occupant load calculation (Table 1004.1.2)

Occupant loads for each area

Exit access travel distances (1017)

Common path of travel distances (1006.2.1 & 1006.3.2(1))

Dead end lengths (1020.4)

Clear exit widths for each exit door

Maximum calculated occupant load capacity each exit door can accommodate based on 
egress width (1005.3)
Actual occupant load for each exit door

A separate schematic plan indicating where fire rated floor/ceiling and/or roof 
structure is provided for purposes of occupancy separation
Location of doors with panic hardware (1010.1.10)

Location of doors with delayed egress locks and the amount of delay (1010.1.9.7)

Location of doors with electromagnetic egress locks (1010.1.9.9)

Location of doors equipped with hold-open devices

Location of emergency escape windows (1030)

The square footage of each fire area (202)

The square footage of each smoke compartment for Occupancy Classifications I-2 (407.5)

Note any code exceptions or table notes that may have been utilized regarding the items above

Johnston

G-102

Maple Engineering PLLC Zack Tomlin 037509 919 341 4247 ztl@maple-eng.com

Maple Engineering PLLC Zack Tomlin 037509 919 341 4247 ztl@maple-eng.com

-

1st Time Interior Completion

Shell/Core - contact the local inspection jurisdiction for 
possible additional procedures & requirements
Phased Construction - Shell/Core - contact the local inspection 
jurisdiction for possible additional procedures & requirements

Chapter 14

No Yes (Contact local inspection jurisdiction for 
additional procedures and requirements.

Level 1 Level II Level III

Historic Property Change of Use

RISK CATEGORY (Table 1604.5): Current:

Proposed:

I II III IV

I II III IV

Mezzanine 865 -- - -

B - Offices

Incidental Uses (Table 509):                                                                                                              N/A

Special Uses (Chapter 4 - List Code Selections):                                                                              N/A

Special Provisions: (Chapter 5 - List Code Selections):                                                                   N/A

Special Provisions: (Chapter 5 - List Code Selections):                                                                   N/A

-- --Mixed Occupancy:

Non-Separated Use (508.3)
The required type of construction for the building shall be determined by applying the 
height and area limitations for each of the applicable occupancies to the entire building. 
The most restrictive type of construction, so determined, shall apply to the entire building.

Separated Use (508.4) - See below for area calculations
For each story, the area of occupancy shall be such that the sum of the ratios of the 
actual floor area of each use divided by the allowable floor area for each use shall not 
exceed 1.

Actual Area of Occupancy A Actual Area of Occupancy B

Allowable Area of Occupancy A Allowable Area of Occupancy B
≤ 1

≤ 1.00. . . .    = 

No Yes Separation: _____ hr Exception: _____________

ALLOWABLE

Provide code reference if the "Shown on Plans" quantity is not based on Table 504.3 or 504.4

2

3

29'-0"

1 + Mezz

1

1

The maximum height of air traffic control towers must comply with Table 412.3.1.
2

The maximum height of open parking garages must comply with Table 406.5.4.
3

-

-

--

--

PERCENTAGE OF WALL OPENING CALCULATIONS

ALLOWABLE 
AREA (%)

ACTUAL SHOWN 
ON PLANS (%)

DEGREE OF OPENINGS 
PROTECTION (TABLE 705.8)

-

-

FIRE SEPARATION DISTANCE 
(FEET) FROM PROPERTY LINES

UNISEX UNISEX

Exist. Warehouse: rolled batt above heated areas
Office Addition: Rigid above deck - Tectum Product

0.039

3 in Offices

.60 Max

24 SF

Warehouse: Metal panel on structural framing
Offices: 8" CMU with filled cores and 1/2" c.i.

0.1

9.1 + 3 c.i.

.45 

.40

.21

2.0

N/A

--

--

N/A

--

--

4" slab on grade over vapor barrier

NR

ENERGY SUMMARY

ENERGY REQUIREMENTS
The following data shall be considered minimum and any special attribute required to meet the energy 
code shall also be provided. Each Designer shall furnish the required portions of the project information 
for the plan data sheet. If performance method, state the annual energy cost for the standard reference 
design vs annual energy cost for the proposed design

THERMAL ENVELOPE (Prescriptive method only)

Method of Compliance:   Energy Code

Roof/Ceiling Assembly (each assembly)

Exterior Walls (each assembly)

Walls below grade (each assembly)

Floors over unconditioned space (each assembly)

Floors slabs on grade (each assembly)

Prescriptive

Description of assembly

U-Value of total assembly

R-Value of insulation

Skylights in each assembly

U-Value of skylight

Total square footage of skylights in each assembly

_______________________________________

_______________________________________

_______________________________________

_______________________________________

_______________________________________

_________________________

Description of assembly

U-Value of total assembly

R-Value of insulation

Openings (windows or doors with glazing)

U-Value of assembly

Solar heat gain coefficient

Projection factor

Door R-Values

_______________________________________

_______________________________________

_______________________________________

_______________________________________

_______________________________________

_______________________________________

_______________________________________

Description of assembly

U-Value of total assembly

R-Value of insulation

_______________________________________

_______________________________________

_______________________________________

Description of assembly

U-Value of total assembly

R-Value of insulation

_______________________________________

_______________________________________

_______________________________________

Description of assembly

U-Value of total assembly

R-Value of insulation

_______________________________________

_______________________________________

_______________________________________

Horizontal / vertical requirement _______________________________________

Slab heated _______________________________________

Climate Zone: 43 5

Performance

(ASHRAE 90.1) PrescriptivePerformance

Exempt Building: No Yes (Provide code or statutory reference):                                         

Existing Building envelope complies with code: No Yes (The remainder of this section is not applicable)

--
--

--
--
--

--
--
--

--

--

2018 APPENDIX B 
BUILDING CODE SUMMARY FOR ALL COMMERCIAL PROJECTS

DESIGN LOADS:       *SEE STRUCTURAL DRAWINGS

s
E

GroundSnow Load:

Wind Load:

SEISMIC DESIGN CATEGORY:

LATERAL DESIGN CONTROL:

SOIL BEARING CAPACITIES:

Snow (I  )
Seismic (I   )

___________
_________
__________

Roof
Mezzanine
Floor

Live Loads:

Importance Factors:

__________ psf
__________ psf
__________ psf

__________ psf

Ultimate Wind Speed
Exposure Category

Provide the following Seismic Design Parameters:

A C D

Risk Category (Table 1604.5)

Spectral Response Acceleration

Site Classification (Table1613.5.2)

Basic Structural System (check one) Bearing Wall

Building Frame

Moment Frame

Dual with Special Moment Frame

Dual with Intermediate R/C or Special Steel

Inverted Pendulum

Analysis Procedure:

Architectural, Mechanical, Components anchored?

Ss = ____________ %g S  = ____________ %g

Field Test Presumptive Historical Data

Simplified DynamicEquivalent Lateral Force

Earthquake Wind 

Field Test (provide copy of test report)
Presumptive Bearing capacity
Pile size, type, and capacity

_________ psf
_________ psf
_________________________________________

_______ mph (ASCE-7)

B

I III IVII

A C DB E F

Data Source:

-- --

STORY
NO.

DESCRIPTION 
AND USE

(A)
BLDG AREA PER 
STORY (ACTUAL)

(B)
TABLE 506.2

AREA

(C)
AREA FOR FRONTAGE 

INCREASE

(D)
ALLOWABLE AREA PER 
STORY OR UNLIMITED

1 - Frontage area increases from Section 506.3 are computed thus:
a. Perimeter which fronts a public way or open space having 20 feet minimum width = ___________ (F)
b. Total Building Perimeter = ___________ (P)
c. Ratio (F/P) = ___________ (F/P)
d. Minimum Width of Public Way = ___________ (W)
e. Percent of frontage increase I  = 100 [(F/P) - 0.25] x W/30 = ___________ (%)f

2 - Unlimited area applicable under conditions of Section 507

3 - Maximum Building Area = total number of stories in the building x E (506.2)

4 - The maximum area of open parking garages must comply with 406.5.4. 

4

1,5 2,3

1 22,145 17,500 13,125 30,625

600
600
1
30
75

S-1 (B access.) 

5 - Frontage increase is based on the unsprinklered area value in Table 506.2 

STRUCTURAL DESIGN

Yes No

2018 APPENDIX B 
BUILDING CODE SUMMARY FOR ALL COMMERCIAL PROJECTS

MECHANICAL DESIGN

______________________

______________________

______________________

______________________

______________________

______________________

2018 APPENDIX B 
BUILDING CODE SUMMARY FOR ALL COMMERCIAL PROJECTS

ELECTRICAL DESIGN

-- --Floor Ceiling Assembly ---- ----

-- --Column Supporting Roof ---- ----

-- -- -- -- ----Shaft Enclosure - Exit

-- -- -- -- ----Shaft Enclosure - Other

-- -- -- -- --Smoke Barrier Separation --

*SEE SCHEDULES

* Existing floor total 20,157 currently unheated. New heated area within warehouse space: 2,198 sf.

10 10 1 1

33 c.i.

NR

NR

NR

-- -- -- -- -- -- -- --
S1- 40  

Occupants 1 0 1 0 0 0

1 0 1 0 0 0

EXIST'G

NEW

REQ'D
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SHOP
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ALL DRAWINGS, SPECIFICATIONS, DESIGNS AND 
IDEAS REPRESENTED OR INDICATED BY THESE 
DRAWINGS ARE THE PROPERTY OF HAUCH 
DESIGN PLLC, DEVELOPED AND ISSUED 
EXCLUSIVELY FOR USE ON, AND IN CONNECTION 
WITH THE SPECIFIED PROJECT, AND SHALL NOT 
BE DUPLICATED OR USED ON OTHER PROJECTS, 
IN WHOLE OR PART, WITHOUT WRITTEN 
CONSENT OF THE ARCHITECT.  
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LIFE SAFETY/ ADA
CLEARANCES

G-102

Public Works
Facility -
Benson

12-16-19

Town of Benson
303 E. Church St. Benson
NC 27504

BID/ PERMIT/
CONSTRUCTION

18-303-01

EGRESS/OCCUPANCY LEGEND

NAME
#P
O

ROOM/SPACE NAME

OCCUPANT LOAD

CLASSIFICATION

160
DIRECTION OF EXIT 
TRAVEL

CAPACITY OF EXIT

TOTAL OCCUPANCY: 70

3/32" = 1'-0"
1 LIFE SAFETY

AS IDENTIFIED BY THE CRITERIA IN NC BUILDING CODE, CHAPTER 11 / ANSI A117.1 (2009),
THE ENTIRE BUILDING WILL BE MADE TO COMPLY. NORMAL HANDICAPPED ACCESSIBLE AND
VAN PARKING SPACE WILL BE PROVIDED IN ACCORDANCE WITH NCBC CHAPTER 11/ ANSI
A117.1 (2009).

MEANS OF EGRESS - MAXIMUM FLOOR AREA ALLOWANCES - 2018
NCBC TABLE 1004.1.2

WAREHOUSE/GARAGE/MEZZ - EXISTING BUILDING  (500 GROSS/ 20,000SF) = 40 OCCUPANTS
OFFICES - NEW CONSTRUCTION - BUSINESS (100 GROSS/1,945 SF) = 19 OCCUPANTS

REQUIRED EGRESS WIDTHS AND LENGTHS

OTHER COMPONENTS .2" / OCCUPANT
COMMON PATH OF EGRESS TRAVEL 75' MAX
EXIT ACCESS TRAVEL DISTANCE 200' MAX
DEAD-END LENGTHS 20' MAX
*ALL EXTERIOR EXIT DOORS ARE 3-0 DOORS, 32" CLEAR EXIT WIDTH.
TOTAL OCCUPANCY - 59
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NEW HEATED SHOP SPACE WITH 
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FREEZE-PROTECTED GARAGE SPACE
STORAGE OF STREET SWEEPER AND JETTER
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OVERHEAD DOOR: 20' HT 14' W

OVERHEAD DOOR: 20' HT 14' W

OVERHEAD DOOR: 
14' HT 14' W
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NEW WALL AND INSULATION, TO CEILING
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GALV. BAR GRATING
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108 107 106 105 104 103

111

114

115A

115B

112

101A

102A 102B

101B

SWEEPER/
JETTER GARAGE

102

EXTEND TRENCHES AS REQUIRED

WAREHOUSE
FLOOR

101

82' - 8"

102C

113

EXISTING CONCRETE UNDER OVERHANG

1
0

0
' -

 0
"

2
0

' -
 0

"

LINE OF CANTILEVERED ROOF OVERHEAD

EXISTING CONCRETE 

200' - 0"

3' - 2" 26' - 6" 26' - 6" 26' - 6" 26' - 6" 26' - 6"

101C

PLAN NORTH

D

C

B

A

5 4 3 2 1

P
rin

te
d:

Date:

Issue Dates / Revisions:

No: Date:Description:

Project No:

Sheet Scale:

11
18

 N
or

ris
 S

tr
ee

t  
R

al
ei

gh
, N

C
 2

76
04

   
w

w
w

.h
au

ch
de

si
gn

.c
om

91
9.

58
9.

31
32
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GALV. BAR GRATING

109

DW
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SINK: KOHLER - K-RH5267-4-NA 
FAUCET: MOEN - 87702SRS

30" GAS T.B.S. 
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REF.

WATER SUPPLY
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LEG STAND
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2
6

' -
 0

"

82' - 8"

CONT. SINGLE PLY ROOFING 
MEMBRANE - THERMO PLASTIC 
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GUTTER TO DOWNSPOUT

DOWNSPOUT
DOWNSPOUT

DOWNSPOUT

EXTEND EXISTING DOWNSPOUT OVER NEW 
ROOF. DO NOT OUTFALL ONTO NEW ROOF. 
DOUBLE PLY UNDER DOWNSPOUT
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EXCEEDS IBC & OSHA INDUSTRIAL 
STAIR STD. 1910.24. TREADS: 

GALV. BAR GRATING
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OFFICES ROOF
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E
Q
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• CEILING TYPE A:
BASIS OF DESIGN: USG ACOUSTICAL PANEL
"MARS CLIMA PLUS"
TEGULAR
COLOR: WHITE
2' X 2'
THICKNESS: .75"
NRC: 0.70
SUSPENSION: DONN DX/DXL
SUSPENSION COLOR: WHITE
WALL EDGE TRIM 

ACOUSTICAL TILE INSTALLATION NOTES:

• INSTALL ONLY WHEN ENVIRONMENTAL CONDITIONS ARE WITHIN THE 
CEILING MANUFACTURERʼS LIMITS.

• COORDINATE ALL RELATED WORK INCLUDING ELECTRICAL AND 
MECHANICAL IN CONTACT WITH CEILING.

• MEASURE EACH AREA. LAYOUT WORK TO EQUALIZE PANEL WIDTHS 
AT EACH OPPOSITE EDGE.

• INSTALL PANELS PER PATTERN AS SHOWN IN PLAN
• CONFIRM CEILING HEIGHTS
• RECESSED CYLINDRICAL OR SURFACE MOUNT LIGHTS IN PANEL TO 

BE INSTALLED IN CENTER OF PANEL.

SEE ELEC. DRAWINGS AND FIXTURE SCHEDULE FOR SPECIFIC 
FIXTURES AND REQUIREMENTS.

SEE ELECTRICAL DRAWINGS FOR SWITCHING. CONFIRM WITH 
OWNER.

SEE MECHANICAL DRAWINGS FOR DIFFUSER LOCATIONS AND 
FAN SCHEDULES.
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SUPPORTS, COLOR: BLACK
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AAAAAA

DOWNSPOUT WITH SCUPPER BOX

DOWNSPOUT WITH SCUPPER BOX

DOWNSPOUT WITH SCUPPER BOX

MEZZANINE
13' - 0"

2 11.5

26' - 0"

15' - 4" 10' - 8"

EXTRUDED ALUM CANOPY 
WITH OVERHEAD BAR 
SUPPORTS, COLOR: BLACK

BB

21 1.5

26' - 0"

EXTRUDED ALUM CANOPY 
WITH OVERHEAD BAR 
SUPPORTS, COLOR: BLACK

AA

HOSE BIB

10' - 8" 15' - 4"

FLOOR LEVEL
0' - 0"

MEZZANINE
13' - 0"

I

TOP OF WALL
11' - 4"

J

108A

18' - 4"

EXTRUDED ALUM. CANOPY, 
WITH OVERHEAD BAR 

SUPPORTS, COLOR: BLACK
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1/4" = 1'-0"

ELEVATIONS -
OFFICES

A-211

Public Works
Facility -
Benson

12-16-19

Town of Benson
303 E. Church St. Benson
NC 27504

BID/ PERMIT/
CONSTRUCTION

18-303-01

1/4" = 1'-0"
1 OFFICES WEST

1/4" = 1'-0"
2 OFFICES NORTH

1/4" = 1'-0"
3 OFFICES SOUTH

1/4" = 1'-0"
4 OFFICES EAST ENTRANCE



FLOOR LEVEL
0' - 0"

MEZZANINE
13' - 0"

5432 6

MAIN ROOF
23' - 0"

2

A-301

1

TOP OF WALL
11' - 4"

1.5

EXISTING WALL

26' - 0" 33' - 4" 33' - 4" 33' - 4" 20' - 0"

102C

100' - 0"

10' - 8" 15' - 4"

FLOOR LEVEL
0' - 0"

MEZZANINE
13' - 0"

ABCDEFGHI

MAIN ROOF
23' - 0"
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A-301

1

A-311

TOP OF WALL
11' - 4"

J F.1

115B

108A 112

18' - 4" 20' - 6" 20' - 6" 23' - 4" 3' - 2" 26' - 6" 26' - 6" 26' - 6" 26' - 6" 26' - 6"

NEW MEZZANINE STAIR: PRE-
ENGINEERED, MEETS OR 

EXCEEDS IBC & OSHA INDUSTRIAL 
STAIR STD. 1910.24. TREADS: 

GALV. BAR GRATING
NEW SHOP WALL 

RE-LOCATE/ RE-USE EXISTING 
MEZZANINE STEEL AND BAR JOIST
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BUILDING SECTIONS

A-301

Public Works
Facility -
Benson

12-16-19

Town of Benson
303 E. Church St. Benson
NC 27504

BID/ PERMIT/
CONSTRUCTION

18-303-01

1/8" = 1'-0"
1 LATERAL 02

1/8" = 1'-0"
2 LONG 02



321

ROOF CONSTRUCTION:
• MEMBRANE - THERMO PLASTIC OLEFIN 

(TPO)
• TECTUM ROOF PANEL - "TECTUM III" -

TOTAL PANEL THICKNESS: 8" - R-33.13
• OPEN WEB JOIST - 4' O.C. SPAN, SEE 

STRUCTURE

DROP CEILING

1.5

10' - 8" 15' - 4" 33' - 4"

A-312
1

FRAME CEILING 
OVER STORAGE

NEW MEZZANINE STAIR: PRE-
ENGINEERED, MEETS OR 

EXCEEDS IBC & OSHA INDUSTRIAL 
STAIR STD. 1910.24. TREADS: 

GALV. BAR GRATING
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ENLARGED SECTIONS

A-311

Public Works
Facility -
Benson

12-16-19

Town of Benson
303 E. Church St. Benson
NC 27504

BID/ PERMIT/
CONSTRUCTION

18-303-01

1/4" = 1'-0"
1 LATERAL 03



FLOOR LEVEL
0' - 0"

MEZZANINE
13' - 0"

1

TOP OF WALL
11' - 4"

PRECAST SILL

ROOF CONSTRUCTION:
• MEMBRANE - THERMO PLASTIC OLEFIN (TPO)
• TECTUM ROOF PANEL - "TECTUM III" - TOTAL 

PANEL THICKNESS: 8" - R-33.13
• BAR JOIST, SEE STRUCTURE

  ALUM. STOREFRONT

TYPICAL WALL SECTION, EXTERIOR TO 
INTERIOR:

• 8 X 8 X 16 CMU - PAINTABLE BLOCK - PROVIDE 
WEEPS TO EXTERIOR

• FILL CORES - "CORE-FILL 500" R-4.91/IN. SEE 
SPEC THIS SHEET

• 1/2" FOIL FACE POLYISOCYANURATE, CONT. 
TAPE SEAMS

• 1-1/2" FURRING CHANNEL
• 5/8" GYPSUM WALL BOARD

SEE STRUCTURE FOR LINTEL REQ.

EXTRUDED ALUMINUM CANOPY 
BEYOND, WITH OVERHEAD BAR 

SUPPORTS. COLOR: BLACK.

SMOOTH BOX SCUPPER & 
DOWNSPOUT, COLOR: BLACK

A-312
2

SEE STRUCTURE FOR TYPICAL 
EXTERIOR FOUNDATION DETAILS 

MAX SLOPE 2%

INTERIOR FLOOR FINISH, 
SEE SCHEDULE

1"

  PROVIDE WEEPS

2
 1

/4
"

8 7/8"

A

1

TOP OF WALL
11' - 4"

EDGE OF MANUF. 
ROOF PANEL.

P.T. 2 X FRAMING 

2

6

P.T. SILL, 
ATTACH TRUSS PER MANUF. 

SEE STRUCUTRE

OPEN-CELL SPRAY 
INSULATION OVER SILL, 
BETWEEN TRUSSES

PNTD. TRIM FASCIA
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As indicated

WALL SECTIONS

A-312

Public Works
Facility -
Benson

12-16-19

Town of Benson
303 E. Church St. Benson
NC 27504

BID/ PERMIT/
CONSTRUCTION

18-303-01

3/4" = 1'-0"
1 WALL SECTION 01

NOTE: SEE WINDOW SCHEDULE SHEET A-601 FOR  
ALUMINUM STOREFRONT SYSTEM - VERIFY FINAL 
SELECTION WITH OWNER

1 1/2" = 1'-0"
2 DETAIL AT EAVE



FLOOR LEVEL
0' - 0"

A

8
' -

 0
"

5
' -

 4
"

3' - 4"

1
' -
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"

8
' -

 0
"

4' - 0"

B

FGHGF - HM OR WOOD, SEE SCHEDULE

SEE SCHEDULE

4
"

2"

2"

2
"

INTERIOR SIDELITE AT 
DOOR 109, SEE PLAN

2"

2
"

1' - 2" V.I.F.

DOOR TYPES
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DOOR AND WINDOW
SCHEDULE

A-601

Public Works
Facility -
Benson

12-16-19

Town of Benson
303 E. Church St. Benson
NC 27504

BID/ PERMIT/
CONSTRUCTION

18-303-01

DOOR & FRAME SCHEDULE

Door
No. Room

DOOR FRAME

Comments
Hardware

Set
Door
No.

Type:
Material Height Width Finish Type Material Finish

101C WAREHOUSE HG-HM 7' - 0" 3' - 0" Painted ST1 Hollow Mtl. Painted 101C

102C SWEEPER/ JETTER 7' - 0" 3' - 0" Painted ST1 Hollow Mtl. Painted INSULATED CORE LS 102C

103 OFFICE FG-Wood 7' - 0" 3' - 0" Transparent ST1 Hollow Mtl. Painted PR 103

104 OFFICE FG-Wood 7' - 0" 3' - 0" Transparent ST1 Hollow Mtl. Painted PR 104

105 OFFICE FG-Wood 7' - 0" 3' - 0" Transparent ST1 Hollow Mtl. Painted PR 105

106 OFFICE FG-Wood 7' - 0" 3' - 0" Transparent ST1 Hollow Mtl. Painted PR 106

107 OFFICE FG-Wood 7' - 0" 3' - 0" Transparent ST1 Hollow Mtl. Painted PR 107

108 OFFICE FG-Wood 7' - 0" 3' - 0" Transparent ST1 Hollow Mtl. Painted PR 108

108A ENTRY HG-HM 7' - 0" 3' - 0" Painted ST1 Hollow Mtl. Painted KEYPAD ENTRY - INSULATED CORE LS 108A

108B OFFICE -SHOP HG-HM 7' - 0" 3' - 0" Painted ST1 Hollow Mtl. Painted KEYPAD ENTRY - INSULATED CORE LS 108B

108C BACK ENTRY HG-HM 7' - 0" 3' - 0" Painted ST1 Hollow Mtl. Painted KEYPAD ENTRY - INSULATED CORE LS 108C

109 ADMIN FG-Wood 7' - 0" 3' - 0" Transparent ST1 Hollow Mtl. Painted INTERIOR GLAZING PR 109

111 STORAGE F-Wood 7' - 0" 3' - 0" Transparent ST1 Hollow Mtl. Painted CL 111

112 BATHROOM 7' - 0" 3' - 0" Painted ST1 Hollow Mtl. Painted INSULATED CORE PR 112

113 LAUNDRY/ICE 7' - 0" 3' - 0" Painted ST1 Hollow Mtl. Painted INSULATED CORE CL 113

114 MECHANICAL 7' - 0" 3' - 0" Painted ST1 Hollow Mtl. Painted INSULATED CORE CL 114

115A SHOP HG-HM 7' - 0" 3' - 0" Painted ST1 Hollow Mtl. Painted KEYPAD ENTRY - INSULATED CORE LS 115A

115B SHOP HG-HM 7' - 0" 6' - 0" Painted ST1 Hollow Mtl. Painted KEYPAD ENTRY - INSULATED CORE LS 115B

116 BATHROOM F-Wood 7' - 0" 3' - 0" Transparent ST1 Hollow Mtl. Painted PR 116

117 BATHROOM F-Wood 7' - 0" 3' - 0" Transparent ST1 Hollow Mtl. Painted PR 117

118 BATHROOM F-Wood 7' - 0" 3' - 0" Transparent ST1 Hollow Mtl. Painted PR 118

NOTES:
1. WOOD DOORS - ROTARY CUT WHITE BIRCH - CLEAR FACTORY FINISH
2. PROVIDE ADA SIGNAGE AT BATHROOMS

FRAMES:
1. HOLLOW METAL FRAMES: 16 GA KNOCK-DOWN FRAMES
2. HM DOOR AND WINDOW FRAME COLOR TO MATCH ADJACENT WALL COLOR - SHOP PRIMER COAT PLUS 

TWO COATS SEMI-GLOSS ENAMEL.

DOOR HARDWARE:
1. PROVIDE ADA LEVER TRIM THROUGHOUT - SATIN NICKEL FINISH. 
2. ALL LOCKS TO BE KEYED INTO A MASTER KEYING SYSTEM. KEYPAD AT EXTERIOR DOORS TO OFFICE.
3. LOCATE HARDWARE ON DOORS AND FRAMES IN ACCORDANCE WITH MANUFACTURERE'S STANDARDS.
4. PROVIDE DOOR STOPS WHERE APPROPRIATE. FINISH TO MATCH
5. PROVIDE FULL HARDWARE SBMITTAL FOR APPROVAL
6. HARDWARE TO BE FINALIZED WITH OWNER PRIOR TO ORDERING, AND SHALL BE FULLY CORRDINATED 

WITH OWNER'S SECURITY SYSTEM

LS: LOCKSET        PR: PRIVACY SET       CL: CLOSET

1/2" = 1'-0"
1 WINDOW TYPE A

1/2" = 1'-0"
2 WINDOW TYPE B

GARAGE DOORS

Door
No. Room

DOOR FRAME

Comments
Hardware

Set
Door
No.

Type:
Material Height Width Finish Type Material Finish

101A WAREHOUSE MTL - Manuf 14' - 0" 20' - 0" Factory Color G-1 Per Manuf Factory Color Overhead Garage Doors to be Equiped with Automatic Openers. See Notes Per Manuf 101A

101B WAREHOUSE MTL - Manuf 14' - 0" 20' - 0" Factory Color G-1 Per Manuf Factory Color Overhead Garage Doors to be Equiped with Automatic Openers. See Notes Per Manuf 101B

102A SWEEPER/ JETTER MTL - Manuf 14' - 0" 14' - 0" Factory Color G-1 Per Manuf Factory Color Overhead Garage Doors to be Equiped with Automatic Openers. Insulated, See Notes Per Manuf 102A

102B SWEEPER/ JETTER MTL - Manuf 14' - 0" 14' - 0" Factory Color G-1 Per Manuf Factory Color Overhead Garage Doors to be Equiped with Automatic Openers. Insulated, See Notes Per Manuf 102B

ALUMINUM STORE FRONT SYSTEM:

A. Basis of Design: Oldcastle "Series 3000 Thermal MultiPlane, Center Set"
B. Frame Size: 2 inches sightline, 4.5 inches deep, U.N.O. see elevations for 

sizes.
C. Glass Position: Center.
D. Assembly Method: Screw spline or shear block.
E. Color: Dark Bronze or Black - Standard Manuf. Color

GARAGE DOORS: PRODUCTS/MANUF OPTIONS - TO BE SELECTED: 
A. "DOORLINK"
B. "C.H.I."
C. "D.B.C.I."

NOTE: RETROFIT EXISTING GARAGE DOORS TO REMAIN WITH OVERHEAD 
AUTOMATIC OPENERS

HM - HOLLOW METAL
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ROOM FINISHES

A-603

Public Works
Facility -
Benson

12-16-19

Town of Benson
303 E. Church St. Benson
NC 27504

BID/ PERMIT/
CONSTRUCTION

18-303-01

NOTES:

• CONC-1 - SEALED WITH CLEAR ACRYLIC HARDENER, SEALER, DUSTPROOFER. INSTALL PER MANF. REQUIREMENTS.
BASIS OF DESIGN: "MASTERKURE HD 200WB" - 0 VOC. DRY BUFF AFTER 24 HRS WITH NON-AGGRESSIVE PAD.  FILL JOINTS WITH FILLER 
PRIOR TO APPLICATION OF SEALER

• CPT-1 - CARPET TILE: BASIS OF DESIGN: MILLIKEN - SURGE IN STRIKE - SUR106 25 CM X 1M PLANKS
www.milliken.com 

• TILE-1 - BASIS OF DESIGN: 12 X 24 DAL-TILE PORTFOLIO SERIES - ASH GREY PF05. GROUT TO MATCH TILE COLOR.
RECESS CONCRETE SUBFLOOR TO ACCOMODATE THICKNESS OF TILE, RESULTING IN MATCHING FINISH FLOOR HEIGHTS WITH 
CONCRETE TRANSITION WITH "SCHIENE" STAINLESS MATCHING HEIGHT TRANSITION STRIP - SCHLUTER SYSTEMS

• TILE-2 - BASIS OF DESIGN: 2 X 2 DAL-TILE MOSAIC PORTFOLIO SERIES - ASH GREY OR MATCH BATHROOM FLOOR

• TILE-3 - BASIS OF DESIGN, "DALTILE" CLEAR BRIGHT WHITE 3" X 12" CERAMIC MODULAR WALL TILE - GROUT COLOR : WHITE.

• GROUT - USE INTEGRAL ANTI-MOLD, ANTI-STAIN SEALER INSTEAD OF WATER TO MIX. COLORS TO BE SELECTED.

• RUBBER BASE - COLOR TO BE SELECTED - BASIS OF DESIGN - JOHNSONITE - TRADITIONAL 4". INSTALL WITH 100 PERCENT 
COVERAGE OF ADHESIVE APPLIED WITH NOTCHED TROWEL.

• GWB-1 - STANDARD PERFORMANCE 5/8" GYPSUM WALL BOARD

• GWB-2 - HIGH-PERFORMANCE, MOISTURE AND MOLD RESISTANT 5/8" GYPSUM WALL BOARD "PURPLE BOARD"

• PTD-1 - EGGSHELL - ASTM D523 STANDARD TEST METHOD FOR SPECULAR GLOSS, BASIS OF DESIGN - SHERWIN WILLIAMS

• PTD-2 - SEMI-GLOSS - HIGH PERFORMANCE - BASIS OF DESIGN SHERWIN WILLIAMS 
COAT 1: "PROMAR 200 LATEX PRIMER B28W8200".
COAT 2: "PRO INDUSTRIAL K45-150 SERIES"
COAT 3: SAME AS ABOVE

ROOM FINISH SCHEDULE

Level
Room

No. Room Name

FLOOR WALLS CEILING

CommentsFloor Material Base Material

NORTH EAST SOUTH WEST

Type HeightMaterial Finish Material Finish Material Finish Material Finish

FLOOR LEVEL 101 WAREHOUSE FLOOR X-CONC -- EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST EXIST VARIES

FLOOR LEVEL 102 SWEEPER/ JETTER GARAGE X-CONC -- MTL. FACTORY MTL. FACTORY MTL. FACTORY MTL. FACTORY UNFIN VARIES ADD INSULATION TO CEILING

FLOOR LEVEL 103 OFFICE CPT-1 RUBBER GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 ACT 9' 6"

FLOOR LEVEL 104 OFFICE CPT-1 RUBBER GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 ACT 9' 6"

FLOOR LEVEL 105 OFFICE CPT-1 RUBBER GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 ACT 9' 6"

FLOOR LEVEL 106 OFFICE CPT-1 RUBBER GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 ACT 9' 6"

FLOOR LEVEL 107 OFFICE CPT-1 RUBBER GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 ACT 9' 6"

FLOOR LEVEL 108 OFFICE CPT-1 RUBBER GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 ACT 9' 6"

FLOOR LEVEL 109 ADMIN. CPT-1 RUBBER GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 ACT 9' 6"

FLOOR LEVEL 110 COMMON AREA CONC-1 RUBBER GWB-1 PTD-1 GWB-1/TILE-2 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 EXPOSED VARIES

FLOOR LEVEL 111 STORAGE CONC-1 RUBBER GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 EXPOSED VARIES

FLOOR LEVEL 112 BATHROOM CONC-1 RUBBER GWB-2 PTD-2 GWB-2 PTD-2 GWB-2 PTD-2 GWB-2 PTD-2 ACT 8' 6" CLEAN AND SEAL EXISTING CONCRETE WITH HARDENER/DUSTPROOFER

FLOOR LEVEL 113 LAUNDRY/ICE CONC-1 RUBBER GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 ACT 8' 6" CLEAN AND SEAL EXISTING CONCRETE WITH HARDENER/DUSTPROOFER

FLOOR LEVEL 114 MECH. CONC-1 --- GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 GWB-1 PTD-1 EXPOSED 8' 6" CLEAN AND SEAL EXISTING CONCRETE WITH HARDENER/DUSTPROOFER

FLOOR LEVEL 115 SHOP CONC-1 --- PLY-1 UNFIN PLY-1 UNFIN PLY-1 UNFIN PLY-1 UNFIN EXPOSED 12'-0" CLEAN AND SEAL EXISTING CONCRETE WITH HARDENER/DUSTPROOFER

FLOOR LEVEL 116 BATHROOM TILE-1 RUBBER GWB-2 PTD-2 GWB-2 PTD-2 GWB-2 PTD-2 GWB-2 PTD-2 ACT 9' 6"

FLOOR LEVEL 117 BATHROOM TILE-1 RUBBER GWB-2 PTD-2 GWB-2 PTD-2 GWB-2 PTD-2 GWB-2 PTD-2 ACT 9' 6"

FLOOR LEVEL 118 BATHROOM TILE-1 RUBBER GWB-2 PTD-2 GWB-2 PTD-2 GWB-2 PTD-2 GWB-2 PTD-2 ACT 9' 6"

CEILING NOTES:

• TYPE A: 2 X 2 TEGULAR (RECESSED GRID) IN LOCATIONS AS SHOWN. 

CEILING TYPE A: BASIS OF DESIGN

USG ACOUSTICAL PANEL - "MARS CLIMA PLUS"
TEGULAR
COLOR: WHITE
2' X 2'
THICKNESS: .75"
NRC: 0.70
SUSPENSION: DONN DX/DXL
SUSPENSION COLOR: WHITE
WALL EDGE TRIM 

LEGEND:

GWB - GYPSUM WALL BOARD
PTD - PAINTED
ACT - ACOUSTICAL CEILING TILE
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200' - 0"

1

A-301

2

A-301

DAMAGED
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PLUMBING
SCHEDULES
AND NOTES

P001

WAM

TYPEFIXTUREMARK REMARKS
HWCW

MOUNTING
TYPE WASTE

SUPPLIES
AND STOPSSIZE

DRAIN

HANDLESSPOUT

FAUCET/VALVE

CENTERS VENT

PIPE SIZES
STYLEMATERIALMANUFACTURER MODEL NO.

PLUMBING FIXTURE SPECIFICATIONS AND CONNECTION SCHEDULE

MODEL NO.
MANUFACT.

SHOCK ARRESTOR SCHEDULE
FIXTURE UNITS

1-4 AA (1/2")

UNIT SIZE (CONN. SIZE)

SIOUX CHIEF "MINI-RESTER"

MFG & MODEL (OR EQUAL)

5-11 A (1/2") SIOUX CHIEF "HYDRA-RESTER"

NOTES:
1. LOCATE SHOCK ARRESTORS IN ACCESSIBLE LOCATION OR PROVIDE SHOCK

ARRESTORS THAT ALLOW CONCEALMENT PER MANUFACTURER'S GUIDELINES.
2. SEE PLAN, RISERS, & SCHEDULES FOR ARRESTOR LOCATIONS. IF LOCATION NOT

INDICATED, INSTALL IN ACCORDNCE W/ MANUFACTURER'S GUIDELINES.
3. SHOCK ARRESTORS NOT REQUIRED ON PLASTIC PIPE PER 2018 NCPC 604.9.

VALVE SCHEDULE
TAG

BV-1

CV-1

FULL-PORT BALL VALVE

DESCRIPTION

DUAL CHECK VALVE
WATTS SD-2 (ASSE 1032; <1/2")

NOTES:
1. SEE PLAN FOR SIZE. VALVE SIZE TO EQUAL LINE SIZE.
2. BALL VALVES TO INCLUDE REMOVABLE HANDLES.
3. IF AVAILABLE, VALVES MAY BE THREADED OR SWEATED CONNECTIONS. USE EXTREME

CARE & LOW TEMP SOLDER TO PROTECT VALVE SEATS IF SWEATED CONNECTIONS
ARE USED.

MFG & MODEL (OR EQUAL)

WATTS 9D (ASSE 1012; 1/2" & 3/4")

WATTS LFB6081
(1/2" TO 2")

WATER
CLOSET FLOORVITREOUS

CHINA270AA.101 - - - - - -
OCR1912DL

FLUSH
TANK

AMERICAN
STANDARD

BRASSCRAFT WITH NO LID.
PROVIDE OPEN FRONT SEAT

ELONGATED
ADAP-1

RIM HEIGHT = 16.5"

WALLVITREOUS
CHINA0355.012 CENTER LEVER GRID OCR1912A

WALL
MOUNT

AMERICAN
STANDARD

BRASSCRAFT MOUNT AT ADA HEIGHT.
W/ WALL BRACKET. 0.5 GPM.

D-SHAPE
ADAP-2 LAVATORY 40717

CFG
3-HOLE

4"

HOSE
BIB WALL- - - - - -

INTEGRAL VACUUM BREAKER.
HB ZURN Z1341 -EXPOSED,

BRONZE -
ANTI-SIPHON

FLOOR
DRAIN FLOORFD1 - - - - - -FINISHED

FLOOR W/ TRAP PRIMER.FD-1 PVC ADJUSTABLEZURN - SEE
PLAN

W/ DEEP SEAL TRAP.

GENERAL PLUMBING NOTES
I. GENERAL REQUIREMENTS:

1. PLUMBING CONTRACTOR IS TO FURNISH & PAY FOR ALL LABOR, MATERIAL,
EQUIPMENT, PERMITS, & FEES REQUIRED FOR THE COMPLETE INSTALLATION
OF ALL SYSTEMS IN THIS SECTION OF WORK.

2. ALL WORK IS TO BE PERFORMED IN ACCORDANCE W/ 2018 NCPC & ALL
OTHER APPLICABLE CODES. P.C. IS TO COORDINATE W/ G.C. IN REGARDS
TO PROJECT TIMELINE, WORK HOURS, AS WELL AS ANY BONDING OR
INSURANCE REQUIREMENTS.

3. ALL PLUMBING FIXTURES & PLUMBING SYSTEM EQUIPMENT SHALL BE
PROVIDED COMPLETE W/ ALL ACCESSORIES, HANGERS, VALVES, STOPS,
TAILPIECES, TRAPS, FAUCETS, STRAINERS, ETC. REGARDLESS OF PRESENCE
ON PLANS. SEE FIXTURE SCHEDULE.

4. ALL EQUIPMENT, MATERIALS, & INSTALLATION SHALL BE GUARANTEED TO BE
FREE OF DEFECTS FOR A PERIOD OF ONE (1) YEAR AFTER FINAL
ACCEPTANCE OF WORK OR IN ACCORDANCE W/ THE MANUFACTURER'S
STANDARD GUARANTEE, IF LONGER. EXISTING EQUIPMENT IS EXCLUDED
FROM WARRANTY REQUIREMENT.

5. THESE DRAWINGS ARE DIAGRAMMATIC & SHOW GENERAL LOCATION &
ARRANGEMENT OF ALL MATERIALS & EQUIPMENT. THE DRAWINGS SHALL BE
FOLLOWED AS CLOSELY AS BUILDING CONSTRUCTION & ALL OTHER WORK
WILL PERMIT.

6. DO NOT SCALE DRAWINGS FOR MEASUREMENT.

7. INFORMATION GIVEN IN SCHEDULES INCLUDES BOTH DESCRIPTION OF
PRODUCT & MANUFACTURER'S MODEL NUMBER. IF CONFLICT IS PRESENT
BETWEEN DESCRIPTION & MODEL NUMBER, EQUIPMENT DESCRIPTION SHALL
TAKE PRECEDENT. IN CASE OF CONFLICT BETWEEN THE PLANS & NOTES/
SPECIFICATIONS OR CONFLICT BETWEEN INFORMATION PRESENTED ON THE
PLANS OR IN THE NOTES/SPECIFICATIONS, THEN THE MOST RESTRICTIVE
SHALL TAKE PRECEDENT.

8. BEFORE BID P.C. IS RESPONSIBLE FOR CLARIFYING W/ G.C. ANY
CONFUSION IN REGARDS TO RESPONSIBILITY OF WORK TO BE PERFORMED
OR MATERIALS TO BE PROVIDED. THE SUBMITTAL OF THE BID BY THE
CONTRACTOR WILL BE HELD AS PROOF THAT THE CONTRACTOR
UNDERSTANDS THOROUGHLY & COMPLETELY THE SCOPE OF THE WORK
INVOLVED, & HAS INCLUDED ON THE BID ALL THE NECESSARY ITEMS TO
CARRY OUT THIS SECTION OF WORK.

9. AS SOON AS POSSIBLE (& NOT MORE THAN 30 DAYS) AFTER CONTRACT IS
SIGNED, THE P.C. SHALL PROVIDE SUBMITTALS OF PLUMBING EQUIPMENT
HE/SHE INTENDS TO PURCHASE FOR REVIEW & COMMENT BY THE ENGINEER.
ENGINEER IS TO APPROVE SUBMITTALS BEFORE EQUIPMENT IS ORDERED.

10. ALL QUESTIONS MUST BE SUBMITTED IN RFI FORMAT TO THE ARCHITECT &
MUST BE ADDRESSED BY THE APPROPRIATE DESIGNER OF RECORD PRIOR TO
BECOMING A PROPOSED CHANGE ORDER.

11. P.C. IS TO REVIEW COMPLETE DRAWING SET. P.C. IS RESPONSIBLE FOR
WORK EXPLICITLY SHOWN & WORK IMPLIED. UNLESS OTHERWISE NOTED,
FINAL PLUMBING CONNECTION TO ALL EQUIPMENT, FIXTURES, ETC. IS THE
RESPONSIBILITY OF THE P.C..

II. DIVISION OF WORK:

1. ALL ROOF PENETRATIONS, FLASHING, ETC. ARE TO BE PERFORMED BY
ROOFING CONTRACTOR.

2. G.C. TO BE RESPONSIBLE FOR PROVIDING & INSTALLING ANY ACCESS
DOORS RELATED TO PLUMBING SYSTEM (W/ EXCEPTION OF CLEANOUT
COVERS, BY P.C.). P.C. RESPONSIBLE FOR COMMUNICATING TO G.C. SIZE &
LOCATION OF REQUIRED ACCESS DOOR(S).

3. PLUMBING CONTRACTOR IS TO EMPLOY THE SERVICES OF THE G.C. FOR
CUTTING & PATCHING OF WALLS, FLOORS, & CEILINGS RELATED TO THE
INSTALLATION OF PLUMBING EQUIPMENT & SYSTEMS.

4. ALL GAS PIPING IS BY MECHANICAL CONTRACTOR.

5. WATER HEATER VENT BY PLUMBING CONTRACTOR.

III. MATERIALS:

1. ALL MATERIALS SHALL BE NEW UNLESS OTHERWISE SHOWN OR SPECIFIED.

2. PIPING MATERIALS & FITTINGS SHALL BE AS FOLLOWS:
WASTE & VENT (ABOVE & BELOW SLAB):

PVC PIPE, PVC SOCKET FITTINGS, & SOLVENT-CEMENTED
FITTINGS.

DOMESTIC WATER (BELOW SLAB):
TYPE 'K' COPPER.
OR
CONTINUOUS PEX.

DOMESTIC WATER (ABOVE SLAB):
TYPE 'L' COPPER W/ SWEATED SOCKET FITTINGS.
THREADED FITTINGS MAY BE USED AT VALVES, FIXTURES, &
SIMILAR.
OR
CPVC PIPING W/ SOLVENT-CEMENTED FITTINGS.
THREADED FITTINGS MAY BE USED AT VALVES, FIXTURES, &
SIMILAR. 
OR
PEX PIPING W/ FLARED OR MECHANICAL
JOINTS/FITTINGS.

3. PROVIDE HANGERS & SUPPORTS APPROVED FOR USE PER NCPC.

IV. COORDINATION:

1. BEFORE BEGINNING WORK, INVERT ELEVATIONS SHALL BE ESTABLISHED. P.C.
IS TO ENSURE PROPER SLOPES OF ALL WASTE & STORM PIPING CAN BE
MAINTAINED. CONTACT ENGINEER IMMEDIATELY IF PROBLEM/ISSUE IS
DISCOVERED.

2. P.C. TO COORDINATE W/ G.C. & ARCH PLANS TO ENSURE NECESSARY
BACKING/SUPPORTS ARE INSTALLED TO ALLOW INSTALLATION OF
PLUMBING FIXTURES.

3. THE PLUMBING CONTRACTOR SHALL COORDINATE CLOSELY W/ ALL OTHER
TRADES TO AVOID CONFLICT & ENSURE OTHER TRADES PROVIDE MEASURES
TO ACCOMMODATE PLUMBING WORK (I.E. ACCESS DOORS,
SLAB/WALL/ROOF OPENINGS, ELECTRICAL CONNECTIONS, ETC.)

4. PIPING SHOULD BE COORDINATED W/ ALL STRUCTURAL FOOTINGS &
FOUNDATIONS. PIPE SHOULD BE OFFSET TO AVOID CONTACT W/ FOOTINGS
& FOUNDATION WALLS. IF PIPING MUST RUN UNDER A FOOTING OR
THROUGH A FOUNDATION WALL, THE PIPE MUST BE INSTALLED W/ A
RELIEVING ARCH OR IN A PIPE SLEEVE PER NCPC 305.3.

5. P.C. TO REFER TO ARCHITECTURAL DRAWINGS FOR MOUNTING HEIGHTS OF
PLUMBING FIXTURES.

V. EXECUTION:

1. P.C. TO FOLLOW MANUFACTURER'S INSTRUCTIONS WHEN INSTALLING
PLUMBING EQUIPMENT. ENSURE REQUIRED MAINTENANCE ACCESS &
CLEARANCES ARE MAINTAINED. IF CONFLICT EXISTS BETWEEN THESE PLANS
& MANUFACTURER'S INSTRUCTIONS, CONTACT ENGINEER.

2. P.C. RESPONSIBLE FOR EXECUTING ALL CODE REQUIRED TESTS &
INSPECTIONS, INCLUDING BUT NOT LIMITED TO, LEAK & PRESSURE TESTING
OF WASTE, VENT, & WATER PIPING, & SANITIZING OF WATER PIPING.

3. WATER SERVICE & BUILDING SEWER PIPING MUST BE SEPARATED PER NCPC
603.2.

4. ALL WATER PIPING INSTALLED BELOW GRADE TO BE PROTECTED AGAINST
FREEZING BY BURYING NOT LESS THAN 6" BELOW THE FROST LINE OR NOT
LESS THAN 12" BELOW FINISHED GRADE, WHICHEVER IS GREATER PER NCPC
305.4.

5. ANY NOTCHING, DRILLING, BORING, OR OTHER ALTERATION TO BUILDING
STRUCTURE SHALL BE PERFORMED IN A CODE APPROVED METHOD & NOT
THREATEN THE INTEGRITY OF THE BUILDING STRUCTURE.

6. SUPPORT ALL PIPING IN ACCORDANCE W/ NCPC. ANY SUSPENDED
MATERIALS SHALL BE DIRECTLY SUPPORTED BY THE BUILDING STRUCTURE. DO
NOT ATTACH ANYTHING TO THE ROOF DECK.

7. PENETRATIONS OF ALL EXTERIOR WALLS, FLOORS, & CEILINGS SHALL BE
SEALED IN AN AIR TIGHT MANNER & IN ACCORDANCE W/ 2018 NCECC.

8. CLEANOUT PLUGS SHALL BE INSTALLED IN ACCORDANCE W/ PLUMBING
CODE REQUIREMENTS. PROVIDE CLEANOUTS AS PLANS INDICATED & AT
THE BASE OF ALL WASTE STACKS, AT EVERY FOUR 45 DEGREE TURNS IN
SERIES (W/ ONE 90° ELBOW COUNTING AS TWO 45° BENDS), AT EVERY 100
FEET, & AT THE BASE OF ALL ROOF LEADERS. CLEANOUTS SHALL BE PLACED
IN READILY ACCESSIBLE LOCATIONS.

9. SUPPLY BRANCH LINES SERVING MORE THAN ONE (1) FIXTURE SHALL
INCLUDE SHUT-OFF VALVE. LABEL VALVE & LOCATE AS CLOSE TO
RISER/MAIN AS POSSIBLE. (NCPC 606.2.1)

10. VALVES NOT DIRECTLY AT EQUIPMENT SHALL BE LABELED INDICATING THE
FIXTURE OR AREA SERVED. (NCPC 606.4)

11. PROVIDE SHUT-OFF VALVES ON THE FIXTURE SUPPLY TO EACH PLUMBING
FIXTURE, APPLIANCE, OR MECHANICAL EQUIPMENT.

12. COPPER PIPING SHALL BE PROTECTED AGAINST CONTACT W/ MASONRY
OR DISSIMILAR METALS. ALL HANGERS, SUPPORTS, ANCHORS, & CLIPS
SHALL BE COPPER OR COPPER PLATED. WHERE COPPER PIPING IS CARRIED
ON IRON TRAPEZE HANGERS W/ OTHER PIPING, SATISFACTORY &
PERMANENT ELECTROLYTIC ISOLATION MATERIAL SHALL PROTECT THE
COPPER AGAINST CONTACT W/ OTHER METALS.

13. WHERE COPPER PIPING IS SLEEVED THROUGH MASONRY, SLEEVES SHALL BE
COPPER OR RED BRASS. WHERE COPPER MUST BE CONCEALED IN A
MASONRY PARTITION OR AGAINST MASONRY, CONTACT SHALL BE
PREVENTED BY COATING THE COPPER HEAVILY W/ ASPHALTIC ENAMEL &
PROVIDING 15# ASPHALT SATURATED FELT BETWEEN THE PIPE & MASONRY.

14. ALL PIPE INSULATION SHALL RUN CONTINUOUSLY THROUGH FLOORS,
WALLS, & PARTITIONS. PIPE INSULATION SHALL BE MITERED AT ELBOWS &
TEES TO ENSURE COMPLETE COVERAGE OF PIPING.

15. VACUUM BREAKERS SHALL BE PROVIDED FOR ALL FIXTURES TO WHICH
HOSES MAY BE ATTACHED. VACUUM BREAKERS SHALL BE PERMANENTLY
ATTACHED.

16. THE PLUMBING CONTRACTOR SHALL PROVIDE WATER HAMMER
PROTECTION ON ALL WATER DISTRIBUTION PIPING SERVING EQUIPMENT W/
QUICK CLOSING VALVES (ICE MAKERS, DISHWASHERS, FLUSH VALVES,
WASHING MACHINES, WATER COOLERS, ETC.) SEE SHOCK ARRESTOR
SCHEDULE.

17. ACCESS DOORS TO BE PROVIDED FOR ALL VALVES & DEVICES REQUIRING
ACCESS WHEN LOCATED IN WALLS OR ABOVE INACCESSIBLE CEILING
CONSTRUCTION. ACCESS DOORS TO BE RATED WHERE INSTALLED IN RATED
ASSEMBLIES.

18. P.C. IS TO ENSURE THAT THEIR INSTALLATION OF NEW CONDUITS, PIPES,
DUCTWORK, & SIMILAR DOES NOT BLOCK ACCESS TO NEW OR EXISTING
AREA EQUIPMENT & THAT THE FORE MENTIONED DOES NOT INTERFERE W/
THE REQUIRED SERVICE CLEARANCE OF NEW OR EXISTING EQUIPMENT.
COORDINATE W/ OTHER TRADE CONTRACTORS & CONTACT ENGINEER IF
UNCERTAINTY EXISTS REGARDING EQUIPMENT SERVICE CLEARANCE
REQUIREMENTS.

19. THE PLUMBING CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING ALL
PLUMBING EQUIPMENT FROM FOREIGN MATERIAL DURING CONSTRUCTION
(PAINT, SPACKLE, ETC.). UPON COMPLETION OF WORK, THE PLUMBING
CONTRACTOR SHALL CLEAN, WASH, ETC. ALL ITEMS & EQUIPMENT WITHIN
HIS SCOPE OF WORK & LEAVE ALL ITEMS BRIGHT & CLEAN.

20. PROVIDE PRESSURE REDUCING VALVE IF INCOMING WATER PRESSURE
EXCEEDS 80 PSI.

WALLTANKLESS
GAS

(W/ CONDENSATE - - - -RINNAI
WATER HEATERS 6.2GPM @ 50°F RISE. 

160 MBH INPUT. 115V.
WH-1

SET TO 110°F. SEE DETAIL. 

WATER
HEATER WALL MTD. ---

GAS
DIR. VENT

CU160i

NEUTRALIZER KIT)

NOTES:
1. ALL FIXTURE COLORS & FINISHES TO BE APPROVED BY OWNER & ARCHITECT BEFORE PURCHASING.
2. PROVIDE P-TRAP AND SUPPLY LINE SAFETY COVERS FOR ALL ADA SINK AND LAVATORY INSTALLATIONS.
3. WATER CLOSET HANDLES TO BE LOCATED ON "WIDE SIDE" OF STALL FOR ADA FIXTURES.
4. SEE DETAILS FOR ADDITIONAL ITEMS TO BE PROVIDED/INSTALLED W/ FIXTURES LISTED ABOVE.

PLUMBING LEGEND

PIPE UP/DOWN

FLOOR DRAIN

VENT PIPING

VALVE

CHECK VALVE

DOMESTIC HOT WATER PIPING

WASTE (SANITARY SEWER)

DOMESTIC COLD WATER PIPING

CONNECT TO EXISTING POINT

EXISTING PIPING/EQUIPMENT

VALVE

CLEANOUT

G.C.

M.C.
P.C.

HB
HW

FD
GENERAL CONTRACTOR

MECHANICAL SUB-CONTRACTOR
PLUMBING SUB-CONTRACTOR

HOSE BIBB
HOT WATER

FLOOR DRAIN

AAV

AFF

FCO

ABV

DN
E.C.

CW

AIR ADMITTANCE VALVE

ABOVE FINISHED FLOOR

FLOOR CLEAN OUT
ELECTRICAL SUB-CONTRACTOR

COLD WATER
DOWN

ABOVE

BV BALL OR BALANCING VALVE (SEE SCHED)
CV CHECK VALVE

TV TEMPERING VALVE

BFP BACK FLOW PREVENTER

WH WATER HEATER
WF WALL FAUCET

SS SANITARY SEWER

AHJ AUTHORITY HAVING JURISDICTION

DEMO PIPING/EQUIPMENT

BFF BELOW FINISHED FLOOR

TRENCH DRAIN (TD-1) SPEC
1. TRENCH DRAIN SHALL BE EQUAL TO ZURN Z886

PERMA-TRENCH LINEAR TRENCH DRAIN.
2. END DRAIN WITH (1) 2" NO-HUB END OUTLET. PROVIDE WITH

CLOSED END CAP(S).
3. LENGTH OF TRENCH DRAIN SHALL BE 3'-4". CUT TO LENGTH.
4. STAINLESS STEEL GRATE.

OIL/SAND SEPARATOR (OS-1) SPEC
1. OIL SEPARATOR TO BE EQUAL TO STRIEM OS-100.
2. 4" INLET AND OUTLET.
3. FLOW RATE = 100 GPM.
4. MAX CAPACITIES: LIQUID = 250 GALLONS; OIL = 144

GALLONS; SAND = 95 GALLONS
5. PROVIDE W/ NECESSARY RISERS AND COVERS; COVER TO

BE RATED FOR AUTO TRAFFIC.
6. INSTALL PER MANUFACTURER'S INSTRUCTIONS.

BUILDING
DRAIN SIZE

NUMBER OF
BUILDING DRAINS

TOTAL FIXTURE
UNIT LOAD

WATER
SERVICE SIZE

NUMBER OF
WATER SERVICES

TOTAL FIXTURE
UNIT LOAD NOTES

4" 1 32 1" 1 46 -

PLUMBING FIXTURE REQUIREMENTS
WASTE WATER

FLOOR
CLEANOUT FLOORCO-2450 - - - - -

FLOOR
FINISHEDFCO -ADJUSTABLE ZURN NICKEL CVR.

PVC BODY, -
PLAN
SEE

WALL
CLEANOUT WALLPVC-445 - - - - -WCO -TEE -

PLAN
SEE W/ ZURN CO-2530 WALL COVER.CHARLOTTE

PIPE PVC FLUSH
PLUG W/ PVC PLUG W/ THREADED TAP.

FLOOR
DRAIN FLOORFD1 - - - - - -FINISHED

FLOORFD-2 PVC ADJUSTABLEZURN - SEE
PLAN

W/ DEEP SEAL TRAP.

TRENCH DRAIN (TD-2) SPEC
1. TRENCH DRAIN SHALL BE EQUAL TO ZURN Z890 SANI-FLO

LINEAR TRENCH DRAIN.
2. END DRAIN WITH (1) 4" NO-HUB END OUTLET. PROVIDE WITH

CLOSED END CAP(S).
3. LENGTH OF TRENCH DRAIN SHALL BE 15'-0".  CUT TO LENGTH.
4. GRATE SELECTED BY OWNER.

HOSE
BIB WALL- - - - - -FPHB ZURN Z1346 BRONZE - INTEGRAL VACUUM BREAKER.

LOOSE KEY TYPE.

EXPOSED, NON-FREEZE
VERIFY WALL DEPTH.

ANTI-SIPHON

MOLDED
STONEMSB2424 CENTER 2 DOMEFLOOR

MOUNT W/ HOSE & HOSE BRACKET.
W/ WALL BRACKET. W/ MOP HANG.

24x24
ONE-PIECEP-4 MOP SINK 2-HOLE

8"

W/ VACUUM BREAKER.
FIAT 830AA

FIAT

(W/ CHECK VALVES)
FLOOR-

GRADE
CLEANOUT GRADECO-2450 - - - - -GCO -ADJUSTABLE ZURN NICKEL CVR.

PVC BODY, -
PLAN
SEE-

W/ CONCRETE PAD.

PRV-1 PRESS. RED. VALVE WATTS LF223-S
(SET TO 50 PSI; ASSE 1003; 1/2" TO 2-1/2")

WASHER
BOX WALL- - - - - -

MATCH PIPING MATERIALS. W/ QTR
P-7 OATEY - PLASTIC, -SUPPLY PVC TURN VALVE & SHOCK ARRESTORS.

W/ FACEPLATE. W/ TAIL PIECE.
RECESSEDBOX

COUNTERSTAINLESS
STEELLRAD332265 CENTER LEVER OCR1912A

BRASSCRAFT W/ OFFSET DRAIN, REAR CENTER.

2-BOWL
ADAP-3 40513

CFG
4-HOLE
4" O.C.DROP-IN ELKAY CUP

CRUMB BOWL DEPTH = 6-1/2"SINK
(33" x 22") W/ SPRAYER.

VALVE
BOX WALL- - - - - - W/ QTR TURN VALVE & SHOCKP-6 OATEY - PLASTIC, -SUPPLY POLYSTYRENE

ARRESTOR. W/ FACEPLATE.
RECESSEDBOX

MATCH PIPING MATERIALS.

SHOWER
DRAIN FLOORFD1 - - - - - -SD ADJUSTABLEZURN -PVC SEE

PLAN W/  STAINLESS STEEL STRAINER.
W/ DEEP SEAL TRAP.

W/ CLAMP COLLAR & WEEP HOLES.

FINISHED
FLOOR

P-8A ADA-SHOWER - - - PROVIDE W/ GRAB BARS & SEAT.
COORD. SEAT & BARS W/ ARCH.

FLOOR- LEVER -
9603-PLR

SYMMONS - -
TILED SHOWER BY G.C.

HEAD

P-8 STANDARD-SHOWER - - - W/ 2.0 GPM SHOWER HEAD.FLOOR- LEVER -
9601-PLR

SYMMONS - -
TILED SHOWER BY G.C.

HEAD
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PLUMBING
DETAILS

P002

WAM

2 NO SCALE

FLOOR DRAIN DETAIL

TOP OF QUARRY TILE
FLUSH WITH TOP OF

DRAIN GRATE

FLASHING
COLLAR

STRAINER

HB

CHECK VALVENOTE:
1. INSTALL WATER HEATER PER MANUFACTURER'S INSTRUCTIONS

1 NO SCALE

INSTANTANEOUS WATER HEATER DETAIL

MOUNT ON WALL.

WH

VENT/INTAKE BY PLUMBING CONTRACTOR. SEE PLANS
FOR DETAILS, ROUTING, & INSTALL RESPONSIBILITY

GAS SHUTOFF
VALVE BY M.C.

PRESSURE RELIEF VALVE
6" DIRT LEG
BY M.C.

GAS BY M.C.

HBSHUTOFF VALVES. TYP.
HW TO FIXTURES

CW SUPPLY

NOTE:
PROVIDE W/ CONDENSATE
NEUTRALIZER KIT.

5 NO SCALE

WALL CLEANOUT DETAIL

TO DRAIN

NOTE:
EXTEND TEST TEE OPENING IF PLUG IS GREATER THAN
8" FROM FINISHED WALL.

SEE NOTE COVER PLATE WITH
SECURING SCREW
(APPX. 18" AFF)

FINISHED WALL

TEST TEE

THREADED
CLEANOUT PLUG

STACK, VENT,
OR END CAP.

SEE PLAN/RISER.

CUT-OFF SECTIONS

GCO , YCO - EXTERIOR
SECTION

2'-0"

4 NO SCALE

EXTERIOR CLEANOUT DETAIL

CONCRETE APRON
BY P.C.

FINISH
GRADE

NOTE:
PROVIDE WITH TRAP
PRIMER FOR FD-1
ONLY.

TILE, CARPET, CONC., ETC.

TOP SUITABLE FOR
FINISHED FLOOR, 

FINISH FLOOR LEVEL

3 NO SCALE

FLOOR CLEANOUT DETAIL

SOIL PIPE

6 NO SCALE

SHOWER DRAIN DETAIL

ADJUSTABLE HEAD ASSY.
W/S.S. STRAINER

FINISHED FLOOR
VENEER

FINISHED FLOOR
SLAB

SHOWER PAN

ROUGH FLOOR
SLAB

METAL THREADED
INSERTS

CLAMP DEVICE
W/WEEP HOLES
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PLUMBING
FIRST FLOOR
OFFICE AREA

P101

WAM

1 SCALE: 1/4" = 1'-0"

PLUMBING PLAN - FIRST FLOOR OFFICE AREA

MATCHLINE

K NO SCALE

KEY PLAN

4" WASTE
TO S.S.

1" CW FROM SITE METER &
RPZ LOCATED IN HOTBOX,
BY CIVIL.

4" 2-WAY
GCO

HB

3" FD-2

WH-1

NOTE:
ALL EXISTING PLUMBING IN
BUILDING TO BE DEMO'D

P-1

P-1

P-2

P-2

P-1

P-2

2" VENT

TD-1

3/4" CW IN TRENCH
TO WASH BAY AREA

2 1" CW UP IN WALL TO ABOVE CEILING FROM BELOW
SLAB. PROVIDE WITH BV-1 IN ACCESS PANEL LOW ON
WALL.

3 3/4" CW  DOWIN IN WALL. EXTEND 3/4" CW IN TRENCH
TO WASH BAY AREA. PROVIDE WITH BV-1 LOW ON
WALL.

GENERAL NOTES - THIS SHEET
1. WATER SERVICE & BUILDING SEWER PIPING MUST BE

SEPARATED PER 2018 NCPC 603.2.

TAGGED NOTES - THIS SHEET
1 PORTION OF BRANCH LINE IS PART OF CIRCUIT VENT

SYSTEM, MAXIMUM SLOPE 8%. TURN DOWN AS
NECESSARY AFTER MOST DOWNSTREAM FIXTURE. IF
SLOPE REQUIREMENTS CANNOT BE MAINTAINED,
ADDITIONAL VENTS WILL BE REQUIRED.

1

3

TANKLESS WATER HEATER, WH-1, LOCATED ON WALL.
ENSURE ADA CLEARANCES ARE MAINTAINED.

4

4

POSITION FLOOR DRAIN TIGHT TO WALL FOR WATER
HEATER DRAIN. SEE DETAIL.

5

5
3" FD-1

4" FCO

3" FCO

SHOP
115

MECH.
114

LAUNDRY/ICE
113

BATHROOM
112

COMMON AREA
110

BATHROOM
116

BATHROOM
117

BATHROOM
118

OFFICE
103

OFFICE
104

OFFICE
105

OFFICE
106

OFFICE
107OFFICE

108

ADMIN.
109

STORAGE
111

PROVIDE DISHWASHER CONNECTIONS66

2

7 CW DOWN IN WALL TO FREEZE-PROOF HOSE BIB.
ENSURE PIPING IS ON WARM SIDE OF INSULATION.
PROVIDE W/ BV-1 IN ACCESS PANEL, LOW ON WALL.

7

8 INSTALL CONCENTRIC INTAKE/EXHAUST FOR WATER
HEATER AND ROUTE UP THRU ROOF. SIZE AND INSTALL
PER WATER HEATER MFG'S INSTRUCTIONS.

9 CONCENTRIC WATER HEATER VENT UP THRU ROOM
CEILING AND TURN TIGHT TO ROOF STRUCTURE. SIZE AND
INSTALL PER WATER HEATER MFG'S INSTRUCTIONS.

10 SEE P102 FOR PLUMBING CONTINUATION.

10

WAREHOUSE
FLOOR

101

11 1/2" CW DOWN IN WALL TO HOSE BIB. PROVIDE WITH BV-1
LOW ON WALL IN ACCESS PANEL.11

2" SD

2" SD

2" SD

2" VENT 1

P-8

P-8

4" WCO & VENT

NOTE:
PROVIDE MIN. 18 AWG YELLOW INSULATED
COPPER TRACER WIRE ALONG ALL UNDER-
GROUND NONMETALLIC PIPING. INSTALL
ON ALL WASTE PIPING UPSTREAM OF
CLEANOUT AT BUILDING DRAIN/BUILDING
SEWER CONNECTION. TERMINATE WIRE AT
2-WAY GRADE CLEANOUT. INSTALL PER
2018 NCFGC 404.17.3.

1

3" FD-2

3" FD-2

3" FD-2

12 EXISTING TRENCH IN FLOOR TO BE UTILIZED FOR ROUTING
OF CW PIPING AS SHOWN.  COORDINATE ROUTING OF
THE PIPING WITH THE G.C. TO ENSURE THAT THE PIPING IS
INSTALLED PRIOR TO THE TRENCH BEING FILLED IN.
P.C. TO BE PRESENT AT TIME OF TRENCH INFILL TO ENSURE
CW PIPING IS UNDAMAGED.

12

EXIST. FLOOR
TRENCH

HB

HB

HB

NOTE:
CONFIRM EXACT SIZE,
LOCATION, INVERT, &
DIRECTION OF UTILITY
CONNECTIONS BEFORE
BEGINNING WORK.
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PLUMBING
FIRST FLOOR

WASH BAY AREA

P102

WAM

1 SCALE: 1/4" = 1'-0"

PLUMBING PLAN - FIRST FLOOR WASH BAY AREA

MATCHLINEMATCHLINE

K NO SCALE

KEY PLAN

HB

4"
GCO

4" 2-WAY
GCO

4" WASTE
TO S.S.

4" WASTE  FROM
OFFICE AREA

OS-1

2 VENT PIPING TO BE EXPOSED ON INSIDE FACE OF
WALL.

3 OIL/SAND SEPARATOR TO BE INSTALLED BY G.C.. ALL
DRAIN AND VENT PIPING CONNECTED TO SEPARATOR
TO BE BY P.C.. INSTALL PER MFG'S INSTRUCTIONS. LID
OF OIL/SAND SEPARATOR, OS-1, TO BE FLUSH W/
GROUND.

(2) 2" VENTS UP IN
WALL W/ WCOs

GENERAL NOTES - THIS SHEET
1. WATER SERVICE & BUILDING SEWER PIPING MUST BE

SEPARATED PER 2018 NCPC 603.2.

TAGGED NOTES - THIS SHEET
1 PORTION OF BRANCH LINE IS PART OF CIRCUIT VENT

SYSTEM, MAXIMUM SLOPE 8%. TURN DOWN AS
NECESSARY AFTER MOST DOWNSTREAM FIXTURE. IF
SLOPE REQUIREMENTS CANNOT BE MAINTAINED,
ADDITIONAL VENTS WILL BE REQUIRED.

TD-2TD-2

1

2

3

4 3/4" CW UP IN WALL FROM BELOW SLAB TO HOSE BIB
IN AREA.

4

3/4" CW IN TRENCH
FROM OFFICE AREA

SWEEPER/
JETTER GARAGE

102

WAREHOUSE
FLOOR

101

2" VENT UP
W/ 4" WCO

5 SEE P101 FOR PLUMBING CONTINUATION.

5

OIL/SAND SEPARATOR CALC
SIZED PER 2018 NCPC SECTION 1003.4.2.2.

TOTAL WASH BAY AREA = 1385 SQFT

OIL SEPARATOR STORAGE NEEDED:
1ST 100 SQFT = 6 CUFT STORAGE
ADDITIONAL 100 SQFT = 1 CUFT STORAGE

6 CUFT + [(1385 SQFT-100 SQFT)/100] CUFT =
6 CUFT + 12.9 CUFT = 18.9 CUFT

18.9 CUFT x 7.48 GALLONS/CUFT = 141.4 GALLONS OIL STORAGE

OS-1 HAS 144 GALLONS MAX OIL STORAGE CAPACITY
6 EXISTING TRENCH IN FLOOR TO BE UTILIZED FOR ROUTING

OF CW PIPING AS SHOWN.  COORDINATE ROUTING OF
THE PIPING WITH THE G.C. TO ENSURE THAT THE PIPING IS
INSTALLED PRIOR TO THE TRENCH BEING FILLED IN.
P.C. TO BE PRESENT AT TIME OF TRENCH INFILL TO ENSURE
CW PIPING IS UNDAMAGED.

6

EXIST. FLOOR
TRENCH

NOTE:
PROVIDE MIN. 18 AWG YELLOW INSULATED
COPPER TRACER WIRE ALONG ALL UNDER-
GROUND NONMETALLIC PIPING. INSTALL
ON ALL WASTE PIPING UPSTREAM OF
CLEANOUT AT BUILDING DRAIN/BUILDING
SEWER CONNECTION. TERMINATE WIRE AT
2-WAY GRADE CLEANOUT. INSTALL PER
2018 NCFGC 404.17.3.

NOTE:
CONFIRM EXACT SIZE,
LOCATION, INVERT, &
DIRECTION OF UTILITY
CONNECTIONS BEFORE
BEGINNING WORK.

2
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PLUMBING
RISERS

P201

WAM

2 NO SCALE

PLUMBING RISER - WASTE 1 NO SCALE

PLUMBING RISER - WATER

NOTE:
WASTE VENT TO HAVE 10'
CLEARANCE FROM ALL
BUILDING AIR INTAKES.

NOTE:
WASTE VENT TO HAVE 10'
CLEARANCE FROM ALL
BUILDING AIR INTAKES.
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MECHANICAL
SCHEDULES
AND NOTES

M001

RMH

64.080.04TXCC00531.541.73/4TUD1C080 1400OFFICES TRANE 0.65" 100 13.8120V/1Ø 15FUR-1

(80% AFUE)
3.5 TON

0.30" ESP
COIL ADDS

(80% AFUE)
1.5 TON

0.275" ESP
COIL ADDS

HEAT PUMP

NOTESMOCP
(A)

MCA
(A)

VOLTAGE
(V/PH)

EFF.
(SEER)TONNAGEMANUF.

MODEL
UNIT
TAG

MOCP
(A)

MCA
(A)

VOLTAGE
(V/PH)

ELECTRICAL DATA GENERAL DATA ELECTRICAL DATA
AIR HANDLING UNIT DATA

OUTPUT
(MBH)

INPUT
(MBH)

COILSENS.
(MBH) MODEL #

TOTAL
(MBH)

OA
(CFM)

MOTOR
(HP)

ESP
(WG)

FAN
CFM

AREA
SERVED MODEL

MANUF.UNIT
TAG

HEATCOOLINGFAN DATA

DUAL FUEL SPLIT SYSTEM GAS FURNACE SCHEDULE

NOTES:

1. COOLING CAPACITIES ARE RATED IN ACCORDANCE WITH AHRI STANDARD 210/240 AT 95°F AMBIENT OUTDOOR AIR
TEMP., 80°F DRY BULB, 67°F WET BULB ENTERING AIR TEMP., AND AIR QUANTITY LISTED BY MFG.  UNITS ABOVE 5 TONS ARE
RATED IN ACCORDANCE WITH AHRI STANDARD 340/360.

2. REFRIG. PIPING TO BE SIZED PER TOTAL INSTALL. EQUIV. LENGTH.   LONG-LINE APP.TO BE PROVIDED WHENEVER MFG.
RECOMM. LENGTHS ARE EXCEEDED, INCL. LIQ. LINE SOLENOID VALVES, ACCUMULATOR, ETC. MAX T.E.L. IS PER MFG.

3. PROVIDE 3 SETS OF NEW FILTERS FOR EACH UNIT.  PROVIDE ONE AT INSTALLATION, ONE PRIOR TO AIR BALANCE AND
ONE AT TURNOVER TO OWNER.

4. PROVIDE HONEYWELL TH8321 SERIES 7 DAY PROGRAMMABLE THERMOSTAT W/ MANUAL OVERRIDE.

5. PROVIDE HONEYWELL TH8321 SERIES 7 DAY PROGRAMMABLE THERMOSTAT W/ MANUAL OVERRIDE, AND WIRELESS
REMOTE TEMPERATURE SENSOR.

6. OUTDOOR UNITS SHALL HAVE A MINIMUM 13.0 SEER RATING.

7. SUPPORT AHU ON REINFORCED SHEET METAL RETURN AIR PLENUM.

8. AHU TO USE UPFLOW APPLICATION.

9. PROVIDE W/ CONDENSATE PUMP. CONDENSATE TO BE ROUTED TO EXTERIOR GRADE AWAY FROM FOOT TRAFFIC.

10. PROVIDE BI-FLOW TXV FOR HEAT PUMP OPERATION.

113 WATTS
EXHAUST BATHROOM MFG150 0.35" CEILING, DIRECT

GREENHECK
120V/1Ø SPA-190

A 1,2,3,4EF-1 CENTRIFUGAL

NOTESCONTROL SCHEME& MODEL NO. DRIVE
MANUFACTURER

& VOLTAGERPMS.P. ARRANGEMENT
MIN. MOTOR HPTYPE &

FAN SCHEDULE
SERVEDNO. SERVICE

UNIT AREA
CFM

113 WATTS
EXHAUST MFG0.35" CEILING, DIRECT

GREENHECK
120V/1Ø SPA-190

AEF-2 CENTRIFUGAL
113 WATTS

EXHAUST MFG0.35" CEILING, DIRECT
GREENHECK

120V/1Ø SPA-190
AEF-3 CENTRIFUGAL

49 WATTS
EXHAUST MFG0.35" CEILING, DIRECT

GREENHECK
120V/1Ø SPA-110

AEF-4 CENTRIFUGAL

NOTES:

1. SCREEN
2. BACKDRAFT DAMPER
3. COLOR BY ARCHITECT
4. INTEGRAL DISCONNECT SWITCH
5. SPEED CONTROLLER

CONTROL OPTIONS:

A. CONTROL W/ ROOM LIGHTS
B. CONTINUOUS OPERATION DURING

OCCUPIED HOURS VIA TIME
CLOCK.

150

150

75

116

BATHROOM
117

BATHROOM
118

BATHROOM
112

1,2,3,4

1,2,3,4

1,2,3,4

24x24AS NOTED AS NOTED LAY-IN 4-WAY NO STEEL SUPPLY NOTE 2 TITUS TDC 1,2,3A

AS NOTEDAS NOTED SURFACE DBL. DEFL. STEEL SUPPLY NOTE 2 TITUS 300RS 1,2,4B YESN/A

AS NOTEDAS NOTED N/A SURFACE LOUVERED STEEL TRANSFER NOTE 2 TITUS 350RL 1,2,3E NO

AS NOTEDAS NOTED N/A SURFACE LOUVERED STEEL RETURN NOTE 2 TITUS 350RLF 1,2,3D NO FILTER

24x24AS NOTED AS NOTED LAY-IN PERF. STEEL TRANSFER NOTE 2 TITUS PAR 1,2,3F NO

NOTES
MANUFACTURER

& MODEL NO.FINISHSERVICEMATERIALDAMPERPATTERNTYPE
FRAME

SIZE
NECK

CFMSYMBOL
MODULE

SIZE

DIFFUSER SCHEDULE

3.

A75

2. FINISH TO MATCH / BE ABLE MATCH CEILING OR WALL OR DOOR.

1.

NOTES:

DIFFUSER DESIGNATIONS ON PLANS AS FOLLOWS:

AS NOTED ABOVE
DIFFUSER TYPE

DIFFUSER OR
NECK SIZE.

AIR QUANTITY 

4.

FACTORY INSULATION BACKING ON GRILLES EXPOSED TO NON-CONDITIONED AREAS.
ALTERNATELY, FIELD SUPPLY AND INSTALL.

GENERAL - MC RESPONSIBLE FOR VERIFYING QTY, COLOR & FRAME TYPE
OF DIFFUSERS/GRILLES BEFORE ORDERING. PROVIDE SQR TO RND
TRANSTIONS & PLENUMS AS NECESSARY.

W/ INSULATED PLENUM/REGISTER BOX.

5. VAV DIFFUSER W/ HEAT & COOL SET POINTS. INTERNAL TEMPERATURE ADJUSTMENTS.
8x4

VERTICAL BLADE SPREAD
(WHERE APPLICABLE)0°

24x24AS NOTED AS NOTED LAY-IN PLAQUE YES STEEL SUPPLY NOTE 2 ACUTHERM TF-HC 1,2,3,5C

UNIT HEATER SCHEDULE
NOTES

PH HZVW(BTUH)
ELECTRICAL DATA

MANUFACTURER & MODEL NO.TAG LOCATION INPUT OUTPUT
(BTUH)TYPE

GAS ONLY

UH-1 SHOP 115 25,000 20,000 60 120 1Ø 60 REZNOR, F-25 1,3,4,5,6GAS

UH-2
SWEEPER/JETTER 50,000 40,000 95 120 1Ø 60 REZNOR, F-50 2,3,4,5,6GASGARAGE 102

UNIT DISCONNECT

COORDINATE EXACT MOUNTING HEIGHTREMOTE THERMOSTAT SET TO 60°F
REMOTE THERMOSTAT SET TO 40°F

1.
2.

NOTES:

4.

5.

U.L. LISTED6.

3. SUSPENDED UNIT HEATER

W/ ARCH AND G.C..
UNITARY

RELATIVE HUMIDITY

BOILER

CHILLER

LIST EQUIPMENT EFFICIENCIES

DESIGNER'S STATEMENT:

SIGNED:

NAME:

TITLE:

REQUIREMENTS OF THE N.C.S. ENERGY CODE.

AREA OF WORK HEATING LOAD  (MBH)

AREA OF WORK COOLING LOAD  (MBH)

MECHANICAL SPACING CONDITIONING SYSTEM

TO THE BEST OF MY KNOWLEDGE AND BELIEF, THE DESIGN OF THIS BUILDING
COMPLIES WITH THE MECHANICAL SYSTEMS, SERVICE SYSTEMS AND EQUIPMENT

SUMMER DRY BULB

COOLING EFFICIENCY
HEATING EFFICIENCY

TOTAL BOILER OUTPUT

HEAT OUTPUT OF UNIT

DESCRIPTION OF UNIT

TOTAL CHILLER OUTPUT

COOLING OUTPUT OF UNIT

DUSTIN M. METAYER, PE

MECHANICAL ENGINEER

50%
OFFICE

50.6

35.8

NA

NA

SEE SCHEDULES

SEE SCHEDULES

SEE SCHEDULES
SEE SCHEDULES
SEE SCHEDULES

SEE SCHEDULES

N/A

METHOD OF COMPLIANCE

EXTERIOR DESIGN CONDITIONS

INTERIOR DESIGN CONDITIONS

SUMMER DRY BULB

WINTER DRY BULB

WINTER DRY BULB

THERMAL ZONE

PRESCRIPTIVE

MECHANICAL SYSTEMS, SERVICE SYSTEMS AND EQUIPMENT
ENERGY REQUIREMENTS:

ENERGY COST BUDGET

95
16

3A

60

ELBOW WITH TURNING VANES

FLEX/RIGID ROUND DUCT

RECTANGULAR DUCT

ROUND METAL DUCT

MECHANICAL LEGEND

T-STAT

SUPPLY DIFFUSER/GRILLE OR RISER

RETURN REGISTER/GRILLE OR RISER

SIDEWALL DIFFUSER/GRILLE

U.L. FIRE DAMPER W/ ACCESS DOOR

3/4" DOOR UNDER CUT

ARCHITECTURAL DRAWINGS)
LOUVERED DOOR (SEE

6Ø

18x14

6Ø

T

EXISTING EQUIPMENT/DUCTWORK

SUPPLY TAP WITH VOLUME DAMPER

VOLUME DAMPER

FD

SUPPLY TAP

CEILING EXHAUST FAN

GAS PIPING

EXISTING EQUIP. OR DUCT TO BE REMOVED

G

GENERAL HVAC NOTES
GENERAL REQUIREMENTS:
1. MECHANICAL CONTRACTOR IS TO FURNISH AND PAY FOR ALL LABOR, MATERIAL,

EQUIPMENT, PERMITS & FEES REQUIRED FOR THE COMPLETE INSTALLATION OF ALL
SYSTEMS IN THIS SECTION OF WORK.

2. ALL WORK IS TO BE PERFORMED IN ACCORDANCE WITH NC MECHANICAL CODES
AND ALL OTHER APPLICABLE CODES.  MC IS TO COORDINATE W/ G.C. IN REGARDS TO
PROJECT TIMELINE, WORK HOURS, AS WELL AS ANY BONDING OR INSURANCE
REQUIREMENTS.

3. ALL MECHANICAL EQUIPMENT SHALL BE  PROVIDED COMPLETE WITH ALL
ACCESSORIES, HANGERS, SUPPORTS, CONTROLS, ETC FOR A FULLY FUNCTIONING
SYSTEM REGARDLESS OF PRESENCE ON PLANS.

4. ALL EQUIPMENT, MATERIALS AND INSTALLATION SHALL BE GUARANTEED TO BE FREE OF
DEFECTS  FOR A PERIOD OF ONE (1) YEAR AFTER FINAL ACCEPTANCE OF WORK OR IN
ACCORDANCE WITH THE  MANUFACTURER'S STANDARD GUARANTEE, IF LONGER. ALL
COMPRESSORS ARE TO INCLUDE FIVE (5) YEAR WARRANTY. EXISTING EQUIPMENT IS
EXCLUDED FROM WARRANTY REQUIREMENT.

5. THESE DRAWINGS ARE DIAGRAMMATIC AND SHOW GENERAL LOCATION AND
ARRANGEMENT OF ALL MATERIALS AND EQUIPMENT.  THE DRAWINGS SHALL BE
FOLLOWED AS CLOSELY AS BUILDING CONSTRUCTION AND ALL OTHER WORK WILL
PERMIT.

6. DO NOT SCALE DRAWINGS FOR MEASUREMENT.

7. ALL DUCT DIMENSIONS SHOWN ARE INTERIOR DUCT DIMENSIONS.

8. INFORMATION GIVEN IN SCHEDULES INCLUDES BOTH DESCRIPTION OF PRODUCT AND
MANUFACTURER'S MODEL #. IF CONFLICT IS PRESENT BETWEEN DESCRIPTION AND
MODEL #, EQUIPMENT DESCRIPTION SHALL TAKE PRECEDENT. IN CASE OF CONFLICT
BETWEEN THE PLANS AND NOTES/SPECIFICATIONS OR CONFLICT BETWEEN
INFORMATION  PRESENTED ON THE PLANS OR IN THE NOTES/SPECIFICATIONS, THEN THE
MOST RESTRICTIVE SHALL TAKE PRECEDENT.

9. BEFORE BID MC IS RESPONSIBLE FOR CLARIFYING W/ G.C. ANY CONFUSION IN
REGARDS TO RESPONSIBILITY OF WORK TO BE PERFORMED OR MATERIALS TO BE
PROVIDED. THE SUBMITTAL OF THE  BID BY THE CONTRACTOR WILL BE HELD AS PROOF
THAT THE CONTRACTOR UNDERSTANDS THOROUGHLY AND COMPLETELY THE SCOPE
OF THE WORK INVOLVED, AND HAS INCLUDED ON THE BID ALL THE NECESSARY ITEMS
TO CARRY OUT THIS SECTION OF WORK.

10. M.C. & G.C. SHALL CONSULT OWNER OR OWNER'S REPRESENTATIVE REGARDING
DISPOSAL, STORING OR RESALE OF ALL DEMO/REMOVED EQUIPMENT AND MATERIALS.

11. ALL QUESTIONS MUST BE SUBMITTED IN RFI FORMAT TO THE ARCHITECT AND MUST BE
ADDRESSED BY THE APPROPRIATE DESIGNER OF RECORD PRIOR TO BECOMING A
PROPOSED CHANGE ORDER.

12. UPON COMPLETION OF WORK M.C. IS TO PROVIDE OWNER W/ COMPLETE BOUND SET
OF ALL EQUIPMENT OPERATION & MAINTENANCE MANUALS. PACKAGE IS ALSO TO
INCLUDE AND WARRANTY & GUARANTEE INFORMATION.

13. M.C. IS TO PROVIDE TRAINING TO OWNER OR OWNER'S REPRESENTATIVE IN REGARDS
TO OPERATION, FUNCTION, AND MAINTENANCE OF ALL MECHANICAL EQUIPMENT,
CONTROLS, ETC.

14. M.C. IS TO REVIEW COMPLETE DRAWING SET. M.C. IS RESPONSIBLE FOR WORK
EXPLICITLY SHOWN AND WORK IMPLIED.

DIVISION OF WORK:
1. ALL ROOF WORK INCLUDING PENETRATIONS, OPENINGS, FLASHING, CURB INSTALLS,

ETC ARE TO BE PERFORMED BY ROOFING CONTRACTOR. M.C. RESPONSIBLE FOR
PROVIDING ANY ROOF CURBS, EQUIPMENT RAILS, VENTS, ETC AND COMMUNICATING
ALL REQ'S WITH G.C. & ROOFING CONTRACTOR.

2. ALL LOW VOLTAGE WIRING RELATED TO MECHANICAL EQUIPMENT AND SYSTEMS IS THE
RESPONSIBILITY OF THE MECHANICAL CONTRACTOR (ANY LOW VOLTAGE FIRE ALARM
WIRING TO BE BY E.C.). ALL HIGH VOLTAGE CONNECTIONS TO MECHANICAL
EQUIPMENT, TO BE PROVIDED AND INSTALLED BY E.C. (SEE EQUIPMENT SCHEDULE FOR
DISCONNECT RESPONSIBILITY).

3. MECHANICAL CONTRACTOR IS TO EMPLOY THE SERVICES OF THE G.C. FOR CUTTING
AND PATCHING OF WALLS, FLOORS & CEILINGS RELATED TO THE INSTALLATION OF
MECHANICAL EQUIPMENT & SYSTEMS.

4. G.C. RESPONSIBLE FOR PAINTING OF ANY EXPOSED DUCT, PIPING, GRILLES, ETC. M.C.
RESPONSIBLE FOR CLEANING AND PREPARING ITEMS FOR PAINT, COORDINATE W/
G.C.

5. G.C. TO BE RESPONSIBLE FOR PROVIDING AND INSTALLING ANY ACCESS PLATFORMS,
GUARD RAILS, LADDERS, CONCRETE PADS. M.C. TO COMMUNICATE REQ'S TO G.C.

6. G.C. TO BE RESPONSIBLE FOR PROVIDING ANY WALL LOUVERS, BRICK VENTS OR
SIMILAR. M.C. TO PROVED AND INSTALL ANY WALL CAPS,

7. ALL GAS PIPING IS BY MECHANICAL CONTRACTOR. SEE GAS MATERIAL AND
EXECUTION NOTES.

8. WATER HEATER VENT BY PLUMBING CONTRACTOR.

COORDINATION:
1. THE MECHANICAL CONTRACTOR SHALL COORDINATE CLOSELY WITH ALL OTHER

TRADES TO AVOID CONFLICT AND ENSURE OTHER TRADES PROVIDE MEASURES TO
ACCOMMODATE MECHANICAL WORK (I.E. ACCESS DOORS, SLAB/WALL/ROOF
OPENINGS, ELECTRICAL CONNECTIONS, ETC).

2. MECHANICAL CONTRACTOR SHALL VERIFY LOCATION OF ALL PENETRATIONS FOR
RELIEF HOODS, OUTSIDE AIR HOODS, LOUVERS, AND WALL CAPS W/ ARCHITECT &
OWNER PRIOR TO INSTALLATION.

3. M.C. TO COORDINATE LOCATION OF ALL ROOF PENETRATIONS W/ ROOFING
CONTRACTOR. P.C. & M.C. TO COORDINATE TO ENSURE NO PLUMBING VENTS OR ANY
OTHER SOURCES OF BUILDING EXHAUST ARE LOCATED WITHIN 10' OF ANY OUTSIDE AIR
INTAKES.

MATERIALS:
1. ALL MATERIALS SHALL BE NEW UNLESS OTHERWISE SHOWN OR SPECIFIED.

2. PROVIDE HANGERS & SUPPORTS APPROVED FOR USE BY 2018 NC MECHANICAL CODE.

3. ALL MAIN DUCTWORK (SUPPLY, RETURN, EXHAUST, OUTSIDE AIR) SHALL BE GALVANIZED
SHEET METAL CONSTRUCTED IN ACCORDANCE WITH SMACNA STANDARDS.

4. RUNOUTS FROM MAIN/BRANCH DUCTS MAY BE FLEXIBLE DUCT CONFORMING TO THE
REQUIREMENTS OF UL 181 FOR CLASS 1.

4.1. FLEXIBLE AIR DUCTS SHALL BE LIMITED TO 14' IN LENGTH.

4.2. FLEXIBLE AIR CONNECTORS SHALL BE LIMITED TO 14' IN LENGTH. FLEXIBLE AIR
CONNECTORS SHALL NOT PASS THROUGH ANY WALL, FLOOR OR CEILING.

5. ALL SUPPLY AND RETURN DUCTWORK AND PLENUMS SHALL BE INSULATED. INSULATION
OF DUCTWORK IN UNCONDITIONED SPACE SHALL BE MINIMUM R-6 PER 2018 NCECC.
INSULATION OF DUCTWORK OUTSIDE BUILDING THERMAL ENVELOPE (I.E. ROOF, ATTIC,
CRAWLSPACE) SPACE SHALL BE MINIMUM R-8 (CLIMATE ZONES 3 & 4) OR R-12
(CLIMATE ZONE 5) PER NCECC.

6. CONCEALED SHEET METAL SUPPLY & RETURN DUCT MAY BE EXTERNALLY INSULATED
WITH MINERAL FIBER BOARD OR BLANKET OR MAY BE INTERNALLY INSULATED WITH
ACOUSTICAL DUCT LINER.

7. OUTSIDE AIR DUCTWORK SHALL BE WRAPPED WITH 1" FIBERGLASS DUCT WRAP WITH
VAPOR BARRIER.

8. ALL MAIN DUCTWORK (INCLUDING EXHAUST) TO BE SEALED ACCORDING TO  NCECC
AND AT A MINIMUM INCLUDE SEALING OF ALL DUCT SEAMS W/ NON-HARDENING
MASTIC. SEALING BY TAPE ALONE NOT ALLOWED.

9. DUCTWORK ELBOWS SHALL BE FULL RADIUS OR MITERED WITH TURNING VANES.

10. CONDENSATE DRAIN PIPING AND FITTINGS NOT IN A RETURN PLENUM SHALL BE
SCHEDULE 40 PVC.  DRAINS FROM AIR HANDLING UNITS SHALL BE TRAPPED (2"
MINIMUM). TRAPS ON INTERIOR OF BUILDINGS TO BE INSULATED. PIPING IN RETURN
PLENUM TO BE COPPER OR PLENUM RATED CPVC.

11. CONDENSATE PUMPS TO BE 120V W/ 24' LIFT. RECEPTACLE TYPE WHERE EXPOSED,
HARD WIRED WHERE ABOVE CEILING.

12. ALL DAMPERS TO INCLUDE SET SCREW OR SIMILAR FEATURE FOR LOCKING IN POSITION.

13. ALL REFRIGERANT LINE MATERIAL AS PER MFG'S REQUIREMENTS. SIZE PER MFG
INSTRUCTIONS. SUCTION LINE INSULATION TO BE MINIMUM 1-1/2" THICK W/ THERMAL
CONDUCTIVITY (K) LESS THAN OR EQUAL TO 0.27 PER NCECC COMMERCIAL
PROVISIONS. SUCTION LINE INSULATION TO BE HAVE MINIMUM R-VALUE OF 3.0 W/ NO
LIMITATION ON THICKNESS OR CONDUCTIVITY PER NCECC RESIDENTIAL PROVISIONS.
INSULATION SHALL HAVE TAPED OR SEALED SEAMS.

14. ALL PROGRAMMABLE THERMOSTATS TO INCLUDE BATTERY BACK-UP AND HAVE
CAPABILITY TO SETBACK TO 55°F (HEATING) & 85°F (COOLING). AUTO-CHANGEOVER
THERMOSTATS TO HAVE A MIN. 5°F DEADBAND.

15. WITH THE EXCEPTION OF THE DRYER FLEX CONNECTION ALL DRYER EXHAUST DUCT
SHALL BE 4Ø RIGID SHEET METAL, 26 GAUGE OR THICKER. JOIN DUCTS WITH HIGH TEMP
& WATER RESISTANCE UL-181 APPROVED FOIL TAPE OR BLIND POP-RIVETS.

EXECUTION:
1. M.C. TO FOLLOW MANUFACTURER'S INSTRUCTIONS WHEN INSTALLING MECHANICAL

EQUIPMENT. ENSURE REQUIRED MAINTENANCE ACCESS AND CLEARANCES ARE
MAINTAINED. IF CONFLICT EXISTS BETWEEN THESE PLANS AND MFG INSTRUCTIONS
CONTACT ENGINEER.

2. ALL PENETRATIONS THROUGH EXTERIOR WALLS & ROOF SHALL BE FLASHED &
COUNTER-FLASHED IN A WATERPROOF MANNER.

3. INSTALL ALL CONTROL DEVICES, INCLUDING THERMOSTATS AND SWITCHES, 4'-0"
ABOVE FINISHED FLOOR.

4. INDEPENDENT CERTIFIED TEST AND BALANCE CONTRACTOR SHALL BALANCE SYSTEM
TO AIR QUANTITIES INDICATED ON PLANS AND IN ACCORDANCE W/ 2018 NCECC
C408.2.2. M.C. TO PROVIDE OWNER'S REPRESENTATIVE & ENGINEER WITH COMPLETE
BALANCE REPORT.  MC RESPONSIBLE FOR PROVIDING ANY DAMPERS, VALVES, PORTS,
ETC. NECESSARY FOR A COMPLETE SYSTEM BALANCE.

5. ALL REFRIGERANT PIPING SHALL BE INSTALLED PER MFG'S INSTRUCTIONS IN REGARDS TO
SUPPORTS, BENDS, FITTINGS, OIL TRAPS, ETC. NAIL (SHIELDING) PLATES ARE TO BE
PROVIDED AT ANY POINT REFRIGERANT PIPING PASSES THROUGH WALL, FLOOR OR
ATTIC/ROOF FRAMING.

6. PENETRATIONS OF NON-RATED WALLS, PARTITIONS AND FLOOR OF COMBUSTIBLE
CONSTRUCTION SHALL BE FIRESTOPPED WITH MATERIALS EQUIVALENT TO TWO INCHES
OF WOOD.  FIRESTOPPING SHALL COMPLY WITH ASTM E-814.

7. ANY NOTCHING, DRILLING, BORING OR OTHER ALTERATION TO BUILDING STRUCTURE
SHALL BE PERFORMED IN A CODE APPROVED METHOD AND NOT THREATEN THE
INTEGRITY OF THE BUILDING STRUCTURE.

8. SUPPORT ALL DUCTWORK AND PIPING IN ACCORDANCE W/ 2018 NC MECHANICAL
CODE. ANY SUSPENDED MATERIALS SHALL BE DIRECTLY SUPPORTED BY THE BUILDING
STRUCTURE. DO NOT ATTACH ANYTHING TO THE ROOF DECK.

9. PENETRATIONS OF ALL EXTERIOR WALLS, FLOORS AND CEILINGS SHALL BE SEALED IN AN
AIR TIGHT MANNER AND IN ACCORDANCE W/ 2018 NCECC. ALL PENETRATIONS OF
WALLS, FLOORS & CEILINGS IN RETURN OR EXHAUST PLENUMS SHALL BE SEALED IN AN
AIR TIGHT MANNER.

10. THE MECHANICAL CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING ALL
MECHANICAL EQUIPMENT FROM FOREIGN MATERIAL DURING CONSTRUCTION (PAINT,
SPACKLE, ETC.). UPON COMPLETION OF WORK THE MECHANICAL CONTRACTOR
SHALL CLEAN, WASH, ETC ALL ITEMS AND EQUIPMENT WITHIN HIS SCOPE OF WORK
AND LEAVE ALL ITEMS BRIGHT AND CLEAN.

11. M.C. IS TO ENSURE THAT THEIR INSTALLATION OF NEW CONDUITS, PIPES, DUCTWORK,
AND SIMILAR DOES NOT BLOCK ACCESS TO NEW OR EXISTING AREA EQUIPMENT AND
THAT THE FORE MENTIONED DOES NOT INTERFERE WITH THE REQUIRED SERVICE
CLEARANCE OF NEW OR EXISTING EQUIPMENT. COORDINATE WITH OTHER TRADE
CONTRACTORS AND CONTACT ENGINEER IF UNCERTAINTY EXISTS REGARDING
EQUIPMENT SERVICE CLEARANCE REQUIREMENTS.

12. MALE END OF ALL OVERLAPPING DRYER DUCT JOINTS ARE TO BE DIRECTED AWAY
FROM DRYER. HORIZONTAL DUCT SECTIONS ARE TO HAVE THE LONGITUDINAL (LONG
WAYS) SEAM FACING UP. IF POP-RIVETS ARE USED DUCT JOINTS ARE TO BE SEALED
WITH NON-HARDENING MASTIC OR SIMILAR.

WIRELESS REMOTE TEMPERATURE SENSORR

AREA

NOTE:
SEE SHEET M102 FOR
OUTSIDE AIR CALCS.

NOTE:
SEE SHEET M101 FOR GAS
PIPING MATERIAL AND
EXECUTION NOTES.

TRANE 3.5 240V/1Ø 1,2,3,5,6,7,8,9,10HP-1 4TWR4042 14.0 25.0 40

TRANE 2.0 240V/1Ø 1,2,3,4,6,7,8,9,10HP-2 14.0 14.0 254TWR4024

WAREHOUSE

N/A

26.9

NA

NA

NA

NA

NA
SEE SCHEDULES
NA

NA

1/6 HP
INTAKE MFG50 0.35" INLINE, DIRECT

GREENHECK
BEF-5

120V/1Ø SQ-60-VG
1,2,3,4,5CENTRIFUGAL

SHOP
115

50%
76

95
16

3A

70
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M101

RMH

1 SCALE: 1/8" = 1'-0"

MECHANICAL BUILDING PLAN

K NO SCALE

KEY PLAN

AREA OF
WORK

2.5,3,4,5 TON HP

GAS MATERIAL AND EXECUTION NOTES
MATERIALS:

1. GAS PIPING TO BE:

1.1. ABOVE GRADE - SCHEDULE 40 BLACK STEEL PIPE W/ THREADED FITTINGS.
THREADED FITTINGS IN SIZES LARGER THAN 4" SHALL NOT BE USED.
APPROVED FLEXIBLE GAS PIPING MAY BE USED AT CONNECTION TO
EQUIPMENT.

2. GAS PIPE FITTINGS IN CONCEALED LOCATIONS SHALL BE LIMITED TO:
2.1. THREADED, ELBOWS, TEES AND COUPLINGS.
2.2. WELDED FITTINGS.
2.3. FITTINGS LISTED TO ANSI LC-1/CSA 6.26 OR ANSI LC-4.

EXECUTION:

1. GAS PIPING SHALL NOT BE INSTALLED IN OR THROUGH A DUCTED SUPPLY,
RETURN OR EXHAUST, OR A CLOTHES CHUTE, CHIMNEY OR GAS VENT,
DUMBWAITER OR ELEVATOR SHAFT.

2. GAS PIPING SHALL NOT BE LOCATED IN SOLID PARTITIONS AND SOLID
WALLS, UNLESS INSTALLED IN A CHASE OR CASING.

3. ABOVE-GROUND OUTDOOR GAS PIPING SHALL BE PROTECTED IN
ACCORDANCE WITH NCFGC 404.9. PIPING SHALL NOT BE ELEVATED LESS
THAN 3-1/2" ABOVE GROUND AND ROOF SURFACES.

4. EXPOSED GAS PIPING SHALL BE LABELED PER THE REQUIREMENTS OF THE
2018 NCFGC 401.5.

5. SUPPORT ALL PIPING IN ACCORDANCE W/ 2018 NC FUEL GAS CODE. ANY
SUSPENDED MATERIALS SHALL BE DIRECTLY SUPPORTED BY THE BUILDING
STRUCTURE. DO NOT ATTACH ANYTHING TO THE ROOF DECK.

6. WHERE A SEDIMENT TRAP IS NOT INCORPORATED AS PART OF THE
APPLIANCE, SEDIMENT TRAPS SHALL BE INSTALLED PER THE REQUIREMENTS
OF NCFGC 408.4.

7. EACH GAS-FIRED APPLIANCE SHALL BE PROVIDED WITH A SHUTOFF VALVE IN
ACCORDANCE WITH NCFGC 409.5 AND SHALL BE LOCATED WITHIN 6 FEET
OF THE APPLIANCE.

8. GAS SHUTOFF VALVES SHALL BE OF AN APPROVED TYPE; SHALL BE
CONSTRUCTED OF MATERIALS COMPATIBLE WITH THE PIPING; AND SHALL
COMPLY WITH THE STANDARD THAT IS APPLICABLE FOR THE PRESSURE AND
APPLICATION IN ACCORDANCE WITH NCFGC TABLE 409.1.1. SHUTOFF
VALVES SHALL BE ACCESSIBLE AND PROTECTED PER  NCFGC 409.1.3.

9. M.C. RESPONSIBLE FOR EXECUTING ALL CODE REQUIRED TESTS AND
INSPECTIONS INCLUDING BUT NOT LIMITED TO THE LEAK AND PRESSURE
TESTING OF GAS AS DESCRIBED IN NCFGC SECTION 406. PURGING OF GAS
LINES SHALL BE PERFORMED IN ACCORDANCE WITH NCFGC 406.7.

GAS SYSTEM LOAD
EQUIPMENT MBH (INPUT)

FUR-1 80.0

FUR-2 60.0

UH-1 25.0

UH-2 50.0

WH-1 160.0

TOTAL: 375.0

TABLE 402.4(5)

3/4"

1/2"

PIPE SIZE (IN.)
MAX CAPACITY OF PIPE IN MBH

253 MBH

528 MBH

EQUIV. LENGTH = 300 FT

NATURAL GAS CALCULATIONS

BASED UPON CHAPTER 4 OF THE 2018 NORTH CAROLINA
FUEL GAS CODE, 2.0 PSI INLET PRESSURE, 1.0 PSI PRESSURE
DROP.

TAGGED NOTES - THIS SHEET

1 NEW GAS METER AND 2.0 PSI REGULATOR BY UTILITY.
M.C. TO COORDINATE. GAS PIPING SYSTEM DESIGNED
FOR 375 MBH TOTAL LOAD AND 300 FT EQUIVALENT
LENGTH.

2 GAS LINE UP INTERIOR SIDE OF EXTERIOR WALL TO
BOTTOM OF ROOF STRUCTURE.

(160 MBH)
WH-1

2 SCALE: 1/4" = 1'-0"

MECHANICAL ROOM ENLARGEMENT PLAN

3 GAS LINE DOWN TO SUSPENDED UNIT HEATER
CONNECTION.

4 GAS LINE DOWN TO WATER HEATER CONNECTION.

5 GAS LINE DOWN TO FURNACE CONNECTION.

6 SEE DWG #2 THIS SHEET FOR ENLARGED MECHANICAL
ROOM PLANS.

2

3

4

7 GAS LINE DOWN TO BELOW MEZZANINE.

8 GAS LINE BELOW MEZZANINE TO BE ROUTED TIGHT TO
BOTTOM OF STRUCTURE.

9 GAS LINE CONTINUES BELOW MEZZANINE TO
SUSPENDED UNIT HEATER. SEE DWG #1 THIS SHEET FOR
CONTINUED LINE ROUTING.

10 GAS LINE HIGH IN SPACE FROM METER. SEE DWG #1
THIS SHEET FOR CONTINUED LINE ROUTING.

10

3 NO SCALE

GAS PIPING RISER

5

5

GENERAL NOTES - THIS SHEET

1. ITEMS SHOWN IN BOLD & HATCHED ARE TO BE DEMO'D OR
RELOCATED. ITEMS SHOWN IN FAINT ARE EXISTING TO
REMAIN. NEW OR RELOCATED ITEMS ARE SHOWN IN BOLD.
SEE LEGEND.

2. M.C. TO VERIFY EXISTING CONDITIONS BEFORE BEGINNING
WORK.

3. HATCHED AREA INDICATES EXISTING AREAS NOT INCLUDED
IN SCOPE OF WORK.

4. SEE SHEET M102 FOR VENT ROUTING AND COMBUSTION AIR
CALCULATIONS.

11 FURNACE TO BE INSTALLED VERTICALLY ON 18x18
INSULATED PLENUM BOX IN MECHANICAL CLOSET.
ENSURE FUR IS POSITIONED SO THAT REQ'D
MAINTENANCE CLEARANCES ARE MAINTAINED. SEE
DETAIL.

15 EXISTING OUTSIDE AIR INTAKE LOUVER LOUVER TO
REMAIN. ENSURE IN GOOD WORKING ORDER.

16 EXISTING OUTSIDE AIR INTAKE LOUVER LOUVER TO BE
DEMO'D. COORDINATE W/ G.C. TO PATCH AND SEAL
EXTERIOR WALL.

12 HEAT PUMP TO BE INSTALLED AT GRADE. COORDINATE
MOUNTING PAD REQUIREMENTS W/ G.C.. ENSURE ALL
MFG MAINTENANCE CLEARANCES ARE MAINTAINED.

13 SUSPENDED UNIT HEATER TO BE INSTALLED TIGHT TO
BOTTOM OF MEZZANINE STRUCTURE. ENSURE ALL MFG
CLEARANCES ARE MAINTAINED.

14 SUSPENDED UNIT HEATER TO BE INSTALLED HIGH IN
SPACE. COORDINATE EXACT MOUNTING HEIGHT W/
ARCH AND C.G..

12

APPROXIMATE HEAT PUMP
LOCATIONS

1

8

NOTE:
SEE M102 SHEET FOR FULL
MECHANICAL PLANS

1.5, 2 TON HP

FUR-1FUR-2

UH-1

EF-1

EF-2

EF-3

EF-4

HP-2 HP-1

(80 MBH)(60 MBH)

(25 MBH)

(160 MBH)
WH-1

FUR-1FUR-2
(80 MBH)(60 MBH)

6

1

8

9

13

14

11 11

11 11

12

NORTH

1516

16

16

16

16

SWEEPER/
JETTER GARAGE

102

WAREHOUSE
FLOOR

101

SHOP
115

MECH.
114

LAUNDRY/ICE
113

BATHROOM
112

COMMON AREA
110

BATHROOM
116

BATHROOM
117

BATHROOM
118

OFFICE
103

OFFICE
104

OFFICE
105

OFFICE
106

OFFICE
107OFFICE

108

ADMIN.
109

STORAGE
111

MECH.
114

EF-5
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MECHANICAL
FIRST FLOOR

ENLARGEMENT

M102

RMH

1 SCALE: 1/4" = 1'-0"

MECHANICAL PLAN - OFFICE ENLARGEMENT

K NO SCALE

KEY PLAN

8Ø OA

6Ø OA6Ø OA

24x20
1300D

24x20
725D

16x16 16x1412x12

16
Ø

16X14

EF-1

EF-2

EF-3

EF-4 FUR-1

FUR-2

HP-1HP-2

4Ø

4Ø

8x
4

6Ø

6Ø

10x6 22.5°
140 B 18x6 45°

280 B

18x6 45°
280B

6Ø
70A6Ø

30A

16x14

14
Ø

10Ø

10Ø
245 C

10Ø
245 C

6Ø
30A

6Ø
30A

6Ø
30A

6Ø
95 A

8Ø
130 A8Ø

130 A8Ø
130 A8Ø

130 A8Ø
130 A

12x12 12x14

12x14

8x10 8x8

6Ø

8Ø
10Ø

6Ø6Ø

6Ø

6Ø

6Ø

6Ø

8Ø8Ø8Ø8Ø

TAGGED NOTES - THIS SHEET

GENERAL NOTES - THIS SHEET
1. ENSURE THAT ALL SOURCES OF BUILDING EXHAUST ARE A

MINIMUM OF 10' HORIZONTALLY FROM OR A MINIMUM OF
3' ABOVE ANY AREA OUTSIDE AIR INTAKES.

PROVIDE WALL CAP WITH INSECT SCREEN AND BDD.
CAULK BEHIND AND AROUND CAP WITH 100%
SILICONE. MAINTAIN 10' CLEARANCE FROM ALL
BUILDING AIR INTAKES.

6 FURNACE TO BE INSTALLED VERTICALLY ON 18x18
INSULATED PLENUM BOX IN MECHANICAL CLOSET.
ENSURE FUR IS POSITIONED SO THAT REQ'D MAINTENANCE
CLEARANCES ARE MAINTAINED. SEE DETAIL.
CONDENSATE TO BE PUMPED TO EXTERIOR GRADE,
AWAY FROM FOOT TRAFFIC.

3 SUSPENDED INLINE FAN TO BE INSTALLED EXPOSED HIGH IN
SHOP SPACE. ENSURE ALL MFG CLEARANCES ARE
MAINTAINED. SEE DETAIL.

7 4Ø FURNACE VENT TO BE ROUTED UP HIGH IN
WAREHOUSE SPACE. INSTALL PER FURNACE MFG'S
INSTRUCTIONS.

16 TRANSFER GRILLE(S) AND DUCTWORK. DUCTWORK TO BE
ROUTED TO LOUVERED TRANSFER GRILLE CENTERED
ABOVE DOORWAY. TURN LOUVER BLADES UP. SEE
DETAIL.

13

1

DRYER VENT LENGTH

"LAUNDRY"
(2) 90° BEND + (0) 45° BEND = 10' + 9'(V) + 12' (H) = 31' < 35'

1. INSTALLED DRYER MUST BE RATED BY MFG FOR VENT
LENGTH OF 31' OR GREATER WHEN INSTALLED W/ (2) 4Ø
90° ELBOW(S).

2. PROVIDE SHIELD PLATES ON THE FACE OF ALL FRAMING
MEMBERS WHERE THERE IS LESS THAN 1-1/4" OF
MATERIAL BETWEEN DRYER DUCT AND FACE OF
FRAMING MEMBER. SHIELD PLATES ARE TO BE OF STEEL
AND HAVE A MINIMUM THICKNESS OF 0.062 INCHES
AND EXTEND A MINIMUM OF 2 INCHES ABOVE SOLE
PLATES AND BELOW TOP PLATES. (2018 NCMC 504.7)

2018 NCMC SEC 504.8

MECH. 114 COMBUSTION AIR
CALC'S

BASED ON 2018 NCFGC SEC 304
SPACE: MBH (INPUT)

APPLIANCES MBH (INPUT)

FUR-1 80.0

FUR-2 60.0

TOTAL: 140.0
TWO HORIZONTAL OPENINGS (SEC 305.3.1)

REQ'D FREE AREA @ 1 SQIN PER
1,000 BTUH: 140

PROVIDE WALL CAP WITH INSECT SCREEN. CAULK
BEHIND AND AROUND CAP WITH 100% SILICONE.
MAINTAIN 10" CLEARANCE FROM ALL BUILDING AIR
EXHAUST.

2

NORTH
4 OUTSIDE AIR DUCTWORK TO BE ROUTED TIGHT TO BOTTOM

OF MEZZANINE STRUCTURE IN SHOP SPACE.

5 "TYPE B" FURNACE VENT TO BE ROUTED ABOVE LAY-IN
CEILING AND BELOW GYPSUM CEILING UNTIL CLEAR OF
MEZZANINE AND MEZZANINE STAIR. SIZE AND INSTALL PER
FURNACE MFG'S INSTRUCTIONS.

6

6

7

8 4Ø FURNACE VENT TO TURN UP TO BE ROUTED HIGH IN
WAREHOUSE SPACE.

UH-1

9 4Ø FURNACE VENT TO MFG ROOF JACK. INSTALL PER
FURNACE MFG'S INSTRUCTIONS.

9

10 4Ø UNIT HEATER TYPE "B" VENT TO MFG ROOF JACK. SIZE
AND INSTALL PER UNIT HEATER MFG INSTALLATION
INSTRUCTIONS.

10

11 SUSPENDED UNIT HEATER. SEE SHEET M101 FOR
ADDITIONAL INFORMATION.

11

1

1

1

12 G.C. TO PROVIDE LOUVERED DOOR. ENSURE LOUVER
HAS A MINIMUM FREE AREA OF 100 SQ IN. COORDINATE
W/ G.C..

12

13

14 MAIN RETURN DUCTWORK TO BE ROUTED ALONG THE
FLOOR OF THE MECHANICAL CLOSET.

14

15 OUTSIDE AIR DUCTWORK UP TO MFG ROOF JACK W/
INSECT SCREEN. ENSURE 10' HORIZONTAL CLEARANCE
FROM ALL SOURCES OF BUILDING AIR EXHAUST IS
MAINTAINED.

15

DWG #2
AREA OF

WORK

UH-2
10

11

SWEEPER/
JETTER GARAGE

102

SHOP
115

MECH.
114

LAUNDRY/ICE
113

BATHROOM
112

COMMON AREA
110

BATHROOM
116

BATHROOM
117

BATHROOM
118

OFFICE
103OFFICE

104
OFFICE

105
OFFICE

106

OFFICE
107

OFFICE
108

ADMIN.
109

STORAGE
111

2 SCALE: 1/4" = 1'-0"

MECHANICAL PLAN - SWEEPER/JETTER GARAGE ENLARGEMENT

17 VAV DIFFUSER W/ INTERNAL HEAT AND COOL SET
POINTS.

17

17

(FUR-1)(FUR-2)

(FUR-1)

SHOP 115 COMBUSTION AIR
CALC'S

BASED ON 2018 NCFGC SEC 304
SPACE: MBH (INPUT)

APPLIANCES MBH (INPUT)

UH-1 25.0

TOTAL: 25.0
ROOM AIR (SEC 304.5)

REQ'D VOLUME @ 50 CU. FT PER
1,000 BTUH: 1250

ROOM VOLUME: 8540

SWEEPER/JETTER 102
COMBUSTION AIR CALC'S

BASED ON 2018 NCFGC SEC 304
SPACE: MBH (INPUT)

APPLIANCES MBH (INPUT)

UH-2 50.0

TOTAL: 50.0
ROOM AIR (SEC 304.5)

REQ'D VOLUME @ 50 CU. FT PER
1,000 BTUH: 2500

ROOM VOLUME: 27500

12
x1

2

12x12

12x12

12x12- F

12x12- F

12x12-E

12x12-E

16

16

16

22x10-E(2)

18 (4) TOTAL LOUVERED TRANSFER GRILLES TO BE INSTALLED
ON WALL BENEATH STAIRS FOR COMBUSTION AIR.(2018
NCFGC SEC. 305.3.1) (2) GRILLES TO BE INSTALLED
WITHIN 12" OF CEILING IN MECH. 114. TURN LOUVER
BLADES UP. (2) GRILLES TO BE INSTALLED WITHIN 12" OF
FLOOR OF WAREHOUSE. TURN LOUVER BLADES DOWN.
GRILLES TO HAVE A MINIMUM FREE AREA OF 140 SQ IN.

18

19 MAIN SUPPLY AIR DUCTWORK TO BE EXPOSED HIGH IN
SPACE. DUCTWORK TO BE SINGLE WALL SPIRAL
DUCTWORK.

20 MAIN SUPPLY AIR DUCTWORK TO PENETRATE TO DECK
WALL. DUCTWORK TO TRANSITION TO INTERNALLY LINED
RECTANGULAR DUCTWORK.

21 MAIN SUPPLY AIR DUCTWORK ABOVE LAY-IN CEILING
AND BELOW GYPSUM CEILING TO BE INTERNALLY LINED
RECTANGULAR DUCTWORK. COORDINATE DUCT
ROUTING W/ AREA STRUCTURE.

22 WALLS SURROUNDING STORAGE CLOSET NOT TO DECK.
COORDINATE W/ ARCH.

23 LOUVERED RETURN GRILLE TO BE INSTALLED LOW IN
WALL BELOW COUNTERTOP. TURN LOUVER BLADES
DOWN.

24 SUPPLY GRILLE W/ INSULATED PLENUM BOX TO BE
INSTALLED ON EXPOSED DUCTWORK HIGH IN SPACE.
TYPICAL OF TYPE "B" DIFFUSERS.

19
19

19

20

21

21 21

22

22

22

2323

24

25 WIRELESS REMOTE TEMPERATURE SENSOR. MAIN
THERMOSTAT CONTROLS LOCATED IN COMMON AREA.

25

26

27 DRYER DUCT TO BE ROUTED ABOVE LAY-IN CEILING AND
BELOW GYPSUM CEILING.

28 HEAT PUMP TO BE INSTALLED AT GRADE. SEE SHEET M101
FOR ADDITIONAL INFORMATION.

2828

16

10Ø

8

5

7

10Ø

10
Ø

14x12

(UH-1)

16x16

1

26

4Ø DRYER VENT UP WALL. PROVIDE RECESSED DRYER
BOX. SEE DETAIL.

PROVIDE WALL CAP WITH BDD AND NO SCREEN.
CAULK BEHIND AND AROUND CAP WITH 100%
SILICONE. MAINTAIN 10' CLEARANCE FROM ALL
BUILDING AIR INTAKES.

27

12x12

EF-5
6Ø

6Ø

43

2

6Ø

8x6 45°
75 B

4Ø
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MECHANICAL
DETAILS

M201

RMH

G

GAS LINE BY M.C.

DRIP LEG BY M.C.

GAS PIPE, SHUT-OFF, 
CONNECTIONS, ETC. BY M.C.

ACCOUSTICAL LINER

TURNING VANES.

LOCKING QUADRANT.
VOLUME / BACKDRAFT DAMPER WITH 

RETURN AIR DUCT  WITHSIDE FILTER PANEL

FLEXIBLE CONNECTION

(FRONT ACCESS)
ANGLE SUPPORT
FOR DUCT RISE.

FURNACE

FURNACE TYPE "B" VENT PIPE.

MFG.  (SEE PLAN FOR
SIZE, INSTALLATION, ETC. PER

POINT OF DISCHARGE

CLEAN OUT

PREFAB. COOLING
COIL ENCLOSURE.

WITH CLEAN-OUT.
2" DEEP P-TRAP.

18" HIGH RETURN

GALVANIZED DRAIN PAN

AIR PLENUM PEDESTAL.

INTERLOCK WITH 
UNIT SHUT-DOWN.

UNIT MOUNTED ON 1/4"
THICK NEOPRENE PADS.

WITH FLOAT SWITCH

OUTSIDE AIR DUCT

REFRIG., & LIQ. LINES
SIZED & INSTALLED TO

MENDATIONS, T.E.L., ETC.
MANUFACTURER'S RECOM-

FLEXIBLE CONNECTION.

ACOUSTICAL LINER
SUPPLY AIR DUCT WITH

SEE PLANS FOR ROUTING.

1 NO SCALE

FURNACE DETAIL

1" CONDENSATE DRAIN
TO BE ROUTED TO
EXTERIOR GRADE AWAY
FROM FOOT TRAFFIC VIA
CONDENSATE PUMP.

PER MANUFACTURER'S
TYPE 'B' GAS VENT SIZE

RECOMMENDATIONS

APPROVED FLEXIBLE
CONNECTOR

G

FOR EACH UNIT HEATER
PROVIDE THERMOSTAT

ABOVE ROOF.  (10' MIN. HORIZ. 
PROVIDE VENT CAP MIN. 3'-0" 

FLASHING COLLAR

DIST. FROM PARAPET, ETC. PER CODE)

ROOF

1/2" THREADED RODS
TO STRUCTURE

2 NO SCALE

GAS FIRED UNIT HEATER

EXHAUST DUCT

FAN

HANGER

EXHAUST GRILLE

NOTES:
1. IF FAN IS EQUIPPED W/ INTERNAL BDD ENSURE BDD IS NOT

TAPED SHUT.
2. ENSURE NO PORTION OF TAPE, SEALING, ETC EXTENDS PAST

EDGE OF EXHAUST GRILLE.
3. INSTALLATION IN HARD-CEILING SIMILAR. FAN TO BE

FASTENED TO RAFTER/JOIST. SEE MFG INSTRUCTIONS.

CEILING

SEAL GAP BETWEEN
FAN HOUSING & CEILING

7 NO SCALE

EXHAUST FAN (CEILING) DETAIL

NOTE:
REGISTER ANGLE TO BE
PARALLEL TO FLOOR UNLESS
OTHERWISE NOTED.

MFG. REGISTER BOX

NOTE:
ALL SEAMS AND GAPS ARE TO
BE SEALED IN A NEAT AND
CLEAN MANNER WITH
NON-HARDENING MASTIC.

SPIRAL DUCT
SINGLE WALL

(SEE SCHEDULE)
SUPPLY GRILLE

4" MIN.

6 NO SCALE

SPIRAL DUCT REGISTER (PLENUM)

REDUCER OR
SQUARE TO ROUND
TRANSITION
(IF NECESSARY)TYP.

FINISHED

FLEX DUCT
DIAMETER "D"

CEILING SURFACE

CIRCULAR CLAMP

DIFFUSER/GRILLE

NOTES:
1. PROVIDE INSULATED REGISTER BOOT/PLENUM BOX IF NECESSARY.
2. RETURN APPLICATION IS SIMILAR. ALL ELBOWS IN RETURN APPLICATION

TO BE INSULATED SHEET METAL (NO FLEX ELBOWS).

(COORD. FRAME TYPE)

SUPPLY AIR DUCT.

FLARED SHOULDER &

INTEGRAL SCOOP.
SPIN IN COLLAR W/

(WHERE ACCESIBLE)

VOLUME DAMPER WITH
3/8" LOCKING QUADRANT
AND END BEARING.

ROUND SHEET
METAL DUCT.

NOTE:
FLEX DUCT TURN INTO DIFFUSER TO BE REPLACED
BY INSULATED SHEET METAL ELBOW FOR (3)
FARTHEST CEILING DIFFUSERS FROM AIR
HANDLER.

3 NO SCALE

DIFFUSER DETAIL

5 NO SCALE

GAS CONNECTION DETAIL 

FLEX CONNECTION FROM SHUT-OFF
VALVE(S) & REGULATOR

DIRT LEG

UNION (OPTIONAL). CONFIRM
W/ MFG'S INSTRUCTIONS.

APPROVED
GRAVITY AND WIND 

INDUCED VENTILATOR

ROOF

STEEL OR WELDED SEAM

TRANSITION STORM COLLAR/FLASHING
CONSTRUCTION ROUND TO SQUARE
11 GAUGE BLACK STEEL WELDED

DRAW BAND - 16GA. BLACK

1.

2.
ON STANDING SEAM METAL ROOFS.
EXTEND FLASHING TO "SEAM TO SEAM" FOR INSTALLATION

ENSURE FLUE IS 10' FROM ANY BUILDING AIR INTAKES.

NOTES:

3. FLUE MAY REQUIRE ADDITIONAL BRACING IN HIGH WIND AREAS.
4. SEAL AROUND FLUE & FLASHING AS REQUIRED.

INSULATION
INSULATION SHIELD
COORD. EXACT CLEARANCE W/ FLUE MFG

MIN HEIGHT = 2'-0"
OR 2'-0" ABV ANY

PART OF BLDG WITHIN
10'-0". WHICHEVER IS GREATER.

9 NO SCALE

GAS FLUE DETAIL

NOTE:
METAL LATHE USED WITH
MASONRY FINISH SYSTEMS TO
BE INSTALLED IN FRONT OF
FLASHING.

SIDING,
STUCCO,
STONE OR
SIMILAR.

NOTE:
ALL REFRIGERANT LINE BENDS TO BE BENT
SWEEPS. SOLDERED ELBOW FITTINGS TO BE
USED ONLY WHEN ABSOLUTELY NECESSARY.

SEALING GASKET. IF GASKET IS ABSENT FILL GAP
BETWEEN LINE SET AND FLASHING WITH EXPANDABLE
FOAM. TRIM EXCESS FOAM.

ABOVE GRADE

MFG SHEET METAL OR PLASTIC FLASHING W/
LIQUID TIGHT SEAMS. EQUAL TO QUICKFLASH
"A/C LINE SET FLASHING PANEL".

FASTENERS IN TOP PORTION ONLY,
BEHIND BUILDING PAPER.

PLYWOOD
OR OSB

SHEATHING.

BUILDING PAPER IN FRONT OF
FLASHING

BUILDING PAPER
BEHIND FLASHING

12" MIN.

INSULATED
REFRIGERANT LINE SET

STUD CAVITY

8 NO SCALE

HVAC LINE SET PENETRATION DETAIL (NON-MASONRY)

AIR FLOW TO
 TRANSFER GRILLE

18" M
IN.

DUCT LINER

6" MIN.
AIR GRILLE
RETURN

A
IR

 F
LO

W

10 NO SCALE

TRANSFER BOOT DETAIL

ACCOUSTICAL

24x24 DUCT

MOUNTED ON WALL.

6.  2x4 BLOCKING
5.  ONE 2x6 BLOCK ON BOTTOM PLATE

2.  RECESSED METAL BOX (18"x14"x5-1/2")

4.  DRYER FLEX HOSE
3.  4" DRYER VENT

1.  RESIDENTIAL DRYER

4 NO SCALE

RECESSED METAL BOX FOR DRYER EXHAUST

1

4

3

6

5 2

GRILLE AT RETURN
ON WALL

JOIST / TRUSS

SPRING VIBRATION

FAN OPEN TO SHOP SPACE

ISOLATORS. (TYP OF 4)

FAN

ATTACH RODS TO
STRUCTURE.

3/8"Ø RODS
(TYP. FOR 4)

INSULATED OUTSIDE AIR DUCT

CONNECTION.
(TYPICAL)

FLEXIBLE DUCT

250 LB. LOAD PER ROD.

11 NO SCALE

SUSPENDED IN LINE FAN DETAIL
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GENERAL ELECTRICAL NOTES
I. GENERAL REQUIREMENTS:
1. ELECTRICAL CONTRACTOR IS TO FURNISH AND PAY FOR ALL LABOR, MATERIAL,

EQUIPMENT, PERMITS & FEES REQUIRED FOR THE COMPLETE INSTALLATION OF ALL
SYSTEMS IN THIS SECTION OF WORK.

2. ALL WORK IS TO BE PERFORMED IN ACCORDANCE WITH NEC AND ALL OTHER
APPLICABLE CODES.  EC IS TO COORDINATE W/ G.C. IN REGARDS TO PROJECT
TIMELINE, WORK HOURS, AS WELL AS ANY BONDING OR INSURANCE REQUIREMENTS.

3. ALL ELECTRICAL & LIGHTING EQUIPMENT SHALL BE  PROVIDED COMPLETE WITH ALL
ACCESSORIES, HANGERS, SUPPORTS, CONTROLS, ETC FOR A FULLY FUNCTIONING
SYSTEM REGARDLESS OF PRESENCE ON PLANS.

4. ALL EQUIPMENT, MATERIALS AND INSTALLATION SHALL BE GUARANTEED TO BE FREE OF
DEFECTS  FOR A PERIOD OF ONE (1) YEAR AFTER FINAL ACCEPTANCE OF WORK OR IN
ACCORDANCE WITH THE  MANUFACTURER'S STANDARD GUARANTEE, IF LONGER.
EXISTING EQUIPMENT IS EXCLUDED FROM WARRANTY REQUIREMENT.

5. THESE DRAWINGS ARE DIAGRAMMATIC AND SHOW GENERAL LOCATION AND
ARRANGEMENT OF ALL MATERIALS AND EQUIPMENT.  THE DRAWINGS SHALL BE
FOLLOWED AS CLOSELY AS BUILDING CONSTRUCTION AND ALL OTHER WORK WILL
PERMIT.

6. DO NO SCALE DRAWINGS FOR MEASUREMENT.

7. INFORMATION GIVEN IN SCHEDULES INCLUDES BOTH DESCRIPTION OF PRODUCT AND
MANUFACTURER'S MODEL #. IF CONFLICT IS PRESENT BETWEEN DESCRIPTION AND
MODEL #, EQUIPMENT DESCRIPTION SHALL TAKE PRECEDENT. IN CASE OF CONFLICT
BETWEEN THE PLANS AND NOTES/SPECIFICATIONS OR CONFLICT BETWEEN
INFORMATION  PRESENTED ON THE PLANS OR IN THE NOTES/SPECIFICATIONS, THEN THE
MOST RESTRICTIVE SHALL TAKE PRECEDENT.

8. BEFORE BID EC IS RESPONSIBLE FOR CLARIFYING W/ G.C. ANY CONFUSION IN
REGARDS TO RESPONSIBILITY OF WORK TO BE PERFORMED OR MATERIALS TO BE
PROVIDED. THE SUBMITTAL OF THE  BID BY THE CONTRACTOR WILL BE HELD AS PROOF
THAT THE CONTRACTOR UNDERSTANDS THOROUGHLY AND COMPLETELY THE SCOPE
OF THE WORK INVOLVED, AND HAS INCLUDED ON THE BID ALL THE NECESSARY ITEMS
TO CARRY OUT THIS SECTION OF WORK.

9. AS SOON AS POSSIBLE (AND NOT MORE THAN 30 DAYS) AFTER CONTRACT IS SIGNED,
THE EC SHALL PROVIDE SUBMITTALS OF EQUIPMENT HE/SHE INTENDS TO PURCHASE FOR
REVIEW AND COMMENT BY THE ENGINEER. ENGINEER IS TO APPROVE SUBMITTALS
BEFORE EQUIPMENT IS ORDERED.

10. E.C. & G.C. SHALL CONSULT OWNER OR OWNER'S REPRESENTATIVE REGARDING
DISPOSAL, STORING OR RESALE OF ALL DEMO/REMOVED EQUIPMENT AND MATERIALS.

11. ALL EXISTING EQUIPMENT AND SYSTEMS ARE ASSUMED BY ENGINEER TO BE IN GOOD
WORKING ORDER. BEFORE BEGINNING WORK E.C. IS TO ENSURE ANY EQUIPMENT &
SYSTEMS TO REMAIN ARE PROPERLY FUNCTIONING. NOTIFY G.C. IMMEDIATELY IF
PROBLEMS ARE DISCOVERED.

12. ALL QUESTIONS MUST BE SUBMITTED IN RFI FORMAT TO THE ARCHITECT AND MUST BE
ADDRESSED BY THE APPROPRIATE DESIGNER OF RECORD PRIOR TO BECOMING A
PROPOSED CHANGE ORDER.

13. E.C. IS TO REVIEW COMPLETE DRAWING SET. E.C. IS RESPONSIBLE FOR  WORK
EXPLICITLY SHOWN AND WORK IMPLIED. UNLESS OTHERWISE NOTED FINAL ELECTRICAL
CONNECTION TO ALL EQUIPMENT, FURNITURE (I.E. CUBICLES, WORKSTATIONS, ETC) IS
THE RESPONSIBILITY OF THE E.C..

II. DIVISION OF WORK:
1. ALL ROOF WORK INCLUDING PENETRATIONS, OPENINGS, FLASHING, CURB INSTALLS,

ETC ARE TO BE PERFORMED BY ROOFING CONTRACTOR. E.C. RESPONSIBLE FOR
PROVIDING ANY ROOF CURBS, EQUIPMENT RAILS, VENTS, ETC AND COMMUNICATING
ALL REQ'S WITH G.C. & ROOFING CONTRACTOR.

2. ALL LOW VOLTAGE WIRING RELATED TO MECHANICAL EQUIPMENT AND SYSTEMS IS THE
RESPONSIBILITY OF THE MECHANICAL CONTRACTOR (ANY LOW VOLTAGE FIRE ALARM
WIRING TO BE BY E.C.). ALL HIGH VOLTAGE CONNECTIONS TO MECHANICAL
EQUIPMENT, TO BE PROVIDED AND INSTALLED BY E.C. (SEE EQUIPMENT SCHEDULE FOR
DISCONNECT RESPONSIBILITY).

3. G.C. TO BE RESPONSIBLE FOR PROVIDING AND INSTALLING ANY ACCESS DOORS
(WALL, FLOOR, CEILING) RELATED TO ELECTRICAL SYSTEM. E.C. RESPONSIBLE FOR
COMMUNICATING TO G.C. SIZE AND LOCATION OF REQ'D ACCESS DOOR(S).

4. ELECTRICAL CONTRACTOR IS TO EMPLOY THE SERVICES OF THE G.C. FOR CUTTING
AND PATCHING OF WALLS, FLOORS & CEILINGS RELATED TO THE INSTALLATION OF
ELECTRICAL EQUIPMENT & SYSTEMS.

5. G.C. RESPONSIBLE FOR PAINTING OF ANY EXPOSED CONDUIT, WIRE, BOXES ETC. E.C.
RESPONSIBLE FOR CLEANING AND PREPARING ITEMS FOR PAINT, COORDINATE W/
G.C.

6. E.C. TO COORDINATE W/ G.C. PRIOR TO BID REGARDING HIRING OF FIRE ALARM,
DATA/TELE & SECURITY SUB-CONTRACTORS (IF APPLICABLE).

III. MATERIALS:
1. ALL MATERIAL, DEVICES, APPLIANCES, AND EQUIPMENT SHALL BE NEW UNLESS

OTHERWISE NOTED AND SHALL CONFORM TO THE STANDARDS OF THE UNDERWRITER'S
LABORATORIES, INC., AND THE NATIONAL ELECTRICAL MANUFACTURERS
ASSOCIATION.

2. PROVIDE HANGERS & SUPPORTS APPROVED FOR USE BY NEC.

3. CONDUCTORS SHALL BE COPPER RATED AT NOT LESS THAN 600 VOLTS.MINIMUM SIZE
SHALL BE #12 AWG UNLESS OTHERWISE NOTED ON THE DRAWINGS. ALL WIRE #8 AWG
AND LARGER SHALL BE STRANDED.  ALL CONDUCTORS #10 AND SMALLER MAY BE
SOLID OR STRANDED, UNLESS OTHERWISE NOTED. CONDUCTOR INSULATION SHALL BE
TYPE THHN UNLESS OTHERWISE NOTED. ALL EXTERIOR CABLE OR OTHER WIRE EXPOSED
TO SUNLIGHT SHALL BE RATED FOR EXTERIOR USE & SUNLIGHT RESISTANT.

4. ALL WIRING SHALL BE INSTALLED IN GALVANIZED RIGID CONDUIT, INTERMEDIATE METAL
CONDUIT, OR EMT, EXCEPT AS ALLOWED BELOW.  EMT SHALL NOT BE USED IN OR
UNDER CONCRETE SLABS, OR IN MASONRY WALLS.  USE SCHEDULE 40 PVC OUTDOORS
WHERE NOT SUBJECT TO PHYSICAL DAMAGE OR BELOW FLOOR SLAB. PVC NOT TO BE
USED IN PATIENT CARE AREAS.  MINIMUM CONDUIT SIZE TO BE 1/2".  TYPE MC AND AC
CABLE MAY BE USED WHERE PERMISSIBLE BY NEC.  FLEXIBLE CONDUIT SHALL BE USED
FOR CONNECTIONS TO VIBRATING EQUIPMENT AND LUMINAIRES, BUT SHALL NOT
EXCEED 6' IN LENGTH.

5. METAL CONDUIT COUPLINGS TO BE COMPRESSION TYPE OR THREADED WHEN
ACCESSIBLE TO BUILDING OCCUPANTS. METAL COUNDUIT COUPLINGS MAY BE
SET-SCREW TYPE WHEN CONCEALED IN BUILDING STRUCTURE OR LOCATED MORE
THAN 10' AFF. PLASTIC CONDUIT COUPLINGS TO BE SOCKET GLUED TYPE.

6. FUSES 0 - 600 AMPS SHALL BE UL CLASS "RK-1" LOW PEAK DUAL ELEMENT TIME DELAY
WITH 200,000 AMPERE INTERRUPTING RATING AS MANUFACTURED BY BUSSMANN,
UNLESS NOTED OTHERWISE.

7. ALL TERMINALS/LUGS SHALL BE 60/75° RATED.  ALL TERMINALS, SPLICING
CONNECTORS, LUGS, ETC SHALL BE IDENTIFIED FOR USE WITH THE MATERIAL (CU/AL) OF
THE CONDUCTOR AND SHALL BE PROPERLY INSTALLED.

8. RECEPTACLES IN COMMERCIAL AREAS SHALL BE 20 AMP COMMERCIAL SPECIFICATION
GRADE EQUAL TO HUBBELL SERIES. GROUND FAULT RECEPTACLES SHALL BE EQUAL TO
COOPER VGF SERIES.

9. LIGHTING SWITCHES IN COMMERCIAL AREAS SHALL BE 20 AMP COMMERCIAL
SPECIFICATION GRADE EQUAL TO HUBBELL SERIES.

10. ALL EXTERIOR FIXTURES AND DEVICES SHALL BE RATED FOR OPERATION AT 0° F AND
SHALL BE DAMP OR WET LABELED AS REQUIRED.

11. ANY MULTI-WIRE BRANCH CIRCUITS ARE TO PROVIDED WITH MULTI-POLE BREAKERS.

IV. COORDINATION:
1. THE ELECTRICAL CONTRACTOR SHALL COORDINATE CLOSELY WITH ALL OTHER TRADES

TO AVOID CONFLICT AND ENSURE OTHER TRADES PROVIDE MEASURES TO
ACCOMMODATE ELECTRICAL WORK (I.E. ACCESS DOORS, SLAB/WALL/ROOF
OPENINGS, ETC).

2. E.C. TO COORDINATE ELEVATION OF WALL MOUNTED LIGHTS (INTERIOR & EXTERIOR)
W/ ARCHITECT/ARCH PLANS.

3. E.C. TO COORDINATE W/ P.C. & M.C. REGARDING POWER AND FIRE ALARM
CONNECTIONS TO MECHANICAL AND PLUMBING EQUIPMENT.

4. E.C. TO VERIFY ALL REQUIREMENTS AND COORDINATE EXACT LOCATION OF
INCOMING ELECTRICAL SERVICE WITH LOCAL POWER COMPANY PRIOR TO PROJECT
START-UP.  NOTIFY ENGINEER OF ANY CHANGES AS MAY BE REQUIRED.

5. E.C. TO VERIFY DEVICE PLATE COLOR AND MATERIAL WITH ARCHITECT PRIOR TO
PURCHASE.

V. EXECUTION:
1. E.C. TO FOLLOW MANUFACTURER'S INSTRUCTIONS WHEN INSTALLING ELECTRICAL

EQUIPMENT. ENSURE REQUIRED MAINTENANCE ACCESS AND CLEARANCES ARE
MAINTAINED. IF CONFLICT EXISTS BETWEEN THESE PLANS AND MFG INSTRUCTIONS
CONTACT ENGINEER.

2. E.C. IS TO ENSURE THAT THEIR INSTALLATION OF NEW CONDUITS, PIPES, DUCTWORK,
AND SIMILAR DOES NOT BLOCK ACCESS TO NEW OR EXISTING AREA EQUIPMENT AND
THAT THE FORE MENTIONED DOES NOT INTERFERE WITH THE REQUIRED SERVICE
CLEARANCE OF NEW OR EXISTING EQUIPMENT. COORDINATE WITH OTHER TRADE
CONTRACTORS AND CONTACT ENGINEER IF UNCERTAINTY EXISTS REGARDING
EQUIPMENT SERVICE CLEARANCE REQUIREMENTS.

3. A COMPLETE GROUNDING SYSTEM SHALL BE PROVIDED AND INSTALLED IN
ACCORDANCE WITH ARTICLE 250 OF THE NEC, AND AS SHOWN ON THE DRAWINGS.

4. PROVIDE A PULLWIRE IN ALL EMPTY CONDUITS.

5. PROVIDE A TYPED DIRECTORY IN ALL PANELBOARDS CLEARLY DESCRIBING THE
LOCATION OF AND TYPE OF LOAD BEING SERVED FOR ALL CIRCUITS.  PROVIDE
ENGRAVED PHENOLIC NAMEPLATES FOR ALL PANELBOARDS AND DISCONNECT
SWITCHES, WHITE LETTERS ON BLACK BACKGROUND.

6. ALL PENETRATIONS THROUGH EXTERIOR WALLS & ROOF SHALL BE FLASHED &
COUNTER-FLASHED IN A WATERPROOF MANNER.

7. PENETRATIONS OF NON-RATED WALLS, PARTITIONS AND FLOOR OF COMBUSTIBLE
CONSTRUCTION SHALL BE FIRESTOPPED WITH MATERIALS EQUIVALENT TO TWO INCHES
OF WOOD.  FIRESTOPPING SHALL COMPLY WITH ASTM E-814.

8. ANY NOTCHING, DRILLING, BORING OR OTHER ALTERATION TO BUILDING STRUCTURE
SHALL BE PERFORMED IN A CODE APPROVED METHOD AND NOT THREATEN THE
INTEGRITY OF THE BUILDING STRUCTURE.

9. SUPPORT ALL CONDUIT AND EQUIPMENT IN ACCORDANCE W/ NEC. ANY SUSPENDED
MATERIALS SHALL BE DIRECTLY SUPPORTED BY THE BUILDING STRUCTURE. DO NOT
ATTACH ANYTHING TO THE ROOF DECK.

10. PENETRATIONS OF ALL EXTERIOR WALLS, FLOORS AND CEILINGS SHALL BE SEALED IN AN
AIR TIGHT MANNER AND IN ACCORDANCE W/ 2018 NCECC C402.5.1.1 FOR
COMMERCIAL PROJECTS & R402.4.2 FOR RESIDENTIAL PROJECTS.

11. THE ELECTRICAL CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING ALL
ELECTRICAL EQUIPMENT FROM FOREIGN MATERIAL DURING CONSTRUCTION (PAINT,
SPACKLE, ETC.). UPON COMPLETION OF WORK THE ELECTRICAL CONTRACTOR SHALL
CLEAN, WASH, ETC ALL ITEMS AND EQUIPMENT WITHIN HIS SCOPE OF WORK AND
LEAVE ALL ITEMS BRIGHT AND CLEAN.

12. UNLESS OTHERWISE INDICATED THE ELECTRICAL CONTRACTOR AT HIS/HER DISCRETION
MAY COMBINE MULTIPLE CIRCUITS INTO A SINGLE CONDUIT AND DE-RATE WIRE.
COMBINING AND DE-RATING IS TO BE DONE IN STRICT ACCORDANCE W/ NEC.

13. DEVICES INCLUDING GFCI PROTECTION MUST HAVE THEIR TESTING MEANS READILY
ACCESSIBLE. PROVIDE REMOTE TESTING MEANS OR GFCI BREAKER FOR GFCI
RECEPTACLES AND SIMILAR DEVICES WHICH ARE NOT READILY ACCESSIBLE (I.E. BEHIND
EQUIPMENT, AT CEILING, ETC). (NEC 210.8).

14. COORDINATE WITH THE CABLE TV AND TELEPHONE UTILITIES FOR SERVICE ENTRANCE
AND CABLING REQUIREMENTS PRIOR TO ANY PURCHASING.  INSTALLATION MUST
COMPLY WITH THEIR RESPECTIVE REGULATIONS AND REQUIREMENTS.

15. ALL EXIT & EMERGENCY LIGHTS ARE TO BE CIRCUITED TO UN-SWITCHED LEG OF LOCAL
NORMALLY ON LIGHTING CIRCUIT.

16. RECEPTACLE, LIGHT SWITCHES AND OTHER CONTROL DEVICES ARE TO BE INSTALLED IN
ACCORDANCE W/ ANSI A117.1 AND ADA REQ'S CONCERNING HEIGHT AND
ACCESSIBILITY. FHA REQ'S TO BE FOLLOWED FOR MULTI-FAMILY AND RESIDENTIAL
PROJECTS.

17. E.C. IS TO CONFIRM EXACT ELECTRICAL NAMEPLATE DATA OF ALL PLUMBING,
MECHANICAL AND ELECTRICAL EQUIPMENT INCLUDING, BUT NOT LIMITED TO, MCA,
MOCP, VOLTAGE & PHASE BEFORE BEGINNING WORK.

18. CEILING MOUNTED ELECTRICAL FIXTURES SHALL BE A MINIMUM OF 80 INCHES ABOVE
THE FINISHED FLOOR UNLESS ABOVE COUNTERTOPS OR SIMILAR FIXED OBSTRUCTIONS.

19. E.C. TO IDENTIFY AND PERMANENTLY MARK BOXES, ENCLOSURES, EXPOSED CABLE,
AND RACEWAY SYSTEMS SERVING EMERGENCY SYSTEMS IN ACCORDANCE TO NEC
700.10. E.C. TO ALSO PROVIDE CLEARLY IDENTIFIED LABEL OF EMERGENCY BRANCH
CIRCUIT AT PANEL (NEC 700.12(F)(2)(4)).

ELECTRICAL ABBREVIATIONS

18"

AFF 

AFG 

E.C. 

FPN 

G.C.

M.C. 

P.C. 

WP 

UON 

FACP

SMP

DIMENSION INDICATES HEIGHT ABOVE FINISHED FLOOR AT WHICH CENTER OF 
DEVICE IS TO BE MOUNTED.

ABOVE FINISHED FLOOR.

ABOVE FINISHED GRADE.

ELECTRICAL CONTRACTOR.

FUSE PER EQUIPMENT NAMEPLATE REQUIREMENTS.

GENERAL CONTRACTOR.

MECHANICAL CONTRACTOR.

PLUMBING CONTRACTOR. 

INDICATES DEVICE TO HAVE WEATHERPROOF COVER.

UNLESS OTHERWISE NOTED.

FIRE ALARM CONTROL PANEL.

SPRINKLER MONITORING PANEL.

NIGHT LIGHT, LIGHT NOT SWITCHED.NL

WEATHER PROOFWP

ELECTRICAL SYMBOL LEGEND

J

EF

CIRCUIT CONDUCTORS CONCEALED IN FLOOR, WALL OR CEILING.

ARROWHEAD INDICATES HOMERUN TO PANEL NOTED.

INDICATES HOT LEG OF CIRCUIT TO BE CARRIED OVER TO NEXT DEVICE. SEE PLANS FOR
CONTROL SCHEME.

JUNCTION BOX CEILING MOUNTED.

JUNCTION BOX FLOOR MOUNTED.

JUNCTION BOX WALL MOUNTED AT HEIGHT INDICATED ON DRAWINGS.

SINGLE POLE SWITCH, 20A, 120/277 VOLT, 48" A.F.F. TO CENTER.
   "3" INDICATES 3-WAY SWITCH.
   "4" INDICATES 4-WAY SWITCH.
   "D" INDICATES DIMMER SWITCH OF TYPE TO SUIT LOAD.
   "M" INDICATES 120V, 20A MOTOR RATED TOGGLE SWITCH.
   "DP" INDICATES DOUBLE POLE

INDICATES FLUORESCENT FIXTURES DUAL SWITCHED, INBOARD/OUTBOARD SWITCHED
SEPARATELY.

SINGLE RECEPTACLE, 20 AMP, 120 VOLT, 18" A.F.F. TO CENTER.

DUPLEX RECEPTACLE, 20 AMP (15 AMP RESIDENTIAL, UON), 120 VOLT, 18" A.F.F. TO CENTER.
   "GFI" INDICATES GROUND FAULT CIRCUIT INTERRUPTER TYPE.
   "WP" INDICATES WEATHERPROOF.
   "EWC" INDICATES RECEPTACLE INSIDE ENCLOSURE OF ELECTRIC WATER COOLER PROVIDE

GFI BREAKER FOR CIRCUIT.
   "ASW" INDICATES ABOVE SHOW WINDOW, PER NEC SHOW WINDOW REQ'S.

QUADRUPLEX RECEPTACLE, AS ABOVE, 18" A.F.F.

DUPLEX RECEPTACLE, AS ABOVE, SPLIT WIRED, TOP HALF SWITCHED, 18" A.F.F.

DUPLEX RECEPTACLE, AS ABOVE, MOUNTED 6" ABOVE COUNTER TOP OR 4" ABOVE
BACKSPLASH, AS APPROPRIATE, OR AT HEIGHT INDICATED.

DUPLEX RECEPTACLE, AS ABOVE, MOUNTED 6" ABOVE COUNTER TOP OR 4" ABOVE
BACKSPLASH, AS APPROPRIATE, OR AT HEIGHT INDICATED, WITH GFI PROTECTION.

RECESSED FLUSH FLOOR DUPLEX RECEPTACLE WITH BRASS COVERPLATE.  COORDINATE
EXACT FINISH WITH ARCHITECT AND OWNER.

208V RECEPTACLE, SEE PLANS FOR NEMA CONFIGURATION.

TELEPHONE/DATA OUTLET, 18" A.F.F. TO CENTER OR ALIGN MOUNTING HEIGHT WITH
ADJACENT DEVICE, UNLESS OTHERWISE NOTED. COORDINATE EXACT DEVICE TYPE AND
REQUIRED FACEPLATE W/ OWNER/TENANT.

HEAVY DUTY FUSIBLE/NON-FUSIBLE DISCONNECT SWITCH, NUMBERS INDICATE FRAME SIZE,
NUMBER OF POLES AND FUSING.  PROVIDE NEMA 1 ENCLOSURE INSIDE.  PROVIDE NEMA 3
ENCLOSURE FOR ALL SWITCHES LOCATED OUTSIDE.
   "FPN" INDICATES FUSE PER EQUIPMENT NAMEPLATE
   "NF" INDICATES NON-FUSED.
   "MS" INDICATES MOTOR STARTER OF TYPE TO SUIT LOAD.

208Y/120V PANEL, SURFACE OR RECESS MOUNTED, SEE SCHEDULE FOR DETAILS.

480Y/277V PANEL, SURFACE OR RECESS MOUNTED, SEE SCHEDULE FOR DETAILS.

FAN, PROVIDED AND INSTALLED BY MECHANICAL CONTRACTOR, WIRED BY ELECTRICAL
CONTRACTOR.  PROVIDE DISCONNECTING MEANS AS REQUIRED.

RECESSED MOUNTED 2x4 FLUORESCENT TROFFER,  SEE FIXTURE SCHEDULE FOR DETAILS.

TRACK LIGHTING FIXTURE, SEE FIXTURE SCHEDULE FOR DETAILS.

SURFACE MOUNTED FLUORESCENT STRIP, SEE FIXTURE SCHEDULE FOR DETAILS.

WALL MOUNTED LIGHTING FIXTURE, SEE FIXTURE SCHEDULE FOR DETAILS.

SURFACE, RECESSED OR GROUND MOUNTED LIGHTING FIXTURE, SEE FIXTURE SCHEDULE FOR
DETAILS.

ELECTRIC UTILITY METER LOCATION.

KITCHEN EQUIPMENT TAG.

DEMO'D LIGHT FIXTURE OR SIMILAR.

DEMO'D RECEPTACLE OR SIMILAR.

CABLE TV OUTLET, 18" A.F.F. TO CENTER, UNLESS OTHERWISE NOTED.

M

30/3/FPN

###

TV

WALL SWITCH DUAL TECH. (INFRARED AND ULTRASONIC) OCCUPANCY SENSOR EQUAL TO
SENSOR SWITCH MODEL WSX PDT. 120/277V. TIME DELAYS 15 MINUTES FOR ON/OFF. LINE
VOLTAGE.
DIMMING WALL SWITCH DUAL TECH. (INFRARED AND ULTRASONIC) OCCUPANCY SENSOR
EQUAL TO SENSOR SWITCH MODEL WSX D PDT. 120/277V. TIME DELAYS 15 MINUTES FOR
ON/OFF. LINE VOLTAGE. TO BE USED WITH 0-10V DIMMING FIXTURES ONLY.
NOTE:
THE CONTRACTOR IS TO PROVIDE AND INSTALL ALL RELAYS, CONTROLS, SWITCHES, ETC FOR
A FULLY FUNCTIONING SYSTEM REGARDLESS OF PRESENCE OR ABSENCE ON PLANS.

MOTION SENSOR LEGEND
M0

M6

NOTES:
1. UNLESS OTHERWISE NOTED COLOR & FINISH OF FIXTURE HOUSING, BAFFLE, OR SIMILAR EXPOSED ELEMENTS TO BE BY ARCHITECT.
2. EXIT AND EMERGENCY LIGHTING FIXTURES SHALL BE CIRCUITED TO AN UNSWITCHED LEG OF A NORMALLY ON LOCAL LIGHTING CIRCUIT (UNLESS NOTED OTHERWISE),INCLUDE 90 MINUTE BATTERY

BACKUP & TESTING MEANS.
3. FIXTURES WIRED VIA EMERGENCY LIGHTING INVERTER WHERE "EMG-INV" IS SHOWN.
4. ALL LAMPS OF A SINGLE FIXTURE TYPE INSTALLED IN EACH AREA/ROOM/SPACE ARE TO BE OF SAME TEMPERATURE/COLOR.

WALL
MOUNTED
TELEPHONE

48
"

FLOOR

TOP OF COUNTER

CEILING

FIRE ALARM HORN,
HORN/STROBE OR
STROBE.

18
"

TELEPHONE OR
DATA JACK

46
"

46
"

FIRE ALARM
PULL STATION

LIGHT SWITCH
OR DIMMER

RECEPTACLE
80

"

FIRE

ALIGN DEVICES WHEN
MOUNTED CLOSE ON

SAME WALL

42
"

34
" M

A
X

MAX COUNTER
DEPTH = 24"

NOTE:
DEVICE HEIGHTS ARE TO
BE AS INDICATED UNLESS
OTHERWISE NOTED.

SWITCH
TELE/DATA

RECEPTACLE

1 NO SCALE

TYPICAL DEVICE MOUNTING HEIGHTS

NOTE:
MOUNTING LOCATIONS OF RECEPTACLES, SWITCHES AND ALL
OTHER CONTROL DEVICES SHALL BE IN ACCORDANCE WITH
ANSI A117.1 AND ADA REQUIREMENTS (FHA REQ'S FOR
MULTI-FAMILY AND RESIDENTIAL PROJECTS)

BALLAST DATA

LIGHTING FIXTURE SCHEDULE
MANUF.MARK NUMBER

CATALOG LAMP DATA
NO. TYPE

VOLTS
NO. TYPE WATTS

INPUT MOUNTING DESCRIPTION

C LITHONIA EPANL 2X2 - LED MVOLT DRIVER1 19 LAY-IN
2x2 LED ACRYLIC LENSED LAY-IN RECESSED FLAT
PANEL TROFFER. 2000 LUMENS. 3500K COLOR TEMP.
80 CRI.

A2 LITHONIA EPANL 2X4 - LED MVOLT DRIVER1 28 LAY-IN
2x4 LED ACRYLIC LENSED LAY-IN RECESSED FLAT
PANEL TROFFER. 3000 LUMENS. 3500K COLOR TEMP.
80 CRI.

A3 LITHONIA EPANL 2X4 - LED MVOLT DRIVER1 39 LAY-IN
2x4 LED ACRYLIC LENSED LAY-IN RECESSED FLAT
PANEL TROFFER. 4000 LUMENS. 3500K COLOR TEMP.
80 CRI. 0-10V DIMMING TO 10%.

A1 LITHONIA EPANL 2X4 - LED MVOLT DRIVER1 39 LAY-IN
2x4 LED ACRYLIC LENSED LAY-IN RECESSED FLAT
PANEL TROFFER. 4000 LUMENS. 3500K COLOR TEMP.
80 CRI.

L1 LITHONIA ZL1D - LED MVOLT DRIVER1 30 SUSPENDED 4' LED STRIP LIGHT. DROP LENS DIFFUSER. 3000
LUMENS. 3500K COLOR TEMP.. 80 CRI. WHITE FINISH.

L2 LITHONIA ZL1D - LED MVOLT DRIVER1 41 SUSPENDED 4' LED STRIP LIGHT. DROP LENS DIFFUSER. 5000
LUMENS. 3500K COLOR TEMP.. 80 CRI. WHITE FINISH.

L3 LITHONIA ZL1N - LED MVOLT DRIVER1 48 SURFACE
8' LED STRIP LIGHT. DROP LENS DIFFUSER. 6000
LUMENS. 3500K COLOR TEMP.. 80 CRI. WHITE FINISH.
DAMP LOCATION LISTED. COLD LOCATION LISTED.

E LITHONIA WST LED - LED MVOLT DRIVER1 25 WALL
ARCHITECTURAL EXTERIOR LED WALL SCONCE. 3000
LUMENS. 3000K COLOR TEMP. WIDE THROW
DISTRIBUTION. BLACK FINISH. COLD/WET LOC. LISTED.

B LITHONIA DMW2 - LED 120-277 DRIVER1 58 SUSPENDED
4' LED VAPOR PROOF GASKETED  FIXTURE. -40°F AND
WET LOCATION RATED. 4000 LUMENS. 3500K COLOR
TEMP. 80 CRI. POLY. DIFF. W/ PENDANT MOUNT.

W1 LITHONIA IBE - LED MVOLT DRIVER1 128 SUSPENDED
4' LED HIGH BAY. 4000K COLOR TEMPERATURE. 18000
LUMENS. ACRYLIC LENS. MEDIUM DISTRIBUTION. 80
CRI. INTEGRAL 360° PRE-WIRED MOTION SENSOR.

W2 LITHONIA IBE - LED MVOLT DRIVER1 128 SUSPENDED
4' LED HIGH BAY. 4000K COLOR TEMPERATURE. 18000
LUMENS. ACRYLIC LENS. MEDIUM DISTRIBUTION. 80
CRI.

LITHONIA LQM 1 LED 120, - 1.2 WALL EXIT LIGHT W/ BATTERY BACK-UP. RED ILLUMINATED
EXIT SIGN. HOUSING COLOR BY ARCH.-277

BARRON LIGHTING
GROUP TR-WB-BR-CL 2 6W XENON - - WALL

REMOTE EXTERIOR EMERGENCY LIGHT. PAINTABLE.
COLD WEATHER OPTION. BATTERY BACK-UP. W/ TEST
SWITCH. WET LOC LISTED. NEC 700.16 COMPLIANT.

-120,
277E

LITHONIA LHQM  LED 2 1.5W 120, - 3.0 WALL
LED EXIT-EMERGENCY LIGHT COMBO. (2) ADJ.
HEADS. BATTERY BACK-UP. RED ILLUMINATED EXIT
SIGN. HOUSING COLOR BY ARCH.

-277

- - - - - MFG -
FIXTURE TO BE WIRED VIA EMERGENCY LIGHTING
INVERTER WITH 90 MINUTE BATTERY BACK-UP. SEE
RISER(S) AND DETAIL(S).

-120,
277

EMG-INV

VS.NONTRADABLE EXTERIOR WATTAGE SPECIFIED VS. ALLOWED

EXTERIOR LIGHTING POWER DENSITY CALCULATION PER TABLE C405.5.1.  SEE LIGHTING
FIXTURE SCHEDULE FOR FIXTURE INFORMATION.

INTERIOR LIGHTING POWER DENSITY CALCULATION PER TABLE C405.4.2.  SEE LIGHTING
FIXTURE SCHEDULE FOR FIXTURE INFORMATION.

TRADABLE EXTERIOR WATTAGE SPECIFIED VS. ALLOWED VS.

SIGNED:

TITLE:
NAME:

ELECTRICAL ENGINEER

VS.INTERIOR WATTAGE SPECIFIED VS. ALLOWED

LIGHTING POWER DENSITY CALCULATION COMPLIANCE DESIGNER STATEMENT:
TO THE BEST OF MY KNOWLEDGE AND BELIEF, THE DESIGN OF THIS BUILDING COMPLIES
WITH THE LIGHTING SYSTEMS REQUIREMENTS OF THE NORTH CAROLINA ENERGY
CONSERVATION CODE, SECTION C405 & C406 AND ANY LOCAL AMENDMENTS THEREOF.

LIGHTING SYSTEMS
NCECC SECTION C405 & C406

DUSTIN M. METAYER, PE

ADDITIONAL PRESCRIPTIVE COMPLIANCE
NOT APPLICABLE (RENOVATION PROJECT)
C406.2 MORE EFFICIENT MECHANICAL EQUIPMENT
C406.3 REDUCED LIGHTING POWER DENSITY
C406.4 ENHANCED DIGITAL LIGHTING CONTROLS

C406.5 ON-SITE RENEWABLE ENERGY
C406.6 DEDICATED OUTDOOR AIR SYSTEM
C406.7 REDUCED ENERGY USE IN SERVICE WATER HEATING

4032 15613

534 600
NA NA

X

LITHONIA ELM2 LED 2 1.5 W - 1.4 SEE PLAN GEN. PURPOSE EMERGENCY LED LIGHT. (2) ADJ.
HEADS. BATTERY BACK-UP.-120,

277
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ELECTRICAL
LIGHTING PLAN

E101

TEL

1 SCALE: 1/8" = 1'-0"

ELEC. LIGHTING PLAN - WAREHOUSE/OFFICE

NOTE:
ALL EXISTING
INTERIOR/EXTERIOR
LIGHTING, LIGHTING
POWER, AND SWITCHING
TO BE DEMO'D.

NOTE:
E.C. TO RE-USE EXISTING
LIGHTING CONDUIT IN
WAREHOUSE FOR NEW
LIGHTS TO EXTENT
POSSIBLE.

POWER CIRCUIT FOR AREA LIGHT FIXTURE TO BE WIRED
VIA AREA MOTION SENSOR. MOTION SENSOR TO BE
UPSTREAM OF AREA SWITCHES. SEE DETAIL.

GENERAL NOTES - THIS SHEET
1. E.C. TO VERIFY EXISTING CONDITIONS BEFORE BEGINNING

WORK.
2. ENSURE THAT ALL EXIT AND EMERGENCY LIGHTS ARE

CONNECTED TO LOCAL NORMALLY ON LIGHTING CIRCUIT
AND ARE WIRED UPSTREAM OF ALL SWITCHES,
CONTACTORS, AND SIMILAR.

5 PROVIDE EXTERIOR EMERGENCY LIGHT.

2 FIXTURE TO BE WIRED AS A NIGHT LIGHT. NIGHT LIGHT
CIRCUIT TO BE WIRED VIA CENTRAL EMERGENCY
INVERTER WITH BATTERY BACK-UP. SEE PANEL
SCHEDULE.

4 LIGHTING CIRCUIT TO BE CONTROLLED VIA
PHOTOCELL. SEE PANEL SCHEDULE.

TAGGED NOTES - THIS SHEET
1

A3 A3 A3 A3 A3 A3 A3 A3

A3

A3

A2 A1 A1 A2 A2

W1 W1W1

W1

W1 W1W1

W1 W1W1W1

W1

M6

M6 M6 M6 M6 M6 M6

M0

M0

M0

M0 M0

E

E

E

E E

2 SCALE: 1/8" = 1'-0"

ELEC. LIGHTING PLAN - 2ND FLOOR MEZZANINE

W1

3 FIXTURE "W1" TO HAVE BUILT-IN MOTION SENSOR.
TYPICAL OF ALL "W1" FIXTURES. SEE SHEET E001.

3 E

3,WP

L1

L1

L1

L1

L1

L1

L1

L1

L1

L2

L1 L1

L1 L1

L1

L1

L1

L1

3

3

4

3

3

3

3

L3 L3 L3 L3 L3 L3 L3 L3

A-29

A-29

A-29

EMG-INV

EMG-INV

EMG-INV

EMG-INV

2

2

2

2NL

W2

W2

NL

NL

NL

B BB

B BB

B BB

NOTE:
WAREHOUSE LIGHTS
SUSPENDED AT 18'.

E

E

E

E

5

5

5

5

4

EF

EF

EF

EF

A-25

SWEEPER/
JETTER GARAGE

102

WAREHOUSE
FLOOR

101

SHOP
115

MECH.
114

LAUNDRY/ICE
113

BATHROOM
112

COMMON AREA
110

BATHROOM
116

BATHROOM
117

BATHROOM
118

OFFICE
103

OFFICE
104

OFFICE
105

OFFICE
106

OFFICE
107

OFFICE
108

ADMIN.
109

STORAGE
111

A-27

B-13

4

4

A-31

A-31

A-31

A-31

EMG-INV

2
NL

A-31

NOTE:
ALL "L1" & "L2" FIXTURES TO
BE SUSPENDED AT 10'

NOTE:
ALL "B" FIXTURES TO BE
SUSPENDED AT 15'.

MEZZANINE

EMG-INV
A-33

NL2

B-13

PANEL A

6 CIRCUIT TO BE SWITCHED AT PANEL "A". SEE RISER.

6

EMG-INV
A-33

NL2

3,WP

EMG-INV

2NL

A-33
W2

EMG-INV

2NL

W2
A-33

C C

C C

C C

C

A

UP

DOWN

B

MEZZANINE
RAILING

MEZZANINE
RAILING

MEZZANINE
RAILING NOTE:

MEZZANINE IS LOCATED
ABOVE "SHOP - 115".

7 LIGHT TO BE MOUNTED A MINIMUM OF 10' ABOVE
MEZZANINE FINISHED FLOOR HEIGHT.

7

8 TIME CLOCK FOR CIRCUIT TO BE LOCATED AT PANEL.
SEE PANEL SCHEDULE FOR MORE INFO.

8

8

9 PANEL "A" AND LIGHTING INVERTER(S). SEE RISER.

9

M0

M0
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ELECTRICAL
POWER PLAN

E102

TEL

1 SCALE: 1/8" = 1'-0"

ELEC. POWER PLAN - FIRST FLOOR

SWEEPER/
JETTER GARAGE

102

WAREHOUSE
FLOOR

101

SHOP
115

MECH.
114

LAUNDRY/ICE
113

BATHROOM
112

COMMON AREA
110

BATHROOM
116

BATHROOM
117

BATHROOM
118

OFFICE
103

OFFICE
104

OFFICE
105

OFFICE
106

OFFICE
107OFFICE

108

ADMIN.
109

STORAGE
111

GENERAL NOTES - THIS SHEET
1. SEE PANEL SCHEDULES FOR GFI PROTECTION OF SOME

OUTLETS.
2. FINAL CONNECTION TO ALL EQUIPMENT BY E.C..

JJJ

J J

J J

J

M

M
MMM

M M

M
2

1

1
A-8

1
A-6

1
A-4

1
A-2

1
A-10

1
A-12

1

AM

GFI,WP

GFI,WP

GFI,WP

GFI,WP

GFI

+48"

+48"

GFI

B-8

B-8

B-17
B-17

B-17

B-17
B-17

B-2

B-2 B-2

B-2

B-2 B-4

B-4

B-4 B-4

B-4

B-6

B-8

B-8

B-8 B-6B-3

+48",GFI

+48",GFI

+48",GFI

+60" B-1

GFI

3

4 5

DW,GFI
B-5

NOTE:
ALL EXISTING POWER TO
BE DEMO'D.

J

6

A-7

A-7A-7
A-1

A-1

A-1

A-23

A-11

A-11

A-11

B-6

B-6

B-6

B-1
B-1B-3B-7,9

B-11

A-13 A-23

A-23

A-9A-9

A-13

A-1

A-11

B-12

A-9

A-16

A-13

A-21

A-9

A-35,37

A-3,5

A-7

A-7

A-23

A-14

A-13

A-17,19

A-15

B-3

GFI,WP
B-6

8

9

FUR-1

FUR-2

HP-2 HP-1

30/2/FPN,WP

A-26,28
60/2/FPN,WPA-22,24

7

M

B

5

A-18
M

A-20 UH-1

UH-2

A-30

A-30

WH-1

2 SCALE: 1/8" = 1'-0"

ELEC. POWER PLAN - 2ND FLOOR MEZZANINE

A-9

10
J

10
J

11

12

2

2
22

2

A-33
A-35

A-13

3" CONDUIT TO
TELE/DATA

DENMARK POINTS

MEZZANINE

MW

B-3
MW

B-3

13

13

B-6

B-1

14

WP,GFI
A-1

HOT BOX
ON SITE

+48"
A-41

+48"
A-41

PROVIDE POWER FOR MOTORIZED DOOR OPENER.
COORDINATE EXACT REQUIREMENTS W/ MFG SPECS.

2 PROVIDE CONTROL SWITCH AT WALL FOR DOOR
OPENER. COORDINATE EXACT REQUIREMENTS AND
LOCATION WITH MFG SPECS AND G.C..

7 ENSURE THAT SERVICE RECEPTACLE IS PRESENT WITHIN
25' AND LINE OF SIGHT OF EQUIPMENT.

3 NEW TELE/DATA CABINET. COORDINATE EXACT
REQUIREMENTS WITH OWNER/G.C..

TAGGED NOTES - THIS SHEET
1

4 NEW METER. SEE RISER.

5 NEW PANEL. SEE RISER.

6 HOOD LIGHTS AND CONTROLS TO BE SWITCHED
SEPARATELY. SWITCHES TO BE LOCATED IN AN ADA
COMPLIANT LOCATION. COORDINATE WITH G.C..

8 PROVIDE POWER FOR PRESSURE WASHER.
COORDINATE EXACT LOCATION AND REQUIREMENTS
WITH OWNER/G.C..

12 PROVIDE POWER FOR WATER HEATER. COORDINATE
W/ P.C..

11 (2) STACKED EMG INVERTERS MOUNTED ON WALL. SEE
RISER.

13 UNIT HEATER INCLUDES MFG INTEGRAL SWITCH.
COORDINATE WITH M.C..

14 PROVIDE POWER TO WEATHER PROOF GFI
RECEPTACLE AT HOT BOX FOR HEAT TAPE.
COORDINATE EXACT LOCATION W/ P.C..

EF-5
M

A-39

15 FAN TO BE CONTROLLED BY WALL MOUNTED SPEED
CONTROLLER/SWITCH AND TIME CLOCK. SPEED
CONTROLLER/SWITCH TO BE PROVIDED BY M.C. AND
INSTALLED BY E.C. IN AREA. TIME CLOCK TO BE
PROVIDED AND INSTALLED BY E.C. AND LOCATED AT
PANEL.

15

9 PROVIDE POWER AND 240V RECEPTACLE FOR
WELDER. COORDINATE EXACT LOCATION AND
REQUIREMENTS WITH OWNER/G.C.. EXACT
RECEPTACLE TYPE TO BE COORDINATED WITH
EQUIPMENT.

10 PROVIDE CONDUIT AND POWER FOR CARD READER
AND/OR DOOR LOCK. COORDINATE EXACT
LOCATIONS AND DETAILS WITH G.C.. DOOR TO OPEN
FREELY IN DIRECTION OF EGRESS.

16 PROVIDE CONDENSATE PUMP POWER. COORDINATE
W/ M.C..

16
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ELECTRICAL
PANEL

SCHEDULE
AND RISER

E201

TEL

XFMR
UTIL.

NOTE 1

M

PANEL

A

A

400 MCB

NOTE 10
240/120V

NOTE 3

NOTE 5

NOTE 4

NOTE 2,5

1 NO SCALE

ELECTRICAL POWER RISER 

RISER DIAGRAM NOTES:
1. POLE MOUNTED TRANSFORMER BY UTILITY.
2. SECONDARY CONDUCTORS SIZED, PROVIDED & INSTALLED BY E.C.. CONFIRM INSTALLATION W/

UTILITY BEFORE BEGINNING WORK.
3. #1/0 CU MAIN GROUNDING ELECTRODE CONDUCTOR TO GROUNDING SYSTEM (SEE DETAIL).

BUILDING SHALL HAVE ONE GROUNDING ELECTRODE SYSTEM.
4. 400A METER BASE PER UTILITY REQUIREMENTS. METER BY UTILITY.
5. (3) 500kcmil CU, 3" CONDUIT.
6. (3) #1/0 CU, #6 CU GND, 1 1/4" CONDUIT.
7. PROVIDE PLACARD AT PANEL(S)/DISCONNECT(S) INDICATING SUITE/TENANT & PANEL SERVED.
8. PROVIDE PLACARD INDICATING AVAILABLE AIC FAULT CURRENT (NEC 110.24).
9. PROVIDE PLACARD INDICATING ARC-FLASH HAZARD AT PANEL(S)/DISCONNECT(S). (NEC 110.16)
10. UTILITY TRANSFORMER SPECS UNKNOWN AT TIME OF DESIGN COMPLETION. DESIGN IS BASED ON

42,000AIC. E.C. TO VERIFY TRANSFORMER PROPERTIES WITH UTILITY PRIOR TO PURCHASING
EQUIPMENT. IF TRANSFORMER AIC IS LESS LOWER RATED EQUIPMENT MAY BE USED. IF HIGHER
CONTACT ENGINEER. CIRCUIT BREAKERS WITH A LESSER LABELED AIC RATING MAY BE USED IF
THOSE BREAKERS ARE PAIRED WITH AN UPSTREAM BREAKER OR FUSE AS PART OF A UL SERIES
RATED COMBINATION. PAIRED DEVICES MUST BE IN ACCORDANCE WITH NEC 240.86. LABEL PER
NEC 110.22(C). CONFIRM W/ EQUIPMENT MFG BEFORE PURCHASE. E.C. TO PROVIDE FIELD
INSPECTOR WITH MFG'S DOCUMENTATION REGARDING UL SERIES RATING OF PAIRED
BREAKERS/FUSES.

11. EMERGENCY LIGHTING INVERTER WITH BATTERY BACK-UP EQUAL TO IOTA IIS-375-I 375 WATT
MODEL.  NORMALLY ON, .SEE DETAIL FOR MORE INFORMATION.

WAREHOUSE
FLOOR 101

BUILDING
EXTERIOR

FROM
UTILITY

NOTE:
E.C. TO COORDINATE
POSSIBLE UPGRADE OF
UTILITY TRANSFORMER WITH
UTILITY BEFORE BEGINNING
WORK.

GRADE

WAREHOUSE FLOOR 101 3 PHASE, 4 WIRE

VOLTAGE: 240/120V PANEL: A SURFACE MOUNTED

AMPS: 400-MCB LOAD PER PHASE NEMA 1

NOTES -DESCRIPTION- POLE WIRE
SIZE

BRK
SIZE

CKT
# A B CKT

#
BRK
SIZE

WIRE
SIZE POLE -DESCRIPTION- NOTES

REC: GARAGE 1 12 20 1 1.0 0.7 2 20 12 1 POWER DOOR #6

#6 PRESSURE WASHER 2 12 20
3 1.0 0.7 4 20 12 1 POWER DOOR #6
5 1.0 0.7 6 20 12 1 POWER DOOR #6

REC: WAREHOUSE 1 12 20 7 1.0 0.7 8 20 12 1 POWER DOOR #6
REC: WAREHOUSE/SHOP 1 12 20 9 1.2 0.7 10 20 12 1 POWER DOOR #6
REC: SHOP 1 12 20 11 0.8 0.7 12 20 12 1 POWER DOOR #6
REC: LAUNDRY/ICE/TELE 1 12 20 13 1.2 0.7 14 20 12 1 POWER DOOR #6

GFI REC: WASHER 1 12 20 15 1.2 0.7 16 20 12 1 POWER DOOR #6

#6 REC: DRYER 2 10 30
17 2.5 0.8 18 15 12 1 FUR-2

19 2.5 1.3 20 15 12 1 FUR-1

#6,GFI REC: ICE MAKER 1 12 20 21 0.8 1.4 22
25 10 2 HP-2

REC: LAUNDRY/MECH 1 12 20 23 0.9 1.3 24

SWD LTS: WAREHOUSE 1 12 20 25 1.9 2.4 26
40 8 2 HP-1

TC LTS: SHOP/MECH/ICE/WASH 1 12 20 27 1.0 2.4 28

PC LTS: EXTERIOR 1 12 20 29 0.5 0.2 30 20 12 1 UH-1,UH-2
LO LTS: EMG INVERTER A 1 12 20 31 0.3 10.2 32

150 1/0 2 PANEL B
LO LTS: EMG INVERTER B 1 12 20 33 0.3 9.8 34

#6 FUTURE WELDER 2 8 40
35 5.0 0 36 20 - 1 SPARE
37 5.0 0 38 20 - 1 SPARE

TC EF-5 1 12 20 39 0.2 0 40 - - 1 SPACE
CONDENSATE PUMPS 1 12 20 41 0.4 0 42 - - 1 SPACE

33.2 31.9
TOTAL CONNECTED kVA: 65.1 DEMAND kVA: 73.5

PANEL RMS SYM. AMPS: SEE RISER DEMAND AMPS: 306.3

1. PANEL SHALL BE SERVICE ENTRANCE RATED, EQUAL TO SQUARE D NQ.
2. TC - CIRCUIT THROUGH 7-DAY PROGRAMMABLE ASTRONOMICAL TIME SWITCH WITH AUTO-DUSK,

AUTO-DAWN FEATURE EQUAL TO LEVITON VPT24-1PZ. SWITCH TO INCLUDE MANUAL OVERRIDE AND
BATTERY BACK-UP. LOCATE AT PANEL.

3. PROVIDE HACR BREAKERS FOR HVAC & REFRIGERATION EQUIPMENT.
4. GFI - PROVIDE GFCI BREAKER FOR CIRCUIT.  GFCI RECEPTACLES MAY BE USED IN LIEU OF GFCI

BREAKERS SO LONG AS THE DEVICE(S) CONFORM TO NEC CODE REQUIREMENTS FOR GFCI
PROTECTION & ACCESSIBILITY.

5. PC - CIRCUIT THROUGH PHOTOCELL LOCATED ON NORTH FACE OF BUILDING.
6. VERIFY BREAKER AND WIRE SIZE REQUIREMENTS WITH EQUIPMENT NAMEPLATE BEFORE BEGINNING

WORK.
7. LO - INDICATES LOCK-ON ATTACHMENT REQUIRED.
8. PROVIDE SWD RATED BREAKERS FOR LIGHTING CIRCUITS.

INTERSYSTEM BONDING
TERMINATION BUS, PER

NEC 250.94, BONDED WITH
MINIMUM #6 AWG CU.

FINISHED GRADE

GROUND CLAMP ON EFFECTIVELY
GROUNDED METALLIC WATER MAIN,

PER NEC 250.52(A)(1)

GROUND BUS

HAND HOLE FOR
INSPECTION.

NONMETALLIC PROTECTIVE SLEEVE

20' MIN.
3/4"Ø X 8'-0" MIN.
COPPER GROUND
ROD DRIVEN TO ±6"
BELOW FINISH
GRADE, NEC
250.52(A)(5).
GALVANIZED RODS
ARE NOT PERMITTED

GROUNDING ELECTRODE CONDUCTOR TO PRIMARY
GROUNDING ELECTRODE SIZED AS INDICATED ON
POWER RISER DIAGRAM.

SERVICE ENTRANCE
EQUIP. NEUTRAL BUS

EXOTHERMIC WELD TO EFFECTIVELY
GROUNDED BUILDING STEEL WHERE

AVAILABLE, PER NEC 250.52(A)(2),
BONDING JUMPER #4 AWG CU.

CONCRETE ENCASED ELECTRODE PER
NEC 250.52(A)(3).  1/2" REBAR OR #4
BARE COPPER (MINIMUM).

CONNECTION TO ROD, PIPE OR PLATE
ELECTRODE, PER NEC 250.66(A), NOT REQUIRED
TO BE LARGER THAN #6 AWG CU.

CONNECTION TO CONCRETE ENCASED
ELECTRODE, PER NEC 250.66(B), NOT
REQUIRED TO BE LARGER THAN #4 AWG CU.

BOLTED TYPE CONNECTION
OR EXOTHERMIC WELD.

NOTE:
GROUNDING ELECTRODES SHALL BE PROVIDED IN ACCORDANCE WITH NEC
SECTION 250.  ALL GROUNDING ELECTRODE CONDUCTORS SIZED AS
INDICATED ON POWER RISER DIAGRAM.  ALL METHODS OF CREATING THE
GROUNDING SYSTEM MAY NOT BE REQUIRED OR AVAILABLE.

NO SCALE

GROUNDING DETAIL

HAND HOLE FOR
INSPECTION.

CSST GAS TUBING (IF PRESENT).
BOND PER MFG'S INSTRUCTIONS.

#6 CU OR LARGER

NOTE:
IF CORRUGATED STAINLESS
STEEL TUBING (CSST) IS
USED TO SUPPLY THE
BUILDING WITH GAS,
PROPANE, OR SIMILAR THE
TUBING SYSTEM SHALL BE
BONDED TO THE BUILDING
GROUNDING SYSTEM AT
THE POINT WHICH THE
PIPING ENTERS THE
BUILDING. USE #6 COPPER
OR LARGER.

2

CENTERLINE OF 

NOTES:
1. FROM FACE OF PANEL: 42" MIN FOR 480/277V AND 240/120V 3Ø HIGH LEG DELTA SYSTEMS. 36" MIN

FOR 208/120V AND 240/120V SYSTEMS.
2. THE WIDTH OF THE WORKING SPACE IN FRONT OF THE ELECTRICAL EQUIPMENT SHALL BE THE WIDTH

OF THE EQUIPMENT OR 30", WHICHEVER IS GREATER.
3. WORKING SPACE DOES NOT HAVE TO BE CENTERED ON PANEL BUT MUST EXTEND TO/PAST EACH

EDGE OF PANEL.
4. OTHER AREA PANELS MAY SHARE CLEARANCE SPACE.

DOOR MUST
OPEN AT

HIGHEST BREAKER

ELECTRICAL COMPONENTS 

NOTE 1
NOTE 2&3

ONLY DIRECTLY ABOVE PANEL

78" MIN. OR TOP 

LEAST 90°

NOTE 4

ELECTRICAL 

ONLY DIRECTLY 
UNDER PANEL

COMPONENTS

NO SCALE

ELECTRICAL PANEL MOUNTING DETAIL

OF EQUIPMENT. 
WHICHEVER IS GREATER.

6'7"AFF. MAXIMUM

ELEC. PANEL

(48" AFF. MAXIMUM
FOR ADA UNITS)

6

PANEL A LOAD SUMMARY
LOAD TYPE kVA

CONN.
DEM.
FACT.

kVA
DEM.

LOADS ON 400 AMP MCB

LIGHTS (20100 SQFT @ 0.25 W/SQFT > CONN. LOAD)
(1845 SQFT @ 3.5 W/SQFT > CONN. LOAD) 11.5 1.25 14.4

RECEPTACLES
1st 10 kVA 10.0 1.0 10.0

REMAINDER 2.8 0.5 1.4

HVAC & R

ELEC HEAT 0.0 1.0 0.0

LARGEST MOTOR 4.8 1.25 6.0

REMAINDER 4.8 1.0 4.8

WATER HEATER (GAS) 0.1 1.25 0.1

LAUNDRY EQUIPMENT
WASHERS 1.2 1.0 1.2

DRYERS
5.0 1.0 5.0

# OF ELECTRIC DRYERS: 1

FUTURE WELDER, PRESSURE WASHER, POWER DOORS, ICE
MAKER, DISH WASHER, FRIDGE, MICROWAVE, RANGE,

UNIT HEATERS, HOT BOX, CONDENSATE PUMPS, EF-5
30.6 1.0 30.6

TOTALS 70.8 73.5

TOTAL AMPS @ 240 V 1 PHASE 306.3

NOTE:
SERVICE CONDUCTORS
MUST ENTER DIRECTLY INTO
BACK OF PANEL "A".

STORAGE 111 1 PHASE, 3 WIRE

VOLTAGE: 240/120V PANEL: B SURFACE MOUNTED

AMPS: 150-MLO LOAD PER PHASE NEMA 1

NOTES -DESCRIPTION- POLE WIRE
SIZE

BRK
SIZE

CKT
# A B CKT# BRK

SIZE
WIRE
SIZE POLE -DESCRIPTION-

REC: COMMON/HALL 1 12 20 1 0.8 1.0 2 20 12 1 REC: OFFICE 105/106
REC: COUNTER/RNG HOOD 1 12 20 3 1.2 1.0 4 20 12 1 REC: OFFICE 103/104
REC: DISHWASHER 1 12 20 5 1.2 1.0 6 20 12 1 REC: BATHROOM/EXT

#3 RANGE 2 6 50
7 4.0 1.0 8 20 12 1 REC: OFFICE 108/109
9 4.0 0 10 20 - 1 SPARE

REC: MICROWAVE 1 12 20 11 1.0 1.0 12 20 12 1 REC: FRIDGE GFI
TC LTS: OFFICE 1 12 20 13 1.4 0 14 20 - 1 SPARE

SPARE 1 - 20 15 1.0 0 16 - - 1 SPACE
REC: OFFICE 108/107/106 1 12 20 17 1.0 0 18 - - 1 SPACE
SPACE 1 - - 19 0 0 20 - - 1 SPACE

10.4 10.2
TOTAL CONNECTED kVA: 20.6 DEMAND kVA: 26.3

PANEL RMS SYM. AMPS: SEE RISER DEMAND AMPS: 109.7

PANEL B LOAD SUMMARY
LOAD TYPE kVA

CONN.
DEM.
FACT.

kVA
DEM.

LOADS ON 150 AMP BREAKER @ PANEL "A"

LIGHTS (1845 SQFT @ 3.5 W/SQFT > CONN. LOAD) 6.5 1.25 8.1

RECEPTACLES
1st 10 kVA 7.0 1.0 7.0

REMAINDER 0.0 0.5 0.0

DISHWASHER, RANGE, MICROWAVE, FRIDGE 11.2 1.0 11.2

TOTALS 24.7 26.3

TOTAL AMPS @ 240 V 1 PHASE 109.7

STORAGE 111

PANEL

A

B

150 MLO

NOTE 10
240/120V

NOTE 6

EMG
INVERTER

A-31 A-33

NOTE 11

INVERTER "A" CALC
FIXTURE QTY WATTAGE TOTAL

W1 2 128 256
L1 3 17 51

TOTAL 307

INVERTER "B" CALC
FIXTURE QTY WATTAGE TOTAL

W1 2 128 256
L1 1 17 17
B 1 58 58

TOTAL 331

"A"

EMG
INVERTER

NOTE 11

"B"

NOTE:
1. AREA LIGHTING CIRCUIT.
2. EMERGENCY LIGHTING INVERTER WITH BATTERY BACK-UP. SEE RISER FOR SPEC.
3. NOT USED.
4. EXIT SIGNS (WITH INTEGRAL BATTERY) NOT WIRED TO INVERTER.
5. AREA LIGHT(S) TO BE USED AS EMERGENCY LIGHT.
6. AREA LIGHT(S), NON-EMERGENCY.
7. HOT LEG TO INVERTER FOR MONITORING.
8. SWITCH MAY BE ABSENT FOR AREA NIGHT LIGHTS. SEE PLAN.

NO SCALE

EMERGENCY LIGHTING INVERTER DETAIL

ELECTRIC
PANEL

IN
V

ER
TE

R

NOTE 2 NOTE 5

NOTE 7

SWITCH

SWITCH

NOTE 4

NOTE 6

NOTE 1

NOTE 1

NOTE 8

NOTE:
DETAIL IS GENERIC.
MULTIPLE INVERTERS OR
CONFIGURATIONS MAY BE
PRESENT. SEE PLANS AND
PANEL SCHEDULES.

EMG-INV

NOTE:
SEE RISER FOR INVERTER
SIZES. SEE BUILDING PLAN
FOR INVERTER LOCATION.

3

CONDUIT
(CONFIRM SIZE W/ OWNER)

1-1/2" CONDUIT SLEEVE
PULLSTRING

FLOOR TO
DECK WALL

CEILING

FLOOR

DATA/TELE/CATV OUTLET BOX.
COORDINATE SIZE W/
ELECTRICAL PLAN.
COORDINATE FACE PLATE W/
OWNER.

NO SCALE

DATA/TELE/CATV OUTLET

NOTE:
FOR INTERIOR WALLS WITHOUT
INSULATION. E.C. MAY OMIT CONDUIT &
OUTLET BOX. PROVIDE PULL STRING &
PLASTER RING.

5

NOTES:

1. PROVIDE 3" CONDUIT FROM UTILITY DEMARC POINT(S)  W/ PULL STRING. CLEARLY LABEL AND
COORDINATE EXACT TERMINATION LOCATION AND DETAILS WITH OWNER AND UTILITY.

2. 3/4" FINISH GRADE PLYWOOD BACKBOARD PAINTED WITH FLAME RETARDANT PAINT.
COORDINATE SIZE & EXACT LOCATION W/ OWNER.

3. PROVIDE 120V QUAD RECEPTACLE FOR TELEPHONE AND OTHER COMMUNICATION
EQUIPMENT (SEE POWER PLANS).

4. PROVIDE #6 CU GROUNDING/BONDING CONDUCTOR IN 3
4" CONDUIT TO INTERSYSTEM

BONDING TERMINATION (IBT) AT BUILDING ELECTRICAL SERVICE. BOND
CONDUIT/CONDUCTOR AT EACH END OF CONDUIT IF METAL RACEWAY IS USED. INSTALL PER
NEC 250.94 & NEC 800.100. CONFIRM INSTALLATION W/ UTILITY BEFORE BEGINNING WORK.

NOTE 1

TENANT
TELEPHONE/CATV

BOARD
W/ FIRE RETARDANT
PLYWOOD BACKING

BUILDING EXTERIOR

NO SCALE

TELEPHONE OR CATV RISER

NOTE 4 NOTE 3

NOTE 2

DETAIL TO BE USED FOR FIT UPS/EXISTING
BUILDINGS W/ "HOUSE" TELE/DATA
ROOM/CABINET. NOT USED FOR NEW
CONSTRUCTION.

4

1. PANEL SHALL BE EQUAL TO SQUARE D NQ.
2. GFI - PROVIDE GFCI BREAKER FOR CIRCUIT.  GFCI RECEPTACLES MAY BE USED IN LIEU OF GFCI BREAKERS SO LONG AS

THE DEVICE(S) CONFORM TO NEC CODE REQUIREMENTS FOR GFCI PROTECTION & ACCESSIBILITY.
3. VERIFY BREAKER AND WIRE SIZE REQUIREMENTS WITH EQUIPMENT NAMEPLATE BEFORE BEGINNING WORK.
4. TC - CIRCUIT THROUGH 7-DAY PROGRAMMABLE ASTRONOMICAL TIME SWITCH WITH AUTO-DUSK, AUTO-DAWN

FEATURE EQUAL TO LEVITON VPT24-1PZ. SWITCH TO INCLUDE MANUAL OVERRIDE AND BATTERY BACK-UP. LOCATE AT
PANEL.

UNDER GRADE


